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1 Reason for Change

R03 is based on the discussion in the conf call on Sep 21, to remove the API about retrieving the RF status.
R02 is based on the comments received from Vancouver F2F meeting.
This contribution provides the APIs to implement following requirements in RD.

6.4 Device related Functional Requirements

6.4.1 Device Service Functional Requirements

This section identifies the requirements for interfaces related to the Device elements.

	Label
	Description
	Release

	CMAPI-DEV-008
	The OpenCMAPI Enabler SHALL be able to provide the MDN or MSISDN (if any present)
	

	CMAPI-DEV-009
	The OpenCMAPI Enabler SHALL be able to provide the serial numbers (IMEI, ESN, MEID)
	

	CMAPI-DEV-010
	The OpenCMAPI Enabler SHALL be able to provide the device Status:

· Available

· Unavailable

· Plugged

· Unplugged

· Unknown
	

	CMAPI-DEV-012
	The OpenCMAPI Enabler SHALL be able to provide the Device radio switch status:

· On

· Off
	

	CMAPI-DEV-013
	The OpenCMAPI Enabler SHALL be able to provide the version number of the OpenCMAPI used
	

	CMAPI-DEV-014
	The OpenCMAPI Enabler SHALL be able to provide the Firmware version of the device
	

	CMAPI-DEV-015
	The OpenCMAPI Enabler SHALL be able to provide the PRL version (CDMA 2000)
	


2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The CD OpenCMAPI SWG should review and agree this CR.
6 Detailed Change Proposal

Change 1:  Add the definitions for the following APIs
5.  Application Programming Interfaces (APIs) Design
5.X   Device Service APIs
5.X.Y CMAPI_DevSrv_ GetMDN ()
The CMAPI_DevSrv_GetMDN () function retrieves the MDN info.
	Prototype

	unsigned long  CMAPI_DevSrv_GetMDN  (char *  pszMDNInfo, byte btSize )  



	Parameters

	Field Name
	Mode
	Description

	pszMDNInfo
	Output
	Character string containing the MDN info.

	btSize
	Input
	The size in byte of pszMDNInfo buffer 


	Return Values

	Value
	Description

	0X00
	The function succeeded.

	0X01
	A fatal error has occurred. Consult the logger for details.


5.X.Y+1 CMAPI_DevSrv_ GetImei ()
The CMAPI_DevSrv_GetImei () function retrieves the IMEI info.

	Prototype

	unsigned long  CMAPI_DevSrv_GetImei  (char *  pszImeiInfo, byte btSize )  



	Parameters

	Field Name
	Mode
	Description

	pszImeiInfo
	Output
	Character string containing the IMEI info.

	btSize
	Input
	The size in byte of pszImeiInfo buffer 


	Return Values

	Value
	Description

	0X00
	The function succeeded.

	0X01
	A fatal error has occurred. Consult the logger for details.


5.X.Y+2 CMAPI_DevSrv_ GetEsn ()
The CMAPI_DevSrv_GetEsn () function retrieves the ESN info.

	Prototype

	unsigned long  CMAPI_DevSrv_GetEsn  (char *  pszEsnInfo, byte btSize )  



	Parameters

	Field Name
	Mode
	Description

	pszEsnInfo
	Output
	Character string containing the ESN info.

	btSize
	Input
	The size in byte of pszEsnInfo buffer 


	Return Values

	Value
	Description

	0X00
	The function succeeded.

	0X01
	A fatal error has occurred. Consult the logger for details.


5.X.Y+3 CMAPI_DevSrv_ GetDevStatus ()
The CMAPI_DevSrv_ GetDevStatus () function retrieves the device status.

	Prototype

	unsigned long  CMAPI_DevSrv_ GetDevStatus (int *  penDevStatus, )  



	Parameters

	Field Name
	Mode
	Description

	penDevStatus
	Output
	Pointer to get the device status in bitmap
Bit 7 | Bit 6 | Bit 5 | Bit 4 || Bit 3 | Bit 2 | Bit 1                      | Bit 0

N/A  | N/A  | N/A  | N/A   || N/A  | N/A  | device availability | device presence
Device unplugged : (in binary) 0 0 0 0 0 0 0 0 (this value can used for unplugged and for unknown status)

Device plugged but unavailable : 0 0 0 0 0 0 0 1

Device plugged and available : 0 0 0 0 0 0 1 1









	
	
	


	Return Values

	Value
	Description

	0X00
	The function succeeded.

	0X01
	A fatal error has occurred. Consult the logger for details.




	

	



	

	
	
	

	
	
	







	
	
	




	

	
	

	
	

	
	


5.X.Y+5 CMAPI_DevSrv_ GetFwVersion()
The CMAPI_DevSrv_GetFwVersion () function retrieves the firmware version of the device.

	Prototype

	unsigned long  CMAPI_DevSrv_GetFwVersion  (char *  pszFwVersion, byte btSize )  



	Parameters

	Field Name
	Mode
	Description

	pszFwVersion
	Output
	Character string containing the firmware version of the device.

	btSize
	Input
	The size in byte of pszFwVersion buffer 


	Return Values

	Value
	Description

	0X00
	The function succeeded.

	0X01
	A fatal error has occurred. Consult the logger for details.


5.X.Y+7 CMAPI_DevSrv_ GetOwnVersion()
The CMAPI_DevSrv_GetOwnVersion () function retrieves the version number of the OpenCMAPI used.

	Prototype

	unsigned long  CMAPI_DevSrv_GetOwnVersion  (char *  pszOwnVersion, byte btSize )  



	Parameters

	Field Name
	Mode
	Description

	pszOwnVersion
	Output
	Character string containing the version number of the OpenCMAPI used.

	btSize
	Input
	The size in byte of pszOwnVersion buffer 


	Return Values

	Value
	Description

	0X00
	The function succeeded.

	0X01
	A fatal error has occurred. Consult the logger for details.


5.X.Y+8 CMAPI_DevSrv_ GetPrlversion ()
The CMAPI_DevSrv_GetPrlVersion () function retrieves the PRL version.

	Prototype

	unsigned long  CMAPI_DevSrv_GetPrlVersion  (char *  pszPrlVersion, byte btSize )  



	Parameters

	Field Name
	Mode
	Description

	pszPrlVersion
	Output
	Character string containing the PRL version.

	btSize
	Input
	The size in byte of pszPrlVersion buffer 


	Return Values

	Value
	Description

	0X00
	The function succeeded.

	0X01
	A fatal error has occurred. Consult the logger for details.
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