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1 Reason for Change

In the Conference Cal on November 2l, ZTE suggested the WLAN Callback proposed in CR58R01 be reconsidered and the suggestion was accepted by CMAPI group.

This contribution is about to fix the WLAN Callback based on the latest TS version, i.e. OMA-TS-OpenCMAPI-V1_0-20111102-D.
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The OpenCMAPI group is recommended to review and agree to the proposed changes.
6 Detailed Change Proposal

Change 1:  Fix Callback APIs in section 5.9
4. WLAN APIs
5.9.9 CMAPI_WLAN_Scan()

The CMAPI_WLAN_Scan() function is used to initiate a scan for WLAN networks. This initiates an asynchronous process to discover networks. This operation occurs asynchronously.
	Prototype

	dword  CMAPI_WLAN_Scan  ()



	Parameters

	Field Name
	Mode
	Description

	
	
	


	Return Values

	Value
	Description

	0X00000000
	The function succeeded. 

	0X00000001
	A fatal error has occurred. Consult the logger for details.


6 CMAPI_WLAN_Connect()

The CMAPI_WLAN_Connect() function is used to connect to a WLAN network. This operation occurs asynchronously.
	Prototype

	dword  CMAPI_WLAN_Connect  (WLANNetwork* pNetwork, dword associationTimeout, dword grantTimeout,)



	Parameters

	Field Name
	Mode
	Description

	pNetwork
	Input
	                       Specifies the network to connect.

	associationTimeout
	Input
	Specifies the number of milliseconds to allow an association to the network to be setup before reporting failure.

	grantTimeout
	Input
	Specifies the number of milliseconds to allow a DHCP operation to proceed before reporting failure.

	
	
	


	Return Values

	Value
	Description

	0X00000000
	The function succeeded. 

	0X00000001
	A fatal error has occurred. Consult the logger for details.


6 CMAPI_WLAN_ConnectKnownNetwork()

The CMAPI_WLAN_ConnectKnownNetwork() function is used to connect to a WLAN network in the known networks list. This operation occurs asynchronously.
	Prototype

	dword  CMAPI_WLAN_ConnectKnownNetwork  (dword index, dword associationTimeout, dword grantTimeout)



	Parameters

	Field Name
	Mode
	Description

	index
	input
	                       The index of the network in the known networks list

	associationTimeout
	Input
	Specifies the number of milliseconds to allow an association to the network to be setup before reporting failure.

	grantTimeout
	Input
	Specifies the number of milliseconds to allow a DHCP operation to proceed before reporting failure.

	callback
	Input
	The method to call with the connection status


	Return Values

	Value
	Description

	0X00000000
	The function succeeded. 

	0X00000001
	A fatal error has occurred. Consult the logger for details.

	0x00000002
	The index does not reference a valid known network.


Change 2:  Remove the multiple Callback APIs in section 6.4
6.4 Callback APIs
4. 
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Change 3:  Add a new Callback API section 6.4

6.4.x CMAPI_Callback_WLANNotification ()

The CMAPI_Callback_WLANNotification() function is used to receive WLAN event.
	Prototype

	dword  CMAPI_Callback_WLANNotification (void* pReserved, dword status)



	Parameters

	Field Name
	Mode
	Description

	pReserved
	Input
	Reserved for future use.

	status
	Input
	WLAN event:

0x00000000: Connection attempt starting

0x00000001: Attempting association

0x00000002: Association failed

0x00000003: Attempting authentication

0x00000004: Authentication failed

0x00000005: Requesting IP address

0x00000006: IP grant failed

0x00000010: Connection complete
0x00000020: Disconnecting

0x00000021: Disconnected

0x00000030: Scan complete

0x00000031: Scan failed




	Return Values

	Value
	Description

	0X00
	The function succeeded. 

	0X01
	A fatal error has occurred. Consult the logger for details.


Change 4:  Add a new function code for WLAN Callback

6.4 Registration  APIs
This API is exposed by the OpenCMAPI layer.

6.4.x CMAPI_Callback_Register()

The CMAPI_Callback_Register() function is used for the application to register for the callbacks which are expected to be received.

	Prototype

	dword  CMAPI_Callback_Register  (RadioType radio, dword  function, callback method )



	Parameters

	Field Name
	Mode
	Description

	radio
	Input
	Please see radio type definition

	function
	Input
	                       The function to register a callback for

· 0x00000000: Session State Change

· 0x00000001: Bearer Status Change

· 0x00000002: Traffic Channel Dormancy

· 0x00000003: CDMA 2000 Activation State

· 0x00000004: Power State

· 0x00000005: Roaming

· 0x00000006: Signal Strength

· 0x00000007: GPS

· 0x00000008: SMS Received

· 0x00000009: Byte Count

· 0x0000000A: Incoming Call

· 0x0000000B: USSD Message

· 0x0000000C: Card Application Toolkit proactive command

· 0x0000000D: QOS change

· 0x0000000E: RF Information change

· 0x0000000F: Device Detection callback
· 0x00000011 WiFi callback

	method
	Input
	The callback method to use when event is triggered.


	Return Values

	Value
	Description

	0X00000000
	The function succeeded. 

	0X00000001
	A fatal error has occurred. Consult the logger for details.

	0x00000002
	Radio type not present


Change 5:  Remove editor note

NO REPRESENTATIONS OR WARRANTIES (WHETHER EXPRESS OR IMPLIED) ARE MADE BY THE OPEN MOBILE ALLIANCE OR ANY OPEN MOBILE ALLIANCE MEMBER OR ITS AFFILIATES REGARDING ANY OF THE IPR’S REPRESENTED ON THE “OMA IPR DECLARATIONS” LIST, INCLUDING, BUT NOT LIMITED TO THE ACCURACY, COMPLETENESS, VALIDITY OR RELEVANCE OF THE INFORMATION OR WHETHER OR NOT SUCH RIGHTS ARE ESSENTIAL OR NON-ESSENTIAL.

THE OPEN MOBILE ALLIANCE IS NOT LIABLE FOR AND HEREBY DISCLAIMS ANY DIRECT, INDIRECT, PUNITIVE, SPECIAL, INCIDENTAL, CONSEQUENTIAL, OR EXEMPLARY DAMAGES ARISING OUT OF OR IN CONNECTION WITH THE USE OF DOCUMENTS AND THE INFORMATION CONTAINED IN THE DOCUMENTS.

USE OF THIS DOCUMENT BY NON-OMA MEMBERS IS SUBJECT TO ALL OF THE TERMS AND CONDITIONS OF THE USE AGREEMENT (located at http://www.openmobilealliance.org/UseAgreement.html) AND IF YOU HAVE NOT AGREED TO THE TERMS OF THE USE AGREEMENT, YOU DO NOT HAVE THE RIGHT TO USE, COPY OR DISTRIBUTE THIS DOCUMENT.

THIS DOCUMENT IS PROVIDED ON AN "AS IS" "AS AVAILABLE" AND "WITH ALL FAULTS" BASIS.

© 2011 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 1 (of 6)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20110101-I]

© 2011 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 2 (of 6)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20110101-I]

