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1 Reason for Change

To address some additional ideas discovered after re-examining the accepted WLAN API proposal.
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The CD OpenCMAPI SWG should review and agree this CR.
6 Detailed Change Proposal

Change 1:  Add the definitions for the following APIs
5.  Application Programming Interfaces (APIs) Design
5.X.Y CMAPI_WLAN_IsSupported()
The CMAPI_WLAN_IsSupported() function is used to determine if WLAN functionality is supported.
	Prototype

	dword  CMAPI_WLAN_IsSupported  (dword handle, dword* pStatus, dword* pReason )



	Parameters

	Field Name
	Mode
	Description

	handle
	input
	Identifies the device

	pStatus
	Output
	                       Indicates WLAN support

0x00000001: WLAN Supported

0x00000002: WLAN NOT supported

	pReason
	Output
	Indicates the reason why WLAN is not supported

· 0x00000000: None

· 0x00000001: Device does not support WLAN capability.


	Return Values

	Value
	Description

	0X00000000
	The function succeeded. 

	0X00000001
	A fatal error has occurred. Consult the logger for details.


Change 2:  Add the definitions for the following APIs
5.X.Y CMAPI_WLAN_ConnectionState()
The CMAPI_WLAN_ConnectionState() function is used to determine if WLAN is connected.
	Prototype

	dword  CMAPI_WLAN_ConnectionState  (dword handle, dword* pStatus )



	Parameters

	Field Name
	Mode
	Description

	handle
	Input
	Indicates the device to check for WLAN connection.

	pStatus
	Output
	                       Indicates WLAN connectivity.
0x00000001: WLAN Connected
0x00000002: WLAN Connecting

0x00000003: WLAN Disconnected
0x00000004: WLAN Disconnecting


	Return Values

	Value
	Description

	0X00000000
	The function succeeded. 

	0X00000001
	A fatal error has occurred. Consult the logger for details.


TODO: Add return code for connect to say device power is off. Does this need to be globally for all API which take device id? I think it does because device is able to shut off /disappear at any time.
5.X.Y CMAPI_WLAN_ScanNetwork()
The CMAPI_WLAN_ScanNetwork() function is used to check the availability of a specific network.
	Prototype

	unsigned long  CMAPI_WLAN_ScanNetwork  ( dword handle, WLANNetwork* pNetwork )



	Parameters

	Field Name
	Mode
	Description

	handle
	Input
	                       The device identifier

	pNetwork
	Input
	The network to search for


	Return Values

	Value
	Description

	0X00
	The function succeeded. 

	0X01
	A fatal error has occurred. Consult the logger for details.


5.X.Y CMAPI_Callback_ScanNetworkComplete()
The CMAPI_Callback_ScanNetworkComplete() function is used to that a scan for WLAN network has completed.
	Prototype

	dword  CMAPI_Callback_ScanNetworkComplete  (dword handle, WLANNetwork* pNetwork, dword present)



	Parameters

	Field Name
	Mode
	Description

	handle
	Input
	Indicates the device which the scan network occurred on.

	pNetwork
	Input
	The network identification.

	present
	Input
	The presence status of the network

· 0x00000000: Not present

· 0x00000001: Present


	Return Values

	Value
	Description

	0X00
	The function succeeded. 

	0X01
	A fatal error has occurred. Consult the logger for details.


Change 3:  Add parameter for notification registration
0x000000xx: WLAN Scan Network complete
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