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1 Reason for Change

R01 is a revised version following the discussion in the F2F meeting the 22th Feb 12.

 This CR aims to resolve the following CONRR comments:
	D051
	2011.12.21
	T
	5.3.8
	Source: Huawei

Form: doc #0147
Comment: The allowed value of the charset for the SMS should be added. 

Proposed Change: add the allowed value for charset: GSM 7 bit, GSM 8 bit, UCS2
	Status: OPEN

(conf call 18/01/12) - Xinmiao to do a CR on section 5.3.8 with restructurattng SMS records as the other data type definition



	D052
	2011.12.22
	T
	5.3.8
	Source: ZTE
Form: doc#CONR-2011-0148
Comment: resolve the editor’s note in section in 5.3.8
[Editor Note]  the format about the time, we need to define the reference for the specific format 

Proposed Change: 
	Status: OPEN
(conf call 18/01/12) - To be addressed in CR resolution of D051



	D053
	2011.12.22
	T
	5.3.8
	Source: ZTE
Form: doc#CONR-2011-0148
Comment: the editor note in section  5.3.8 can be removed safely because it has been handled by:

“string              charset            /*the charset of the user data of the SMS */
 [Editor Note]  to check if we need to specify the coding type of the SMS “
Proposed Change: remove the editor’s note 
	Status: OPEN
(conf call 18/01/12) - To be addressed in CR resolution of D051



	D054
	2011.12.22
	T
	5.3.8
	Source: ZTE
Form: doc#CONR-2011-0148
Comment: resolve the editor’s note
Editor Note: to check the compatibility with 3GPP2 specifications
Proposed Change: 
	Status: OPEN
(conf call 18/01/12) - To be addressed in CR resolution of D051 (to involve Qualcomm)

	D056
	2011.12.20
	Q/T
	5.3.8
	Source: DTAG

Form: doc#CONR-2011-0141

Comment: 

SMSRecord. 

a. The type of member time is string and the others are string *.  – to clarify
b. Member isRead is not available for sent/unsent/draft messages.

c. Member position. Sendbox & sentbox are confusing – which one means the box to store unsent messages and which one means the box to store messages that have been sent?

d. Member msgType: what’s about wap push?

e. Member totalPack and currentPack: are these necessary ? - They should be transparent to upper layer.

f. Member pPhoneNumber: what’s the data coding for the number? ASCII string is not enough to express Alphanumeric type.

g. Member pMsgContent: what’s the data coding for the content? UCS2 is supported by SMS.

Proposed Change: 

To clarify
	Status: OPEN 
(conf call 18/01/12) - To be addressed in CR resolution of D051 
Answer: for long message, these parameters are necessary to construct a message

	D059
	2011.12.21
	T/Q
	5.3.8
	Source: Gemalto

Form: doc#0118R01
Comment: SMS record: this seems to be a mixture of what an SMS is protocol-wise (described in 3GPP TS 23.040) and what an application sees (e.g. usage of Inbox, Sentbox, Draft box, Sendbox). How is the access to contents of the UDH (User Data Header) handled?
Proposed Change: 
	Status: OPEN 

(conf call 18/01/12) - To be addressed in CR resolution of D051
Answer: UDH should be handled by implementation.

	D244
	2011.12.20
	Q/T
	5.17.1
	Source: DTAG

Form: doc#CONR-2011-0141

Comment: 

It may take time to send SMS – should it be Asynchronous as well

Proposed Change: 

To decide if a Async version should be necessary
	Status: OPEN 

	D252
	2011.12.22
	T
	5.17.19
	Source: ZTE
Form: doc#CONR-2011-0148
Comment: resolve the editor note
Editor Note: to check what should be the time convention used for SMS (local time?) and to reference the explicit format for the coding & to check if the delivery report is covered and to add it if not.
Proposed Change:
	Status: OPEN



2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The CD OpenCMAPI SWG should review and agree this CR 
6 Detailed Change Proposal

Change 1:  Modification in SMSRecord
5.3.8  SMSRecord
	Definition SMSRecord

This prototype defines a structure which describes a SMS record



	Field Name
	Type
	Description

	msgID
	Dword
	The message ID

	isRead
	Dword
	A flag to indicate if the message in the inbox has been read or not:

· 0x00: read 
· 0x01: unread

	position
	Dword
	The current position of the message:

· 0x01: inbox
· 0x02: sentbox (the message has been sent out successfully)
· 0x03: draft box
· 0x04: outbox (the outgoing message)

	result
	Dword
	The result of the action to send the SMS:

· 0x00: failed to send message; 
· 0x01: succeeded to send message

	msgType
	Dword
	The type of message:

· 0x00: normal message
· 0x01: message report
· 0x02: MMS alert
· 0x03: voice mail
· 

	totalPack
	dword
	The total package number

	currentPack
	dword
	The current package sequence number

	refNumber          
	dword
	The reference number of the SMS

	msgLocation
	dword
	To indicate where the SMS is stored:

· 0x00: in the SIM/R-UIM/NAA on UICC;  
· 0x01: in the local device; 
· 0x02: in the terminal device, like PC

	time
	string*
	The time (local time) when the message was received in the inbox or was sent in the sendbox
the time format should follow : YYYY-MM-DD HH:MM:SS

	pPhoneNumber
	string*
	The targeted phone number, each number length < 24, more than one number could be included, each of them is separated by ',', and "\0\0" indicates end of the send numbers, dynamic memory allocation

	charset
	string
	The charset of the user data of the SMS
0X00: GSM 7 bit

0X01: GSM 8 bit

0X02: UCS2

	pMsgContent
	string*
	The content of the message (length < 2048, "\0\0" indicates end of message, dynamic memory allocation)




Change 2:  Modification in SMS Management API and some new APIs
5.17.X CMAPI_SMS_GetValidityPeriod()
The CMAPI_SMS_ GetValidityPeriod() function is used to get the validity period setting.
	Prototype

	dword  CMAPI_SMS_ GetValidityPeriod(dword  deviceID, dword* period)  



	Parameters

	Field Name
	Mode
	Description

	deviceID
	Input
	The ID of the device concerned.

	period
	Output
	The validity period of SMS


	Return Values

	Value
	Description

	0X00000000
	The function succeeded.

	0X00000001
	A fatal error has occurred. Consult the logger for details.

	0X00000002
	The deviceID references a non-existent device or a device which is not open


5.17.x CMAPI_SMS_GetDeliveryReport ()

The CMAPI_SMS_Get DeliveryReport() function is used to get the delivery report setting, i.e., on or off
	Prototype

	dword  CMAPI_SMS_GetDeliveryReport (dword deviceID, dword* switch)  



	Parameters

	Field Name
	Mode
	Description

	deviceID
	Input
	The ID of the device concerned

	switch
	Output
	· 0x00 switch off 
· 0x01  switch on,  


	Return Values

	Value
	Description

	0X00000000
	The function succeeded.

	0X00000001
	A fatal error has occurred. Consult the logger for details.

	0X00000002
	The deviceID references a non-existent device or a device which is not open


5.17.X CMAPI_SMS_GetRecordCount()

The CMAPI_ SMS_ GetRecordCount() function is used to get the number of the SMS record.
	Prototype

	dword CMAPI_SMS_ GetRecordCount (dword  deviceID, dword systemID, dword iFrom, dword* plResult) 



	Parameters

	Field Name
	Mode
	Description

	deviceID
	Input
	The ID of the device concerned.

	systemID
	Input
	The radio system either 3GPP or 3GPP2 to which the function apply when the device is a multi-mode device.

· 0x00000000: 3GPP

· 0x00000001: 3GPP2

	
	
	

	iFrom
	Input
	To indicate where the SMS record is

· 0: from SIM/R-UIM/NAA on UICC
· 1: from local device

· 2: from the terminal device, like PC

	plResult
	Output
	The number of the SMS record


	Return Values

	Value
	Description

	0X00000000
	The function succeeded.

	0X00000001
	A fatal error has occurred. Consult the logger for details.

	0X00000002
	The deviceID references a non-existent device or a device which is not open

	0X00000009
	System not supported by the device


5.17.X CMAPI_SMS_GetUnreadRecordCount()

The CMAPI_ SMS_ GetUnreadRecordCount() function is used to get the number of the unread SMS record.
	Prototype

	dword CMAPI_SMS_ GetUnreadRecordCount (dword  deviceID, dword systemID, dword iFrom, dword* pIResult) 



	Parameters

	Field Name
	Mode
	Description

	deviceID
	Input
	The ID of the device concerned.

	systemID
	Input
	The radio system either 3GPP or 3GPP2 to which the function apply when the device is a multi-mode device.

· 0x00000000: 3GPP

· 0x00000001: 3GPP2

	
	
	

	iFrom
	Input
	To indicate where the SMS record is

· 0: from SIM/R-UIM/NAA on UICC
· 1: from local device

· 2: from the terminal device, like PC

	plResult
	Output
	The number of the unread SMS record


	Return Values

	Value
	Description

	0X00000000
	The function succeeded.

	0X00000001
	A fatal error has occurred. Consult the logger for details.

	0X00000002
	The deviceID references a non-existent device or a device which is not open

	0X00000009
	System not supported by the device


5.17.4CMAPI_SMS_GetIDList()
The CMAPI_ SMS_GetIDList() function is used to get the list of SMS stored on local device or SIM or the terminal device like PC.

	Prototype

	dword CMAPI_SMS_GetIDList (dword  deviceID, dword systemID, dword** plIDList, dword iFrom, dword* plCount) 



	Parameters

	Field Name
	Mode
	Description

	deviceID
	Input
	The ID of the device concerned.

	systemID
	Input
	The radio system either 3GPP or 3GPP2 to which the function apply when the device is a multi-mode device.

· 0x00000000: 3GPP

· 0x00000001: 3GPP2

	plIDList
	Input/Output
	Return the address of the pointer to SMS id list

	
	
	

	iFrom
	Input
	To indicate where the SMS record is

· 0: from SIM/R-UIM/NAA on UICC
· 1: from local device

· 2: from the terminal device, like PC

	plCount
	Output
	The number of the SMS ID in the list.


	Return Values

	Value
	Description

	0X00000000
	The function succeeded.

	0X00000001
	A fatal error has occurred. Consult the logger for details.

	0X00000002
	The deviceID references a non-existent device or a device which is not open

	0X00000009
	System not supported by the device
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