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1 Reason for Change

This CR proposes resolutions for the following OpenCMAPI CONRR comments:
	D178
	2011.12.21
	T
	5.11.6
	Source: Gemalto

Form: doc#0118R01
Comment: several IMSIs value could be available into a SIM/R-UIM/UICC. Each IMSI value is associated with the NAAname (SIM, R-UIM, USIM_1, …., USIM_N, CSIM_1, …, CSIM_N, ISIM_1, …., ISIM_N)

Proposed Change: the output of the “CMAPI_DevSrv_GetImsi()” function shall be a list of couples (IMSI, NAAname)
	Status: OPEN


	D179
	2011.12.21
	T
	5.11.7, 5.11.8, 5.11.9
	Source: Gemalto

Form: doc#0118R01
Comment: what is the error handling if the requested data is not meaningful for the device (e.g. 5.11.7: getMDN for a non-CDMS device)?

Proposed Change: enrich the “Return values” all these functions / methods when data is not meaningful for the device.
	Status: OPEN 

	D181
	2011.12.20
	Q/T
	5.11.7
	Source: DTAG

Form: doc#CONR-2011-0141

Comment: 

To add in definition the difference between MDN & MSISDN

And for SIM card, there maybe more than one MS-ISDN saved in the SIM file. How to deal with that?

Proposed Change: 

To clarify
	Status: OPEN 

	D182
	2011.12.21
	T
	5.11.8
	Source: Gemalto

Form: doc#0118R01
Comment: there is no EMEI on the 3GPP2 side but a MEID (Mobile Station Equipment IDentifier).

Proposed Change: create a CMAPI_DevSrv_GetMeid() function in order to be able to retrieve the MEID value.
	Status: OPEN 


2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The CD OpenCMAPI SWG should review and agree this CR and close the comments D178, D179, D181 & D182.

6 Detailed Change Proposal

Change 1:  Modify output of 5.11.6
5.11.6 CMAPI_DevSrv_GetIMSI()
The CMAPI_DevSrv_GetIMSI() function retrieves the active IMSIs info from SIM/R-UIM/NAA on UICC.
	Prototype

	dword CMAPI_DevSrv_GetIMSI (dword deviceID, dword systemID, string* pszImsi, byte btSize, string * strNAAname, byte nameSize,)  




	Parameters

	Field Name
	Mode
	Description

	deviceID
	Input
	The ID of the device concerned

	systemID
	Input
	The radio system either 3GPP or 3GPP2 to which the function apply when the device is a multi-mode device.

· 0x00000000: 3GPP

· 0x00000001: 3GPP2

	pszImsi
	Output
	Character string containing the IMSI value in decimal format.

	btSize
	Input
	The size in byte of pszImsi buffer

	NAAname
	Output
	NAAname (see CMAPI_DevSrv_GetNAAavailable())

	nameSize
	Input
	The size in byte of NAAname buffer


	Return Values

	Value
	Description

	0X00000000
	The function succeeded.

	0X00000001
	A fatal error has occurred. Consult the logger for details.

	0X00000002
	The deviceID references a non-existing device or a device which is not open

	0X00000009
	System not supported by the device


Change 2:  Add return values to 5.11.7 /5.11.8 /5.11.9

5.11.7 CMAPI_DevSrv_ GetMDN()

The CMAPI_DevSrv_GetMDN() function retrieves the MDN info (only applicable to 3GPP2 systems).

	Prototype

	dword  CMAPI_DevSrv_GetMDN  (dword deviceID, string* pszMDNInfo, byte btSize )  



	Parameters

	Field Name
	Mode
	Description

	deviceID
	Input
	The ID of the device concerned

	pszMDNInfo
	Output
	Character string containing the MDN info.

	btSize
	Input
	The size in byte of pszMDNInfo buffer 


	Return Values

	Value
	Description

	0X00000000
	The function succeeded.

	0X00000001
	A fatal error has occurred. Consult the logger for details.

	0X00000002
	The deviceID references a non-existing device or a device which is not open

	0X0000000y
	The requested data is not meaningful for a 3GPP device.


5.11.8 CMAPI_DevSrv_ GetIMEI()

The CMAPI_DevSrv_GetIMEI() function retrieves the IMEI info (only applicable to 3GPP systems).

	Prototype

	dword  CMAPI_DevSrv_GetIMEI (dword deviceID, string* pszImeiInfo, byte btSize )



	Parameters

	Field Name
	Mode
	Description

	deviceID
	Input
	The ID of the device concerned

	pszImeiInfo
	Output
	Character string containing the IMEI info.

	btSize
	Input
	The size in byte of pszImeiInfo buffer 


	Return Values

	Value
	Description

	0X00000000
	The function succeeded.

	0X00000001
	A fatal error has occurred. Consult the logger for details.

	0X00000002
	The deviceID references a non-existing device or a device which is not open

	0X0000000z
	The requested data is not meaningful for a 3GPP2 device.


5.11.9 CMAPI_DevSrv_ GetESN ()

The CMAPI_DevSrv_GetESN() function retrieves the ESN info (only applicable to 3GPP2 systems).

	Prototype

	dword  CMAPI_DevSrv_GetESN (dword deviceID, string* pszEsnInfo, byte btSize )  



	Parameters

	Field Name
	Mode
	Description

	deviceID
	Input
	The ID of the device concerned

	pszEsnInfo
	Output
	Character string containing the ESN info.

	btSize
	Input
	The size in byte of pszEsnInfo buffer 


	Return Values

	Value
	Description

	0X00000000
	The function succeeded.

	0X00000001
	A fatal error has occurred. Consult the logger for details.

	0X00000002
	The deviceID references a non-existing device or a device which is not open

	0X0000000y
	The requested data is not meaningful for a 3GPP device.


Change 3:  Add Definition of ESN

	EAP
	Extensible Authentication Protocol

	EDGE
	Enhanced Data rates for GSM Evolution

	ERI
	Enhanced Roaming Indicator

	ESN
	Electronic Serial Number

	ETSI
	European Telecommunications Standards Institute


Change 4:  Add Definition of MSISDN

	LTE
	Long Term Evolution

	MAC
	Media Access Control

	MDN
	Mobile Directory Number

	MEID
	Mobile station Equipment Identifier

	MIN
	Mobile Identification Number

	MMS
	Multimedia Messaging Service

	MN-AAA
	Mobile Node AAA

	MN-HA
	Mobile Node Home Agent

	MSID
	Mobile Station Identifier

	MSISDN
	Mobile Station International Subscriber Directory Number

	NAA
	Network Access Application

	NDIS
	Network Driver Interface Specification


Change 5:  Add GetMEID function

5.11.x CMAPI_DevSrv_ GetMEID()

The CMAPI_DevSrv_GetMEID() function retrieves the MEID info (only applicable to 3GPP2 systems).

	Prototype

	dword  CMAPI_DevSrv_GetMEID (dword deviceID, string* pszMEIDInfo, byte btSize )



	Parameters

	Field Name
	Mode
	Description

	deviceID
	Input
	The ID of the device concerned

	pszMEIDInfo
	Output
	Character string containing the MEID info.

	btSize
	Input
	The size in byte of pszMEIDInfo buffer 


	Return Values

	Value
	Description

	0X00000000
	The function succeeded.

	0X00000001
	A fatal error has occurred. Consult the logger for details.

	0X00000002
	The deviceID references a non-existing device or a device which is not open

	0X0000000y
	The requested data is not meaningful for a 3GPP device.


5.11.Y CMAPI_DevSrv_ GetMSISDN()

The CMAPI_DevSrv_GetMSISDN() function retrieves the MSISDN info from the active NAA in the SIM/UICC (only applicable to 3GPP systems).

	Prototype

	dword  CMAPI_DevSrv_GetMSISDN (dword deviceID, string* pszMSISDNInfo, byte btSize )



	Parameters

	Field Name
	Mode
	Description

	deviceID
	Input
	The ID of the device concerned

	pszMSISDNInfo
	Output
	Character string containing the list of MSISDN numbers (see [3GPP TS 51.011] or [3GPP TS 31.102] for details). 
Each MSISDN number will be separated by character “,”.
Each field of an MSISDN number (Alpha Identifier, TON value in decimal format, NPI value in decimal format, Dialling Number/SSC String in decimal format, ....) will be separated by a space.
“Length of BCD number/SSC contents”, “Capability/Configuration1 Record Identifier” and “Extension1 Record Identifier” are not transmitted.

	btSize
	Input
	The size in byte of pszMSISDNInfo buffer 


	Return Values

	Value
	Description

	0X00000000
	The function succeeded.

	0X00000001
	A fatal error has occurred. Consult the logger for details.

	0X00000002
	The deviceID references a non-existing device or a device which is not open

	0X0000000z
	The requested data is not meaningful for a 3GPP2 device.
































































































































































































































NO REPRESENTATIONS OR WARRANTIES (WHETHER EXPRESS OR IMPLIED) ARE MADE BY THE OPEN MOBILE ALLIANCE OR ANY OPEN MOBILE ALLIANCE MEMBER OR ITS AFFILIATES REGARDING ANY OF THE IPR’S REPRESENTED ON THE “OMA IPR DECLARATIONS” LIST, INCLUDING, BUT NOT LIMITED TO THE ACCURACY, COMPLETENESS, VALIDITY OR RELEVANCE OF THE INFORMATION OR WHETHER OR NOT SUCH RIGHTS ARE ESSENTIAL OR NON-ESSENTIAL.

THE OPEN MOBILE ALLIANCE IS NOT LIABLE FOR AND HEREBY DISCLAIMS ANY DIRECT, INDIRECT, PUNITIVE, SPECIAL, INCIDENTAL, CONSEQUENTIAL, OR EXEMPLARY DAMAGES ARISING OUT OF OR IN CONNECTION WITH THE USE OF DOCUMENTS AND THE INFORMATION CONTAINED IN THE DOCUMENTS.

USE OF THIS DOCUMENT BY NON-OMA MEMBERS IS SUBJECT TO ALL OF THE TERMS AND CONDITIONS OF THE USE AGREEMENT (located at http://www.openmobilealliance.org/UseAgreement.html) AND IF YOU HAVE NOT AGREED TO THE TERMS OF THE USE AGREEMENT, YOU DO NOT HAVE THE RIGHT TO USE, COPY OR DISTRIBUTE THIS DOCUMENT.

THIS DOCUMENT IS PROVIDED ON AN "AS IS" "AS AVAILABLE" AND "WITH ALL FAULTS" BASIS.

© 2012 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 1 (of 7)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20110101-I]

© 2012 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 7 (of 7)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20110101-I]

