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Change Request

	Title:
	CR to Close OpenCMAPI CONRR Comment D214-D218
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	CD OpenCMAPI

	Doc to Change:
	OMA-TS-OpenCMAPI-V1_0-20120213-D

	Submission Date:
	20 Feb 2012

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Editorial

	Source:
	Chris Heistad, Smith Micro Software Inc., cheistad@smithmicro.com 

	Replaces:
	N/A


1 Reason for Change

This CR proposes a resolution for the following OpenCMAPI CONRR comments:
	D214
	2011.12.21
	T
	5.14.4, 5.14.5
	Source: Smith Micro

Form: OMA-CONR-2011-0146
Comment: There is no ability to refuse to add/change the network due to invalid content.

Proposed Change: Add return code to indicate the network content is not valid.
	Status: OPEN


Response: Agreed see changes 1 & 2
	D215
	2011.12.21
	T
	5.14

ALL
	Source: Smith Micro

Form: OMA-CONR-2011-0146

Comment: As an example 5.14.8 does not have a return code to indicate WLAN functionality is not supported by the device indicated.

Proposed Change: examine all methods which have input  for device id and determine  if they only work for specific type of device and add return code to indicate device is not proper type to use it.
	Status: OPEN


Response: Agreed see change 3.

	D216
	2011.12.21
	T
	5.14.11
	Source: Huawei

Form: doc #0147
Comment: CMAPI_WLAN_ConnectK nownNetwork(), for the caller, it may only know the SSID of the network not the index. 

Proposed Change: change the parameter from index to SSID
	Status: OPEN


Response: Agreed with modification. SSID should not be used because it does not necessarily uniquely identify a known network if BSSID is also specified and there are two known networks defined with same SSID. Recommend using Friendly name instead.
	D217
	2011.12.21
	T
	5.14.17
	Source: Smith Micro

Form: OMA-CONR-2011-0146

Comment: Has return code to indicate that security policy prohibits operation.

Proposed Change: Add parameters to input security token arguments.
	Status: OPEN


Response: To be addressed in D112.
	D218
	2011.12.22
	T
	5.14.21
	Source: ZTE

Form: doc#CONR-2011-0148

Comment: resolve the editor’s note
Editor note: Add return code or add in the Logger for connect to say device power is off. This may need to be applied globally for all API which take device id
Proposed Change:
	Status: OPEN




Response: Agreed see change 3.
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

CD OpenCMAPI group should agree this CR and close comment D.
6 Detailed Change Proposal

Change 1:  Add the following return codes to section 5.14.4:
	
	

	Return Values

	Value
	Description

	0X00000000
	The function succeeded. 

	0X00000001
	A fatal error has occurred. Consult the logger for details.

	0x00000002
	The specified index is to large and would leave a gap in the known networks list

	0x00000003
	Index is not valid for user defined networks. Please try a higher index.

	0xF0000001
	The SSID is invalid

	0xF0000002
	The BSSID is invalid

	0xF0000003
	The Friendly Name is invalid

	0xF0000004
	The security parameter is invalid

	0xF0000005
	The mode parameter is invalid

	0xF0000006
	The hidden parameter is invalid

	0xF0000007
	The key is invalid

	0xF0000009
	The EAP authentication method is invalid

	0xF0000009
	The EAP configuration is invalid


Change 2:  Add the following return codes to section 5.14.5:
	Return Values

	Value
	Description

	0X00000000
	The function succeeded. 

	0X00000001
	A fatal error has occurred. Consult the logger for details.

	0x00000002
	No record exists at the specified index.

	0x00000003
	Predefined networks are not able to be modified.

	0xF0000001
	The SSID is invalid

	0xF0000002
	The BSSID is invalid

	0xF0000003
	The Friendly Name is invalid

	0xF0000004
	The security parameter is invalid

	0xF0000005
	The mode parameter is invalid

	0xF0000006
	The hidden parameter is invalid

	0xF0000007
	The key is invalid

	0xF0000009
	The EAP authentication method is invalid

	0xF0000009
	The EAP configuration is invalid


Change 3:  Add the changes in the attached document entitled OMA-TS-OpenCMAPI-V1-20120213-D-D215-D218.doc
The document is in included in the zip package submitted.
Change 4:  Update section 5.14.11 to contain:

5.14.11
CMAPI_WLAN_ConnectKnownNetwork()

The CMAPI_WLAN_ConnectKnownNetwork() function is used to connect to a WLAN network in the known networks list. This operation occurs asynchronously.
	Prototype

	dword  CMAPI_WLAN_ConnectKnownNetwork (dword deviceID, string* friendlyName, dword associationTimeout, dword grantTimeout,)



	Parameters

	Field Name
	Mode
	Description

	deviceID
	Input
	The ID of the device concerned

	friendlyName
	Input
	The friendlyName of the network within the known networks list

	associationTimeout
	Input
	Specifies the number of milliseconds to allow an association to the network to be setup before reporting failure.

	grantTimeout
	Input
	Specifies the number of milliseconds to allow a DHCP operation to proceed before reporting failure.


	Return Values

	Value
	Description

	0X00000000
	The function succeeded. 

	0X00000001
	A fatal error has occurred. Consult the logger for details.

	0x00000002
	The friendly name does not reference a valid known network.
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