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1 Reason for Change

This CR proposes resolutions for the following OpenCMAPI CONRR comments:
	D206
	2100.12.21
	T
	5.13.2
	Source: Gemalto

Form: doc#0118R01
Comment: add a sentence between second and third sentence in order to cover REQuirement UICC-011.

Proposed Change: add the following sentence between second and third sentences: “If several Connection Manager Applications are running in parallel the Connection Manager API shall verify that there is no overlap between the TERMINAL PROFILE sent by each of the Connection Manager Applications. If an overlap exists the Connection Manager API shall send a return value identifying the overlapping ToolKit functions. The ToolKit functions of the first Connection Manager Application having sent a CMAPI_UICC_SetTerminalProfile() will take precedence over the overlapping ToolKit functions of the other Connection Manager Applications.”

Add also a “Return Value 0X00000003” with the description: “The function succeeded except for the overlapping ToolKit functions with another or other Connection Manager Application(s).”

Finally, add to the function a new optional Field (output Field) called “Overlapping ToolKit functions” that is a 256 bytes array. The description of this Field is: “The hexadecimal value of the TERMINAL PROFILE corresponding only to the overlapping ToolKit functions. This field is only present with Return value 0X00000003”.
	Status: OPEN 


2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The CD OpenCMAPI SWG should review and agree this CR and close the comments D206.

6 Detailed Change Proposal

Change 1:  Modify 5.13.2
5.13.2 CMAPI_UICC_SetTerminalProfile()

The device SHALL support the class “s”, “Support of CAT over the modem interface”, as specified in [ETSI TS 102 223].

The CMAPI_ UICC_SetTerminalProfile() function is used to transmit to the SIM/R-UIM/UICC via the device the ToolKit functions (i.e.: the TERMINAL PROFILE) that are supported by the Connection Manager Applications. 
If several Connection Manager Applications are running in parallel the Connection Manager API shall verify that there is no overlap between the TERMINAL PROFILE sent by the device and by each of the Connection Manager Applications as specified in [ETSI TS 102 223] (see normative annex). If an overlap exists the Connection Manager API shall send a return value identifying the overlapping ToolKit functions. If an overlap exists between several Connection Manager Applications, the ToolKit functions of the first Connection Manager Application having sent a CMAPI_UICC_SetTerminalProfile() will take precedence over the overlapping ToolKit functions of the other Connection Manager Applications.
The device SHALL combine the facilities provided by the device and the facilities provided by the Connection Manager Applications (also called CAT clients within the Connected Entity in [ETSI TS 102 223]) as specified in [ETSI TS 102 223] before sending the combined TERMINAL PROFILE to the SIM/R-UIM/UICC.
	Prototype

	dword  CMAPI_UICC_SetTerminalProfile (dword deviceID, byte terminalProfile[256], byte overlappingToolkit[256])



	Parameters

	Field Name
	Mode
	Description

	deviceID
	Input
	The ID of the device concerned

	terminalProfile
	Input
	The hexadecimal value of the TERMINAL PROFILE as specified in the chapter “Structure and coding of the TERMINAL PROFILE” of [ETSI TS 102 223] for the core part, in the chapter “Structure and coding of the TERMINAL PROFILE” of [3GPP TS 31.111] for the 3GPP specific part, in the chapter “Structure and coding of the TERMINAL PROFILE” of [3GPP2 C.S0035] for the 3GPP2 specific part.

	overlappingToolKit
	output
	(optional) Overlapping ToolKit function - The hexadecimal value of the TERMINAL PROFILE corresponding only to the overlapping Toolkit functions. This field is only present with Return value 0X00000003”.


	Return Values

	Value
	Description

	0X00000000
	The function succeeded. 

	0X00000001
	A fatal error has occurred. Consult the logger for details.

	0X00000003
	The function succeeded except for the overlapping ToolKit functions with the device or another or other Connection Manager Application(s)


Change 2:  Modify 6.4.30

5.13.3 CMAPI_Callback_UICC_ToolKitProactiveCommand()
The device SHALL support the class s, “Support of CAT over the modem interface”, as specified in [ETSI TS 102 223].

The CMAPI_Callback_UICC_ToolKitProactiveCommand() function is used to receive the ToolKit Proactive Commands sent by the SIM/R-UIM/UICC and routed to the Connection Manager Application by the device (see [ETSI TS 102 223] for the routing aspects).
The device SHALL send this callback only when the Connection Manager Application supports the corresponding ToolKit Proactive Commands as previously indicated into the CMAPI_UICC_SetTerminalProfile() and when no overlap was detected into the CMAPI_UICC_SetTerminalProfile().
The device SHALL send this callback as soon as it receives the ToolKit Proactive Commands from the SIM/R-UIM/UICC.
	Prototype

	dword  CMAPI_Callback_UICC_ToolKitProactiveCommand (dword deviceID, byte toolKitProactiveCommand[256])



	Parameters

	Field Name
	Mode
	Description

	deviceID
	Input
	The ID of the device concerned

	toolKitProactiveCommand
	Input
	ToolKit Proactive Command in hexadecimal format as specified in [ETSI TS 102 223] for the core part, in [3GPP TS 31.111] for the 3GPP specific part, in [C.S0035] for the 3GPP2 specific part.


	Return Values

	Value
	Description

	0X00000000
	The function succeeded. 

	0X00000001
	A fatal error has occurred. Consult the logger for details.
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