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1 Reason for Change

R01 is the result of the discussion in the F2F meeting the 23rd of Feb 2012.

This CR aims to add an API to get the current connection type, add necessary parameters for NDIS connection in CellularProfileType, and resolve the following CONRR comments:
	D141
	2011.12.21
	T
	5.8.1
	Source: Huawei

Form: doc #0147
Comment: CMAPI_NetCon_GetConnectionStatus, actually the rate, duration, etc, information are changed dynamically; the API design to get this information should consider that. 

Proposed Change: replace it using following APIs:

dword CMAPI_NetCon_GetConnectionStatus( dword deviceID, dword* connectionState, dword* act, string* ipAddress )
CMAPI_Callback_ConnectionStatistics(dword deviceID, qword* TX, qword* RX, qword* averageTX, qword* averageRX, qword* maxTX, qword* maxRX, dword overflow)
	Status: OPEN

F2F Barcelona 20/02/12 – We may keep the function as it is but calback may be useful. Discussion to continue.

	D221
	2011.12.21
	T
	5.15.1
	Source: Huawei

Form: doc #0147
Comment: CMAPI_NetStatistic_GetConnectionStatistics, the output info of this API is most changed dynamically, the function should be finished by callback

Proposed Change: replace it using CMAPI_Callback_ConnectionStatistics(dword deviceID, qword* TX, qword* RX, qword* averageTX, qword* averageRX, qword* maxTX, qword* maxRX, dword overflow)
	Status: OPEN

F2F Barcelona 21/02/12 – Suggestion to add duration

Discussion offline


2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The CD OpenCMAPI SWG should review and agree this CR 
6 Detailed Change Proposal

Change 1:  Add a new API to get the current connection type
5.7.X CMAPI_ NetConnectSrv_GetCurrentConnType()
The CMAPI_NetConnectSrv_GetCurrentConnType() function is used to get the current connection type.
	Prototype

	
dword  NetConnectSrv_GetCurrentConnType (dword deviceID, dword* currentConnType) 



	Parameters

	Field Name
	Mode
	Description

	deviceID
	Input
	The ID of the device concerned

	currentConnType
	Output
	The connection type: DIAL UP(RAS), NDIS

· 0x00: DIAL_UP(RAS)

· 0x01: NDIS


	Return Values

	Value
	Description

	0X00000000
	The function succeeded. 

	0X00000001
	A fatal error has occurred. Consult the logger for details.

	0x00000002
	The deviceID references a non-existent device or a device which is not open


Change 2:  Modify the CellularProfileType
5.7.5 CellularProfileType
	Definition CellularProfileType
This prototype defines a structure which describes a Cellular Profile Type



	Field Name
	Type
	Description

	CellularProfileName
	String*
	The name of the Cellular Profile

	DeviceName
	String*
	The device to use

	UserName
	String*
	The user name assotiated to the connection

	Password
	String*
	The password assotiated with the connection

	PhoneNum
	String*
	The phone number assotiated with the connection

	APN
	String*
	The APN used for this connection

	IP
	String*
	The IP address

	PrimaryDNS
	String*
	The primary DNS

	SecondaryDNS
	String*
	The secondary DNS

	AuthType
	dword
	The Authentication Protocol type:

· 0x00: CHAP only
· 0x01: PAP only
· 0x02: Automatic

	IPAddrType
	dword
	The type of the IP address:

· 0x00: IPv4
· 0x01: IPv6
· 0x02: IPv4v6

	CellularProfileType
	dword
	??? (to clarify + cannot be the same name than structure)

	TimeoutSeconds
	dword
	The time out in seconds

	WINSPreferred
	string*
	Optional - The preferred WINS (Windows Internet Naming Service)

	WINSAlternated
	string*
	Optional - The alternated WINS (Windows Internet Naming Service)

	
	
	
· 
· 


Change 3:  Add duration in get the Connection Statistics information
The CMAPI_NetStatistic_GetConnectionStatistics() function is used to obtain network traffic statistics info
	Prototype

	
  word CMAPI_NetStatistic_GetConnectionStatistics (dword deviceID, qword* TX, qword* RX, qword* averageTX, qword* averageRX, qword* maxTX, qword* maxRX, qword* duration, dword overflow)



	Parameters

	Field Name
	Mode
	Description

	deviceID
	Input
	The ID of the device concerned

	TX
	Output
	Bytes sent for a given connection

	RX
	Output
	Bytes received for a given connection

	averageTX
	Output
	Average upload speed in Bit/s for a given connection

	averageRX
	Output
	Average download speed in Bit/s for a given connection

	maxTX
	Output
	Maximum upload speed in Bit/s for a given connection

	maxRX
	Output
	Maximum download speed in Bit/s for a given connection

	duration
	Output
	The connection duration

	overflow
	Output
	Bitmap parameter to signal overflow argument

· 0X01: TX overflow

· 0X02: RX overflow
· 0x04: duration overflow


To add the retrun
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