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1 Reason for Change

This CR proposes to fix the unit of the interval between two positions calculation.
In addition, it is useful to add a note that the value of interval cannot be less than timeout value.
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

CD OpenCMAPI group should agree this CR.
6 Detailed Change Proposal

Change 1:  Modify section 6.17.3:
CMAPI_GNSS_SetTrackingParameters()

The CMAPI_GNSS_SetTrackingParameters() function is used to set the values of parameters that control the operation of GNSS tracking on the device.
	Prototype

	dword  CMAPI_GNSS_SetTrackingParameters (dword deviceID, dword operation, dword interval, byte timeout, dword accuracy)




	Parameters

	Field Name
	Mode
	Description

	deviceID
	Input
	The ID of the device concerned

	operation
	Input
	GNSS session operating mode:
· 0: Standalone

· 1: MS Assisted

	interval
	Input
	Interval between position fixes, The value range of interval is in seconds and must be greater than or equal to timeout

	timeout
	Input
	Maximum amount of time used to calculate each position fix (in seconds)

	accuracy
	Input
	Position accuracy threshold (in meters)


	Return Values

	Value
	Description

	0X00000000
	The function succeeded.

	0X00000001
	A fatal error has occurred. Consult the logger for details.

	0X00000002
	The deviceID references a non-existent device or a device which is not open

	0X00000013
	The device does not contain hardware which supports this operation.

	0X00000014
	The device is not in a power state which allows this operation.

	0X000000F1
	The security request supplied when the API was opened does not grant privilege to access this functionality. You may close and reopen the API with updated credentials to perform this operation.


Change 2:  Modify section 5.19.4:
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CMAPI_GNSS_GetTrackingParameters()

The CMAPI_GNSS_GetTrackingParameters() function is used to retrieve the values of parameters that control the operation of GNSS tracking on the device.
	Prototype

	dword  CMAPI_GNSS_GetTrackingParameters (dword deviceID, dword* pOperation, dword* pInterval, byte* pTimeout, dword* pAccuracy)




	Parameters

	Field Name
	Mode
	Description

	deviceID
	Input
	The ID of the device concerned

	pOperation
	Output
	GNSS session operating mode: 
· 0: Standalone

· 1: MS Assisted

	pInterval
	Output
	Interval between position fixes (in seconds)

	pTimeout
	Output
	Maximum amount of time used to calculate each position fix (in seconds)

	pAccuracy
	Output
	Position accuracy threshold (in meters)


	Return Values

	Value
	Description

	0X00000000
	The function succeeded.

	0X00000001
	A fatal error has occurred. Consult the logger for details.

	0X00000002
	The deviceID references a non-existent device or a device which is not open

	0X00000013
	The device does not contain hardware which supports this operation.

	0X00000014
	The device is not in a power state which allows this operation.

	0X000000F1
	The security request supplied when the API was opened does not grant privilege to access this functionality. You may close and reopen the API with updated credentials to perform this operation.


NO REPRESENTATIONS OR WARRANTIES (WHETHER EXPRESS OR IMPLIED) ARE MADE BY THE OPEN MOBILE ALLIANCE OR ANY OPEN MOBILE ALLIANCE MEMBER OR ITS AFFILIATES REGARDING ANY OF THE IPR’S REPRESENTED ON THE “OMA IPR DECLARATIONS” LIST, INCLUDING, BUT NOT LIMITED TO THE ACCURACY, COMPLETENESS, VALIDITY OR RELEVANCE OF THE INFORMATION OR WHETHER OR NOT SUCH RIGHTS ARE ESSENTIAL OR NON-ESSENTIAL.

THE OPEN MOBILE ALLIANCE IS NOT LIABLE FOR AND HEREBY DISCLAIMS ANY DIRECT, INDIRECT, PUNITIVE, SPECIAL, INCIDENTAL, CONSEQUENTIAL, OR EXEMPLARY DAMAGES ARISING OUT OF OR IN CONNECTION WITH THE USE OF DOCUMENTS AND THE INFORMATION CONTAINED IN THE DOCUMENTS.

USE OF THIS DOCUMENT BY NON-OMA MEMBERS IS SUBJECT TO ALL OF THE TERMS AND CONDITIONS OF THE USE AGREEMENT (located at http://www.openmobilealliance.org/UseAgreement.html) AND IF YOU HAVE NOT AGREED TO THE TERMS OF THE USE AGREEMENT, YOU DO NOT HAVE THE RIGHT TO USE, COPY OR DISTRIBUTE THIS DOCUMENT.

THIS DOCUMENT IS PROVIDED ON AN "AS IS" "AS AVAILABLE" AND "WITH ALL FAULTS" BASIS.

© 2012 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 1 (of 3)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20120101-I]

© 2012 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 2 (of 3)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20120101-I]

