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1 Reason for Change

This CR proposes resolutions for the following OpenCMAPI CONRR comments:

	D117
	2011.12.21
	T
	5.7.4
	Source: Gemalto

Form: doc#0118R01
Comment: parameter stPLMN: it seems that it is not possible to use the numeric PLMN code (MCC + MNC) as it is a String. Is it the short name or long name of the PLMN?

Proposed Change: describe the coding of the PLMN.
	Status: OPEN 

(conf call 08/02/12) – Could be defined as a decimal wih a specific alphabet + to clarify in line with the string discussion (cf. D098)

F2F Saigon 18/04/12: CR96 expected


	D119
	2011.12.21
	T
	5.7.5
	Source: Gemalto

Form: doc#0118R01
Comment: parameter pstNetworkInfo: PLMN code is missing.

Proposed Change: addition of the PLMN code into the NetworkInfo type.
	Status: OPEN 

(conf call 08/02/12) – DT to work on CR + add a proper prototype

F2F Saigon 18/04/12: CR96 expected


	D120
	2011.12.21
	T
	5.7.5
	Source: Gemalto

Form: doc#0118R01
Comment: what is the coding of the strPlmnName? As it is a string this lets think that it is a next, but it could be a number (MCC + MNC). If a string, then is it the short name of long name?

Proposed Change: define the coding of the PlmnName.
	Status: OPEN 

(conf call 08/02/12) – Same point as D117

F2F Saigon 18/04/12: CR96 expected



2 Impact on Backward Compatibility

None

3 Impact on Other Specifications

None

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The CD OpenCMAPI SWG should review and agree this CR and close the comments D117, D119, D120.

6 Detailed Change Proposal

Change 1:  Update of section 7.5.4 
7.5.4 CMAPI_NetConnectSrv_SelectNetwork ()

The CMAPI_NetConnectSrv_SelectNetwork () function is used to select the current network mode and PLMN for a given system.

	Prototype

	dword CMAPI_NetConnectSrv_SelectNetwork (dword deviceID, dword systemID, byte Mode,  const UTF8 PLMNID, dword radio)  



	Parameters

	Field Name
	Mode
	Description

	deviceID
	Input
	The ID of the device concerned

	systemID
	Input
	The radio system either 3GPP or 3GPP2 to which the function applies when the device is a multi-mode device.

· 0x00000000: 3GPP

· 0x00000001: 3GPP2

	Mode
	Input
	The mode to select network mode: 
· 0X00:automatic network selection

· 0X01:manual network selection

	PLMNID
	Input
	The PLMNID is not used in the case of automatic network selection. The PLMNID is coded as a decimal value on the form "MCCMNC".

	radio
	Input
	Which Radio technology is used = cf. RadioType definition


	Return Values

	Value
	Description

	0X00000000
	The function succeeded.

	0X00000001
	A fatal error has occurred. Consult the logger for details.

	0x00000002
	The deviceID references a non-existent device or a device which is not open

	0x00000003
	The radio references a radio which the device does not support.

	0X00000009
	System not supported by the device

	0x00000013
	The device does not contain hardware which supports this operation.

	0x00000014
	The device is not in a power state which allows this operation.

	0X000000F1
	The security request supplied when the API was opened does not grant privilege to access this functionality. You may close and reopen the API with updated credentials to perform this operation.


Change 2:  Update of section 6.2.5 that is referenced by section 7.5.5
7.5.5 CMAPI_NetConnectSrv_GetNetworkList_Sync()
 The CMAPI_NetConnectSrv_GetNetworkList_Sync() will search and compile a list of available Networks. The calling thread will be blocked until the search has completed. 
	Prototype

	dword CMAPI_NetConnectSrv_GetNetworkList_Sync (dword deviceID, dword Timeout, NetworkInfoType* pNetworkInfo, dword* pNetworkInfoCount)  



	Parameters

	Field Name
	Mode
	Description

	deviceID
	Input
	The ID of the device concerned

	Timeout
	Input
	The maximum time out for the network search (in seconds)

	pNetworkInfo
	Output
	The Network Information (see NetworkInfoType definition)

	pNetworkInfoCount
	Output
	The total number of elements in the array of NetworkInfo


	Return Values

	Value
	Description

	0X00000000
	The function succeeded.

	0X00000001
	A fatal error has occurred. Consult the logger for details.

	0x00000003
	The deviceID references a non-existent device or a device which is not open

	0x00000013
	The device does not contain hardware which supports this operation.

	0x00000014
	The device is not in a power state which allows this operation.

	0X000000F1
	The security request supplied when the API was opened does not grant privilege to access this functionality. You may close and reopen the API with updated credentials to perform this operation.


.................
6.2.4 PLMNNameType

	Definition PLMNNameType

	This prototype defines a structure which describes the information related to the PLMN name


	Field Name
	Type
	Description

	PLMNName
	byte*
	The name of the PLMN according to 3GPP and/or 3GPP2 name resolution [3GPP TS 22.101]

	PLMNNameLength
	Dword
	The length of the name of the PLMN

	DCS
	Word
	The Data Coding Scheme [3GPP TS 23.038] & [3GPP TS 31.101]


6.2.5 NetworkInfoType

	Definition NetworkInfoType

	This prototype defines a structure which describes the information related to the network / PLMN



	Field Name
	Type
	Description

	systemID
	Dword
	The radio system either 3GPP or 3GPP2 to which the function apply when the device is a multi-mode device.

· 0x00000000: 3GPP

· 0x00000001: 3GPP2

	PLMNName
	PLMNNameType
	The PLMN Name

	PLMNID
	UTF8*
	The PLMNID corresponding to the PLMN Name. The PLMNID is coded as a decimal value on the form "MCCMNC".

	NetworkStatus
	Dword
	Specifies the status of the network:
· 0x00:Registered

· 0x01: Available

· 0x02: Forbidden

	PreferredStatus
	Dword
	Specifies if the Network is in the preferred PLMN list or not:

· 0x01: Network is in the preferred PLMN list

· 0x02: Network is NOT in the preferred PLMN list
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