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1 Reason for Change

R01 is the result of the discussion held during the conf call the 6th of February 2013.

This CR is proposing to close the following comments:
	A026
	2012.12.12
	T
	6.6.1

PRO-008


	Source: DTAG

Form: doc#REQ-2012-0119

Comment: 

To make this requirement valid for 1.1

Proposed Change: 

Change from “future release” to 1.1
	Status: OPEN

Conf call 19/12/12: CR to be provided by Thierry

	A027
	2012.12.12
	T
	6.6.1

PRO-0xx


	Source: DTAG

Form: doc#REQ-2012-0119

Comment: 

To add requirement to have the possibility to maintain PS connection during WLAN access.

Proposed Change: 

See comment
	Status: OPEN

Conf call 19/12/12: CR to be provided by Thierry

	
	
	
	


	





	



2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The CD OpenCMAPI SWG should review and agree this CR and close the Comments A026, A027.
6 Detailed Change Proposal

Change 1:  Modify section 6.6.1
This section identifies the requirements for the profile Management aspects supported by the OpenCMAPI Enabler.


	Label
	Description
	Release

	CMAPI-PRO-001
	The OpenCMAPI Enabler SHALL provide functions to manage the storing of several cellular profiles.
	1.0

	CMAPI-PRO-002
	The OpenCMAPI Enabler SHALL be able to add/remove a profile in the cellular profile management list.
	1.0

	CMAPI-PRO-003
	The OpenCMAPI Enabler SHALL be able to manage cellular profiles with the following fields:

· APN 

· User/password (can be empty)

· DNS

· IP
	1.0

	CMAPI-PRO-004
	The OpenCMAPI Enabler SHALL be able to support IPv4 / IPv6 addresses
	1.0

	CMAPI-PRO-005
	The OpenCMAPI Enabler SHALL be able to configure the APNs and related parameters PDN type (IPv4, IPv6, IPv4v6) per APN.
	1.0

	CMAPI-PRO-006
	The OpenCMAPI Enabler SHALL be able to handle multiple cellular profiles (e.g. Internet profile, MMS profile) working in parallel.
	1.0

	CMAPI-PRO-007
	The OpenCMAPI enabler SHALL support the option to have a second APN bearing no data traffic in parallel to the default APN. The second APN is only configured but never activated by the OpenCMAPI and SHALL not be provided to any application. 

Informational Note: This is valid only for non IMS situation. This second APN could be used for example to simulate in LTE the equivalent of Attachment in 3G as in LTE, there is no similar behaviour - always connected.
	1.0

	CMAPI-PRO-008
	The Open CM API enabler SHALL be able to support other/different Multiple APN options in the future with the introduction of IMS.
	1.1

	CMAPI-PRO-009
	The OpenCMAPI Enabler SHALL enable use of different DNS servers on different APNs.
	1.0

	CMAPI-PRO-010
	The OpenCMAPI Enabler SHALL be able to configure the value of the timeout for inactive PDN connections.
	1.0

	CMAPI-PRO-011
	The OpenCMAPI Enabler SHOULD support the option to not disconnect PS connection during WLAN access.
	1.1


Table 14: Profile Management for Cellular Network Functional Requirements
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