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1 Reason for Change

This CR proposes to update the profile section of the TS accordingly to the following requirements:

	CMAPI-PRO-008
	The OpenCMAPI enabler SHALL be able to support other/different Multiple APN options in the future with the introduction of IMS.
	To add  APNs

	CMAPI-PRO-011
	The OpenCMAPI Enabler SHOULD support the option to not disconnect PS connection during WLAN access.
	To add parameters in cellular profile

	CMAPI-PRO-012
	The OpenCMAPI Enabler SHALL be able to indicate for each cellular profile, if it can be used also in WLAN or not.
	To add parameters in cellular profile


2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The CD OpenCMAPI SWG should review and agree this CR.
6 Detailed Change Proposal

Change 1:  Add parameters to CellularProfileType
CellularProfileType

	Definition CellularProfileType

	This prototype defines a structure which describes a Cellular Profile Type




	Field Name
	Type
	Description

	CellularProfileName
	UTF8*
	The name of the Cellular Profile

	UserName
	UTF8*
	The user name associated to the APN

	Password
	UTF8*
	The password associated with the APN

	PDP Type
	dword
	The type of PDP (Packet Data Protocol)::

· 0x00000001: IP

· 0x00000002: PPP - PS data over GPRS or UMTS (PS connection with PDP type PPP)

	APN
	UTF8*
	Primary APN used for this connection

	APN2
	UTF8*
	Optional – Secondary APN

	APN3
	UTF8*
	Optional – Third APN

	AccessNumber
	UTF8*
	Access number (*99# is commonly used)

	Address
	IPAddress*
	The IP address

	PrimaryDNS
	IPAddress*
	The primary DNS

	SecondaryDNS
	IPAddress*
	The secondary DNS

	AuthType
	dword
	The Authentication Protocol type:

· 0x00000000: CHAP only

· 0x00000001: PAP only

· 0x00000002: Automatic

	UseDhcpForIP
	Boolean
	Use DHCP for IP address. If this is true, then the IP field is unused.

	UseDhcpForDNS
	Boolean
	Use DHCP for DNS address. If this is true, then the PrimaryDNS and SecondaryDNS fields are unused.

	TimeoutSeconds
	dword
	The time out in seconds

	WINSPreferred
	IPAddress*
	Optional - The preferred WINS (Windows Internet Naming Service)

	WINSAlternated
	IPAddress*
	Optional - The alternated WINS (Windows Internet Naming Service)

	ServingPLMNs
	UTF8*
	Optional - List of possible serving PLMNs (MCCMNC numerical values separated by a coma and a space ”, ”) on which the profile can be used (i.e; MCCMNCvalue1, MCCMNCvalue2, ...., MCCMNCvaluen). 

If the list is empty then the CellularProfile is valid for any PLMN.

The check is done at the API level.

	PCRequestedQoS
	QoSStructure*
	Optional - Requested QoS for Primary Context.

	PCMinimumQos
	QoSStructure*
	Optional - Minimum acceptable QoS for Primary Context

	PCTFT
	TrafficFlowTemplateType*
	Optional - Traffic Flow Template indicating the parameters values to be used for Packet Filtering in the Primary Context.

	PCDataCompression
	byte
	Optional - A numeric parameter that controls PDP data compression for Primary Context (applicable for SNDCP only) (refer to [3GPP TS 44.065]). Possible values defined in [3GPP TS 27.007].

	PCHeaderCompression
	byte
	Optional - A numeric parameter that controls PDP header compression (refer to [3GPP TS 44.065] and [3GPP TS 25.323]). Possible values defined in [3GPP TS 27.007].

	SecondaryContext1
	SecondaryContextType*
	Optional - 1st Secondary Context (if a null pointer value then no 1st SecondaryContext)

	SecondaryContext2
	SecondaryContextType*
	Optional - 2nd Secondary Context (if a null pointer value then no 2nd SecondaryContext)

	SecondaryContext3
	SecondaryContextType*
	Optional - 3rd Secondary Context (if a null pointer value then no 3rd SecondaryContext)

	SecondaryContext4
	SecondaryContextType*
	Optional - 4th Secondary Context (if a null pointer value then no 4th SecondaryContext)

	SecondaryContext5
	SecondaryContextType*
	Optional - 5th Secondary Context (if a null pointer value then no 5th SecondaryContext)

	SecondaryContext6
	SecondaryContextType*
	Optional - 6th Secondary Context (if a null pointer value then no 6th SecondaryContext)

	SecondaryContext7
	SecondaryContextType*
	Optional - 7th Secondary Context (if a null pointer value then no 7th SecondaryContext)

	SecondaryContext8
	SecondaryContextType*
	Optional - 8th Secondary Context (if a null pointer value then no 8th SecondaryContext)

	SecondaryContext9
	SecondaryContextType*
	Optional - 9th Secondary Context (if a null pointer value then no 9th SecondaryContext)

	SecondaryContext10
	SecondaryContextType*
	Optional - 10th Secondary Context (if a null pointer value then no 10th SecondaryContext)

	SecondaryContext11
	SecondaryContextType*
	Optional - 11th Secondary Context (if a null pointer value then no 11th SecondaryContext)

	SecondaryContext12
	SecondaryContextType*
	Optional - 12th Secondary Context (if a null pointer value then no 12ve SecondaryContext)

	SecondaryContext13
	SecondaryContextType*
	Optional - 13th Secondary Context (if a null pointer value then no 13th SecondaryContext)

	SecondaryContext14
	SecondaryContextType*
	Optional - 14th Secondary Context (if a null pointer value then no 14th SecondaryContext)

	SecondaryContext15
	SecondaryContextType*
	Optional - 15th Secondary Context (if a null pointer value then no 15th SecondaryContext)

	SecondaryContext16
	SecondaryContextType*
	Optional - 16th Secondary Context (if a null pointer value then no 16th SecondaryContext)

	isWlanAllowed
	dword
	To indicate if the profile is allowed to use WLAN (in case of offload for example) or not:

· 0x00000000: Not allowed to use WLAN
· 0x00000001: Allowed to use WLAN

	maintainCellular
	dword
	To indicate if the PS connection shall be maintained during WLAN Access
· 0x00000000: do not maintain PS connection
· 0x00000001: Keep PS connection during WLAN Access


7.14.1 ProfileNameType

	Definition ProfileNameType

	This prototype defines a structure which describes the profile name.




	Field Name
	Type
	Description

	pCellularProfileName
	UTF8*
	The name of the Cellular profile
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