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1 Reason for Change

R01 is the result of the discussion held during the conf call the 18th of Sept 2013.

This CR proposes to fix bugs related to CDMA2000 functions in TS OpenCMAPI 1.0:
· CMAPI_OMADM_GetSessionInfo function is a Get function that should return values, but all variables are "input ". – to change as output
· CMAPI_MobileIP_GetState has one redudant CMAPI mentioned (editorial)
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The CD OpenCMAPI SWG should review and agree this CR.
6 Detailed Change Proposal

Change 1:  Change input to output for parameters of CMAPI_OMADM_GetSessionInfo
CMAPI_OMADM_GetSessionInfo()

The CMAPI_OMADM_GetSessionInfo() function returns information about the currently active OMA DM session (or the most recent session if none is active).

	Prototype

	
dword CMAPI_OMADM_GetSessionInfo (dword deviceID, dword* pSessionType, dword* pSessionState, dword* pFailureReason, byte* pRetryCount, word* pSessionPause, word* pTimeRemaining)




	Parameters

	Field Name
	Mode
	Description

	deviceID
	Input
	The ID of the device concerned

	pSessionType
	Output
	Type of session:

· 0x00000000: Client-initiated device configuration

· 0x00000001: Client-initiated PRL update

· 0x00000002: Client-initiated hands-free activation

· 0x00000003: Device-initiated hands-free activation

· 0x00000004: Network-initiated PRL update

· 0x00000005: Network-initiated device configuration

· 0x00000006: (optional) Client-initiated firmware update

· 0x00000007: (optional) Network-initiated firmware update

	pSessionState
	Output
	State of the session:

· 0x00000000: Complete, information was updated

· 0x00000001: Complete, update information unavailable

· 0x00000002: Complete, no new update available

· 0x00000003: Failed

· 0x00000004: Retrying

· 0x00000005: Connecting

· 0x00000006: Connected

· 0x00000007: Authenticated

· 0x00000008: Mobile Directory Number (MDN) downloaded

· 0x00000009: Mobile Station Identifier (MSID) downloaded

· 0x0000000A: PRL downloaded

· 0x0000000B: Mobile IP profile downloaded

	pFailureReason
	Output
	Session failure reason:

· 0x00000000: Unknown

· 0x00000001: Network is unavailable

· 0x00000002: Server is unavailable

· 0x00000003: Authentication failed

· 0x00000004: Maximum number of retries exceeded

· 0x00000005: Session is canceled

	pRetryCount
	Output
	Session retry count

	pSessionPause
	Output
	Time (in seconds) to pause between retries

	pTimeRemaining
	Output
	Time (in seconds) remaining until next retry (when session state is Retrying)


	Return Values

	Value
	Description

	0X00000000
	The function succeeded.

	0X00000001
	A fatal error has occurred. 

	0X00000101
	The deviceID references a non-existing device or a device which is not open

	0X00000104
	The device does not contain hardware which supports this operation.

	0X00000130
	The device is not in a power state which allows this operation.

	
	

	
	

	
	

	
	

	
	

	0XF0000001
	The security request supplied when the API was opened does not grant privilege to access this functionality. You may close and reopen the API with updated credentials to perform this operation.


Change 2:  Remove one of the redundant CMAPI in CMAPI_MobileIP_GetState
CMAPI_MobileIP_GetState()

The CMAPI_MobileIP_GetState() function is used to retrieve the current Mobile IP state of the device.

	Prototype

	dword CMAPI_ MobileIP_GetState (dword deviceID, dword* pMode)




	Parameters

	Field Name
	Mode
	Description

	deviceID
	Input
	The ID of the device concerned

	pMode
	Output
	                       Pointer to the current setting of the device’s Mobile IP mode:

· 0x00000000: Mobile IP off (simple IP only)

· 0x00000001: Mobile IP preferred

· 0x00000002: Mobile IP only


	Return Values

	Value
	Description

	0X00000000
	The function succeeded. 

	0X00000001
	A fatal error has occurred. 

	0X00000101
	The deviceID references a non-existing device or a device which is not open

	0X00000104
	The device does not contain hardware which supports this operation.

	0X00000130
	The device is not in a power state which allows this operation.

	0XF0000001
	The security request supplied when the API was opened does not grant privilege to access this functionality. You may close and reopen the API with updated credentials to perform this operation.
































































































































































































































NO REPRESENTATIONS OR WARRANTIES (WHETHER EXPRESS OR IMPLIED) ARE MADE BY THE OPEN MOBILE ALLIANCE OR ANY OPEN MOBILE ALLIANCE MEMBER OR ITS AFFILIATES REGARDING ANY OF THE IPR’S REPRESENTED ON THE “OMA IPR DECLARATIONS” LIST, INCLUDING, BUT NOT LIMITED TO THE ACCURACY, COMPLETENESS, VALIDITY OR RELEVANCE OF THE INFORMATION OR WHETHER OR NOT SUCH RIGHTS ARE ESSENTIAL OR NON-ESSENTIAL.

THE OPEN MOBILE ALLIANCE IS NOT LIABLE FOR AND HEREBY DISCLAIMS ANY DIRECT, INDIRECT, PUNITIVE, SPECIAL, INCIDENTAL, CONSEQUENTIAL, OR EXEMPLARY DAMAGES ARISING OUT OF OR IN CONNECTION WITH THE USE OF DOCUMENTS AND THE INFORMATION CONTAINED IN THE DOCUMENTS.

USE OF THIS DOCUMENT BY NON-OMA MEMBERS IS SUBJECT TO ALL OF THE TERMS AND CONDITIONS OF THE USE AGREEMENT (located at http://www.openmobilealliance.org/UseAgreement.html) AND IF YOU HAVE NOT AGREED TO THE TERMS OF THE USE AGREEMENT, YOU DO NOT HAVE THE RIGHT TO USE, COPY OR DISTRIBUTE THIS DOCUMENT.

THIS DOCUMENT IS PROVIDED ON AN "AS IS" "AS AVAILABLE" AND "WITH ALL FAULTS" BASIS.

© 2013 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 1 (of 4)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20110101-I]

© 2013 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 4 (of 4)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20110101-I]

