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1 Reason for Change

This CR proposes to change the value of current APN in use for index as 

The 'index' parameter of theCMAPI_Information_GetAPN is a dword and a dword is a 32-bit unsigned integer that ranges from 0 to 4294967295 decimal. That is it cannot take the value: -1.
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The CD OpenCMAPI SWG should review and agree this CR.
6 Detailed Change Proposal

Change 1:  Change value in index for GetAPN
The CMAPI_Information_GetAPN() function is to obtain the APN identifier.

To iterate through the supplied APNs, the caller would start at the 0 index and monotonically increment the index until the error code indicates there are no more records available.

The APN is defined in [3GPP TS 23.003] as of consisting of a mandatory Network Identifier and an optional Operator Identifier.

	Prototype

	dword CMAPI_Information_GetAPN (dword deviceID, RadioType Radio, UTF8* CellularProfileName, dword index, UTF8* pNetworkIdentifier, dword* pNetworkIdentifierSize, UTF8* pOperatorIdentifier, dword* pOperatorIdentifierSize)




	Parameters

	Field Name
	Mode
	Description

	deviceID
	Input
	The ID of the device concerned

	Radio
	Input
	See RadioType definition

	CellularProfileName
	Input
	Optional - The name of the Cellular Profile to be used for this function

	index
	Input
	The index of the entry to return (0xFFFFFFFF returns the current APN in use)

	pNetworkIdentifier
	Output
	The network identifier

	pNetworkIdentifierSize
	Input/Output
	The size of the network identifier buffer

	pOperatorIdentifier
	Output
	The operator identifier

	pOperatorIdentifierSize
	Input/Output
	The size of the operator identifier buffer


	Return Values

	Value
	Description

	0X00000000
	The function succeeded. 

	0X00000001
	A fatal error has occurred. 

	0X00000101
	The deviceID references a non-existing device or a device which is not open

	0X00000105
	The radio references a radio which the device does not support.

	0X00000130
	The device is not in a power state which allows this operation.

	0X00002001
	The Cellular profile name does not exist

	0X00006004
	The supplied index identifies a record which does not exist.

	0X00006005
	Current APN cannot be retrieved because there is no connection.

	0X30000004
	The network identifier buffer is not large enough, pNetworkIdentifierSize holds the minimum necessary size in bytes

	0X30000005
	The operator identifier buffer is not large enough, pOperatorIdentifierSize holds the minimum necessary size in bytes.

	0XF0000001
	The security request supplied when the API was opened does not grant privilege to access this functionality. You may close and reopen the API with updated credentials to perform this operation.
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