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1 Reason for Change

This CR proposes to address additional new bug Fixes in the TS for OpenCMAPI 1.1 coming out of version 1.0 in line with CR148R01.
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The CD OpenCMAPI SWG should review and agree this CR.
6 Detailed Change Proposal

Change 1:  Remove unused parameters in 8.3.22

8.3.22 CMAPI_Callback_RFInformationChange()

The CMAPI_Callback_RFInformationChange() function is used to communicate a change related to RF.

	Prototype

	dword CMAPI_Callback_RFInformationChange (dword deviceID, UTF8* radioTechnology, UTF8* bandClass, UTF8* channel)




	Parameters

	Field Name
	Mode
	Description

	deviceID
	Input
	The ID of the device concerned

	radioTechnology
	Input
	Name of the technology in use

	
	
	

	bandClass
	Input
	Name of the band class in use

	
	
	

	channel
	Input
	Name of the channel in use

	
	
	


Change 2:  Modify the description for clarity on 7.3.1

7.3.1CMAPI_Discovery_DetectDevices()


The CMAPI_Discovery_DetectDevices() function causes the OpenCMAPI to actively search for devices. This is a manually triggered operation which requires that the application has registered for CMAPI_Callback_DetectDevicesComplete. This operation gives a complete list of devices in the system which are usable from the OpenCMAPI.

Registering for the CMAPI_Callback_DeviceChanged is not related to this call. The device changed callback differs as it only gives information when a new device is added or an existing device is removed from the system. Detect devices is used to obtain a list of devices which are currently present in the system.
	Prototype

	dword CMAPI_Discovery_DetectDevices ()




	Parameters

	Field Name
	Mode
	Description


	Return Values

	Value
	Description

	0X00000000
	The function succeeded.

	0X00000001
	A fatal error has occurred. 

	0XF0000001


	The security request supplied when the API was opened does not grant privilege to access this functionality. You may close and reopen the API with updated credentials to perform this operation.


Change 3:  Provide for optional support for firmware update in 7.7.16
7.7.16 CMAPI_OMADM_GetFeatureSettings()

The CMAPI_OMADM_GetFeatureSettings() function returns information about the settings of OMA DM features, indicating for each one whether OMA DM can be currently used for the specified configuration operation.

	Prototype

	
 dword CMAPI_OMADM_GetFeatureSettings (dword deviceID, dword* pProvisioning, dword* pPRLUpdate, dword* pFirmwareUpdate)




	Parameters

	Field Name
	Mode
	Description

	deviceID
	Input
	The ID of the device concerned

	pProvisioning
	Output
	Setting of device provisioning service update feature:

· 0x00000000: Disabled

· 0x00000001: Enabled

	pPRLUpdate
	Output
	Setting of PRL service update feature:

· 0x00000000: Disabled

· 0x00000001: Enabled

	pFirmwareUpdate
	Output
	Setting of Firmware update feature:

· 0x00000000: Disabled
· 0x00000001: Enabled
· 0xFFFFFFFF: Not supported




	Return Values

	Value
	Description

	0X00000000
	The function succeeded.

	0X00000001
	A fatal error has occurred. 

	0X00000101
	The deviceID references a non-existing device or a device which is not open

	0X00000104
	The device does not contain hardware which supports this operation.

	0X00000130
	The device is not in a power state which allows this operation.

	0XF0000001
	The security request supplied when the API was opened does not grant privilege to access this functionality. You may close and reopen the API with updated credentials to perform this operation.


Change 4:  Small wording change in 8.3.26
8.3.26 CMAPI_Callback_WLANConnectionStatus()

The CMAPI_Callback_WLANNotification() function is used to receive WLAN connection Status.

	Prototype

	dword CMAPI_Callback_WLANConnectionStatus (CallbackStatus status, dword deviceID, dword status)




	Parameters

	Field Name
	Mode
	Description

	Status
	Input
	The status of the callback.

	deviceID
	Input
	The ID of the device concerned

	Status
	Input
	WLAN event:

· 0x00000000: Connection attempt starting

· 0x00000001: Attempting association

· 0x00000002: Association failed

· 0x00000003: Attempting authentication

· 0x00000004: Authentication failed

· 0x00000005: Requesting IP address

· 0x00000006: IP grant failed

· 0x00000010: Connected
· 0x00000020: Disconnecting

· 0x00000021: Disconnected


Change 5:  Modify the WlanNetwork structure to remove undesired pointer and pKey.
WLANNetwork

	Definition WLANNetwork

	This prototype defines a structure which describes a WLAN network




	Field Name
	Type
	Description

	pSSID
	UTF8*
	The service set identifier

	pBSSID
	UTF8*
	The basic service set identifier

	pFriendlyName
	UTF8*
	Optional - A name used to identify this network. If not filled, then the name used will be the SSID.

	Mode
	Dword
	Specifies if the network can be automatically connected if located.

· 0x00000000: Manual

· 0x00000001: Automatic

	Hidden
	Dword
	Specifies if the SSID is being actively broadcast

· 0x00000000: SSID is broadcast

· 0x00000001: SSID is hidden

	pSecurityType
	WLANSecurityType*
	The type of security used for this network. See WLANSecurityType

	
	
	

	EAPAuthenticationMethod
	dword
	Optional - The EAP Authentication Method used by the network.

	pEap
	byte*
	Optional - The EAP definition. This could be a proprietary format implementation of the Buffer (to be checked)

	EAPapSize
	dword
	Contains the length in bytes of the EAP configuration. If not used should be set to “0”.

	pEncryptionType
	WLANEncryptionType*
	The Encryption Type for WLAN – See WLANEncryptionType definition

	keyIndex
	dword
	Key index - Position of the matching key stored in the Access point/Wireless Router:

· 0x00000001: 1
· 0x00000002: 2

· 0x00000003: 3
· 0x00000004: 4

	pNetworkKey
	UTF8*
	Network Key to connect to WLAN Access Point or Wireless router (If not used should be set to “0”)


Located_WLANNetwork

	Definition Located_WLANNetwork

	This prototype defines a structure which describes a WLAN network.



	Field Name
	Type
	Description

	Network
	WLANNetwork*
	Please see WLANNetwork

	rssi
	dword
	The signal strength in dBm

	known
	dword
	Identifies if this is a known network

· 0x00000000: Unknown

· 0x00000001: Known (Known networks are networks SSID or networks identifiers prelisted by the operator or that have already been used/predefined by the user)


Change 6:  Modify the parameter pData in 2 in the function  CMAPI_NetCon_GetConnectionStatus()
CMAPI_NetCon_GetConnectionStatus()
The CMAPI_NetCon_GetConnectionStatus() is used to obtain information about the connection status.
	Prototype

	
dword CMAPI_NetCon_GetConnectionStatus (dword deviceID, UTF8* CellularProfileName, dword* pConnectionStatus, dword* pTypes, IPAddress* pAddress, dword* pAddressSize, qword* pTxDataRate, qword* pRxDataRate, qword* pTxPackets, qword* pRxPackets, qword* pTxBytes, qword* pRxBytes, dword* pDuration)



	Parameters

	Field Name
	Mode
	Description

	deviceID
	Input
	The ID of the device concerned

	CellularProfileName
	Input
	Optional - The name of the Cellular Profile to be used for this function

	pConnectionStatus
	Output
	Connection status values: 

· 0x00000000: Connected

· 0x00000001: Disconnected (it may be possible to distinguish between passive and active disconnection)

· 0x00000002: Connecting

· 0x00000003: Disconnecting

· 0x00000004: Scanning 

· 0x00000010: Unknown state

	pTypes
	Output
	Indication of the radio access technology currently used

In the case of a device with multiple radios, there MAY be multiple settings returned.

· 0x00000010: GSM service

· 0x00000020: GPRS service

· 0x00000040: EDGE service

· 0x00000100: CDMA service

· 0x00000200: QNC service 

· 0x00000400: 1X-RTT service

· 0x00000800: EV-DO service

· 0x00001000: EV-DV service

· 0x00002000: IOTA service

· 0x00004000: IOTA REVA service

· 0x01000000: UMTS service

· 0x02000000: HSDPA service (Included for legacy purpose, not all operators use HSDPA+)

· 0x04000000: HSUPA service

· 0x08000000: HSPA Plus service

· 0x10000000: PHS service

· 0x20000000: FOMA service

· 0x40000000: LTE service

· 0x80000000: WLAN service

	pAddress
	Output
	IPaddress on interface

	pAddressSize
	Input/Output
	The size of the IPAddress buffer on input. If insufficient, contains the size needed on return.

	pTxDataRate
	Output
	Transmitted Connection Data Rate in Kbit/s 

	pRxDataRate
	Output
	Received Connection Data Rate in Kbit/s

	pTxPackets
	Output
	Number of packets transmitted since connection establishment

	pRxPackets
	Output
	Number of packets received since connection establishment

	pTxBytes
	Output
	Number of bytes transmitted since connection establishment

	pRxBytes
	Output
	Number of bytes received since connection establishment

	pDuration
	Output
	Number of seconds elapsed since connection establishment


Change 7:  Modify some error codes in section 7.13
CMAPI_Information_GetNetworkSelectionMode()

The CMAPI_Information_GetNetworkSelectionMode() function is used to determine the network selection mode.
	Prototype

	dword CMAPI_Information_GetNetworkSelectionMode (dword deviceID, RadioType Radio, dword* pState)



	Parameters

	Field Name
	Mode
	Description

	deviceID
	Input
	The ID of the device concerned

	Radio
	Input
	See RadioType definition

	pState
	Output
	The state of the network selection mode:

· 0x00000000: Automatic (Manual operator selection permitted)

· 0x00000001: Manual (Manual operator selection active, may return to Automatic)


	Return Values

	Value
	Description

	0X00000000
	The function succeeded. 

	0X00000001
	A fatal error has occurred. 

	0X00000101
	The deviceID references a non-existing device or a device which is not open

	0X00000104
	The device does not contain hardware which supports this operation.

	0X00000105
	The radio references a radio which the device does not support.

	0X00000130
	The device is not in a power state which allows this operation.

	0XF0000001
	The security request supplied when the API was opened does not grant privilege to access this functionality. You may close and reopen the API with updated credentials to perform this operation.


CMAPI_Information_GetCSNetworkRegistration()

The CMAPI_Information_GetCSNetworkRegistration() function is used to determine if a circuit switched registration is present.
	Prototype

	dword CMAPI_Information_GetCSNetworkRegistration (dword deviceID, RadioType Radio, byte* pState)



	Parameters

	Field Name
	Mode
	Description

	deviceID
	Input
	The ID of the device concerned

	Radio
	Input
	See RadioType definition

	pState
	Output
	Indicates if a circuit switched registration is present

· 0x00: Not Registered
· 0x01: Registered


	Return Values

	Value
	Description

	0X00000000
	The function succeeded. 

	0X00000001
	A fatal error has occurred. 

	0X00000101
	The deviceID references a non-existing device or a device which is not open

	0X00000104
	The device does not contain hardware which supports this operation.

	0X00000105
	The radio references a radio which the device does not support.

	0X00000130
	The device is not in a power state which allows this operation.

	0XF0000001
	The security request supplied when the API was opened does not grant privilege to access this functionality. You may close and reopen the API with updated credentials to perform this operation.


CMAPI_Information_GetPSNetworkRegistration()

The CMAPI_Information_GetPSNetworkRegistration() function is used to determine if a packet switched attachment is present.
	Prototype

	dword CMAPI_Information_GetPSNetworkRegistration (dword deviceID, RadioType Radio, byte* pState)



	Parameters

	Field Name
	Mode
	Description

	deviceID
	Input
	The ID of the device concerned

	Radio
	Input
	See RadioType definition

	pState
	Output
	Indicates if a packet switched attachment is present

· 0x00: Not attached

· 0x01: Attached


	Return Values

	Value
	Description

	0X00000000
	The function succeeded. 

	0X00000001
	A fatal error has occurred. 

	0X00000101
	The deviceID references a non-existing device or a device which is not open

	0X00000104
	The device does not contain hardware which supports this operation.

	0X00000105
	The radio references a radio which the device does not support.

	0X00000130
	The device is not in a power state which allows this operation.

	0XF0000001
	The security request supplied when the API was opened does not grant privilege to access this functionality. You may close and reopen the API with updated credentials to perform this operation.
































































































































































































































NO REPRESENTATIONS OR WARRANTIES (WHETHER EXPRESS OR IMPLIED) ARE MADE BY THE OPEN MOBILE ALLIANCE OR ANY OPEN MOBILE ALLIANCE MEMBER OR ITS AFFILIATES REGARDING ANY OF THE IPR’S REPRESENTED ON THE “OMA IPR DECLARATIONS” LIST, INCLUDING, BUT NOT LIMITED TO THE ACCURACY, COMPLETENESS, VALIDITY OR RELEVANCE OF THE INFORMATION OR WHETHER OR NOT SUCH RIGHTS ARE ESSENTIAL OR NON-ESSENTIAL.

THE OPEN MOBILE ALLIANCE IS NOT LIABLE FOR AND HEREBY DISCLAIMS ANY DIRECT, INDIRECT, PUNITIVE, SPECIAL, INCIDENTAL, CONSEQUENTIAL, OR EXEMPLARY DAMAGES ARISING OUT OF OR IN CONNECTION WITH THE USE OF DOCUMENTS AND THE INFORMATION CONTAINED IN THE DOCUMENTS.

USE OF THIS DOCUMENT BY NON-OMA MEMBERS IS SUBJECT TO ALL OF THE TERMS AND CONDITIONS OF THE USE AGREEMENT (located at http://www.openmobilealliance.org/UseAgreement.html) AND IF YOU HAVE NOT AGREED TO THE TERMS OF THE USE AGREEMENT, YOU DO NOT HAVE THE RIGHT TO USE, COPY OR DISTRIBUTE THIS DOCUMENT.

THIS DOCUMENT IS PROVIDED ON AN "AS IS" "AS AVAILABLE" AND "WITH ALL FAULTS" BASIS.

© 2013 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 1 (of 10)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20110101-I]

© 2013 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 2 (of 10)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20110101-I]

