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1 Reason for Change

The bootstrap mechanism is used to initialize a device. The bootstrap message can convey one or several management objects but the primary purpose of the bootstrap message is to vehicle the DMAccount. In this way, the PUSH MO is a second management object that needs to be “serialized” and thus there is a need of the optional TNDS  (Tree and Description Serialization) specification to allow a proper initialization of devices.

This contribution proposes to fix that bug introducing two normative references and some additional text in section 5.

2 Impact on Backward Compatibility

None

3 Impact on Other Specifications

None

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended to apply the proposed changes to the latest version of the draft Technical Specification.

6 Detailed Change Proposal

Change 1:  Proposal to add new normative references in section 2.1

	[PUSH]
	"OMA Push Over The Air, Version 2.2 ". Open Mobile Alliance( 
OMA-TS-PushOTA-V2_2. URL:http://www.openmobilealliance.org

	[DMSTDOBJ] 
	"OMA Device Management Standardized Objects, Version 1.2". Open Mobile Alliance(  OMA-TS-DM-StdObj-V1_2. URL:http://www.openmobilealliance.org 

	[DM-TND-V1-2]
	"OMA Device Management Tree and Description, Version 1.2". Open Mobile Alliance(  OMA-TS-DM_TND-V1_2 URL:http://www.openmobilealliance.org 

	[DMBOOT]
	“OMA Device Management Bootstrap, Version 1.2”. Open Mobile Alliance™. OMA-TS-DM_Bootstrap-V1_2. URL:http://www.openmobilealliance.org

	[DMTNDS]
	“OMA Device Management Tree and Description Serialization Specification, Version 1.2”. Open Mobile Alliance. OMA-TS-DM_TNDS-V1_2. URL:http://www.openmobilealliance.org

	[RFC1918]
	Address Allocation for Private Internets
http://www.rfc-editor.org/rfc/rfc1918.txt 

	[RFC791]
	RFC 791, Internet Protocol,
DARPA, 1981, URL:http://www.ietf.org/rfc/rfc791.txt

	[RFC3513]
	RFC 3513, Internet Protocol Version 6 (IPv6) Addressing Architecture, §§2.2, 2.3
The Internet Society, 2003, URL:http://www.ietf.org/rfc/rfc3513.txt

	[RFC2373]
	IP Version 6 Addressing Architecture

http://www.ietf.org/rfc/rfc2373.txt 

	[RFC3986]
	URI Generic Syntax  

http://rfc.net/rfc3986.html 

	[GENFORM] 
	“WAP General Formats Document”, WAP Forum_, WAP-188-WAPGenFormats, URL:

http://www.openmobilealliance.org/ 


Change 2:  Proposal to clarify the use of those new references in Section 5: “Push Management Object”

Push Management Object (MO) is an object for OMA BAC Push that restricts the accepted push messages depending on the originating PPG address or the originating SMSC address. The MO can be initially provisioned and is used for continuous provisioning to update service configurations.
If the Push MO is provisioned together with other management object(s) during bootstrap then [DMTNDS] and [DMBOOT] MUST be used.
The OMA BAC Push Management Object consists of relevant parameters required by the PUSH enabler. It is compatible with OMA Device Management protocol specifications, version 1.2, and is defined using the OMA DM Device Description Framework as described in [OMA-TS-DM-TND-V1-2] and [OMA-TS-DMStdObj-V1-2].

The Management Object Identifier is: urn:oma:mo:oma-push:1.0

Protocol compatibility: This MO is compatible with OMA DM 1.2.

The following figure shows the nodes and leaf objects for the OMA_PUSH Management Object.
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