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1 Reason for Change

The SCR table is out of date due to the new restructure of TS document and features.
R01 history: At Vancouver meeting, it was agreed to remove non-IMS requirements for both PSA and PRA, all of push methods are optional at the PRA, where as mandatory at PSA.  The updated contribution reflects the agreement.

2 Impact on Backward Compatibility

No impact. SIP Push TS is the initial version.
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Recommend to adopt all of the changes in section 6.
6 Detailed Change Proposal
Change 1:  Remove and replace the entire sections.
F.1 Client Conformance Requirements

The table below enumerates the client conformance requirements. A client being a Push Receiver agent wishes to receive push content.
	Item
	Function
	Reference
	Status
	Requirements

	SIPPUSH-PRA-C-001
	Support receive push content from the Push Sender agent
	6.2
	M
	(SIPPUSH-PRA-C-004 OR SIPPUSH-PRA-C-005 OR SIPPUSH-PRA-C-013), AND SIPPUSH-PRA-C-006



	SIPPUSH-PRA-C-002
	Use UAProf URI to publish the capabilities
	7.2.1
	O
	SIPPUSH-PRA-C-003

	SIPPUSH-PRA-C-003
	Device Profile extension
	7.2.1
	O
	UAPROF



	SIPPUSH-PRA-C-004
	Support reception of page mode messaging 
	7.1
	O
	SIPPUSH-PRA-C009

	SIPPUSH-PRA-C-005
	Support subscription to push
	7.2
	O
	SIPPUSH-PRA-C010,
SIPPUSH-PRA-C011,

SIPPUSH-PRA-C012

	SIPPUSH-PRA-C-006
	Register to the SIP/IP Core network
	8.2
	M
	SIPPUSH-PRA-C008

	SIPPUSH-PRA-C-007
	Support application ID
	9
	O
	

	SIPPUSH-PRA-C008
	SIP REGISTER method
	8.2
	O
	SIPPUSH-PRA-C-007

	SIPPUSH-PRA-C009
	SIP MESSAGE method
	7.1.1
	O
	SIPPUSH-PRA-C-007

	SIPPUSH-PRA-C010
	SIP SUBSCRIBE method
	7.2.1
	O
	SIPPUSH-PRA-C-007,

SIPPUSH-PRA-C-002

	SIPPUSH-PRA-C011
	SIP NOTIFY method
	7.2.1
	O
	SIPPUSH-PRA-C-007

	SIPPUSH-PRA-C012
	SIP REFER method
	7.2.3
	O
	SIPPUSH-PRA-C-007

	SIPPUSH-PRA-C013
	 SIP INVITE & MSRP methods
	7.3
	O
	SIPPUSH-PRA-C-007


F.2 Server Conformance Requirements

The table below enumerates the server conformance requirements. A server being a Push Sender agent wishes to send content.

	Item
	Function
	Reference
	Status
	Requirements

	SIPPUSH-PSA-S-001
	Creating push request to deliver the content to the push receiver agent
	6.1
	M
	SIPPUSH-PSA-S-004, AND
(SIPPUSH-PSA-S-005, OR 

SIPPUSH-PSA-S-006, OR
SIPPUSH-PSA-S-012)

	SIPPUSH-PSA-S-002
	Receiving and store the capabilities of push receiver agent
	7.2.2
	M
	SIPPUSH-PSA-S-003, 
SIPPUSH-PSA-S-006

	SIPPUSH-PSA-S-003
	Device Profile extension
	7.2.2
	O
	UAPROF



	SIPPUSH-PSA-S-004
	Supporting Push Receiver agent registration status
	8.3
	M
	SIPPUSH-PSA-S-007

	SIPPUSH-PSA-S-005
	Support page mode push 
	7.1
	O
	SIPPUSH-PSA-S-008

	SIPPUSH-PSA-S-006
	Support subscription push
	7.2
	O
	SIPPUSH-PSA-S-009, 

SIPPUSH-PSA-S-010, 

SIPPUSH-PSA-S-011

	SIPPUSH-PSA-S-007
	Support application ID
	9
	O
	

	SIPPUSH-PSA-S-008
	SIP MESSAGE method
	7.1.2
	O
	SIPPUSH-PSA-S-007

	SIPPUSH-PSA-S-009
	SIP SUBSCRIBE method
	7.2.2
	O
	SIPPUSH-PSA-S-007

	SIPPUSH-PSA-S-010
	SIP NOTIFY method
	7.2.2
	O
	SIPPUSH-PSA-S-007

	SIPPUSH-PSA-S-011
	SIP REFER method
	7.2.3
	O
	SIPPUSH-PSA-S-007

	SIPPUSH-PSA-S-012
	SIP INVITE & MSRP methods
	7.3
	O
	SIPPUSH-PSA-S-007
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