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1 Reason for Change

The document incorporates the minuted agreed changes to OMA-CD-PUSH-2007-0054R02-CR_An_update_to_support_for_CSI_and_ARI_in_SIP_Push into the latest TS.
2 Impact on Backward Compatibility

<statement describing the scope and nature of impacts of the change on the compatibility with previous versions of the document>

3 Impact on Other Specifications

<statement describing impacts on other specifications, this may relate to dependencies (either way), or on related requirements or technology material covered in other documents

if changes are required in other documents describe the plan to handle these (e.g. companion CRs being submitted for those docs, liaisons with owning groups are proposed, etc.)>

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

<provide a description of the intended actions to be taken by the group>

6 Detailed Change Proposal

Change 1:  (optional)Brief description of specific change

5.2.1.1 Push Receiver Agent Invited to a MSRP Session

When the Push Receiver Agent receives a SIP INVITE to set up a MSRP session, the Push Receiver Agent:

1. SHALL check if the accept-type attribute of the SDP m line in the SIP INVITE request are supported by the Push Receiver Agent and if not, reject the request with a SIP 488 "Not Acceptable Here" response. Otherwise, continue with the rest of the steps;

2. MAY reject the SIP INVITE request with an appropriate reject code as specified in [RFC3261] e.g. when the Push Receiver Agent determines that there is not enough resources to handle the MSRP Session; or,

3. SHALL store as the Session Identity the content of the Contact header as described in [RFC 4579].

4. If an Application Resource Identifier is present, the Push receiver Agent SHALL store the Application Resource Identifier according to the rules and procedures for the SIP Push implementing enabler. 

5. When the Push Receiver Agent receives a SIP INVITE containing a “file-selector” parameter, the Push Receiver Agent SHALL accept from the Push Sender Agent input regarding the file (s) he is willing to accept;  

6. SHALL include in the SIP 200 "OK" response a SDP body as a SDP answer according to rules and procedures of [RFC3264], [RFC4566] and [MSRP]  and 

a. SHALL set the SDP directional media attribute to  a=recvonly

b. MAY indicate the maximum size message they wish to receive using the max-size a-line attribute according to rules and procedures of [MSRP] 

c. MAY add a feature tag g.oma.pusheventapppref  to the Accept-Contact header according to rules and procedures of [RFC3841] and chapter 9.3.
7. SHALL send the SIP 200 "OK" response towards the Push Sender Agent according to rules and procedures of the SIP/IP Core; and, 
8. SHALL include the option tag 'timer' in a Require header;
9. SHALL include the Session-Expires header in the SIP 200 "OK" response to the initial SIP INVITE request or the SIP re-INVITE request within a Pre-established Session and start the SIP Session timer according to rules and procedures specified in [RFC4028], 
10. SHOULD include an Allow header with the SIP methods supported in this SIP dialog according to rules and procedures of [RFC3261];
11. SHALL prepare to receive MSRP SEND messages as described in [MSRP];

SHALL use 3GPP/3GPP2 IMS Session establishment mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.004] with the clarifications given in this section.

Change 2:  Another change

9.2    Application Resource Identifier
(Normative)
The Push Resource Identifier Push Push SHALL be used to identify resources of the the Push Receiver Agent. The Push Resource Identifier SHALL be encoded as a feature tag, e.g. g.oma.pusheventapppa in all messages. 
The Push Application Identifier MAY be used in the contact header of a REGISTER, to represent a to represent a request for delivery of content to the identified applications.
9.2.1        Values

Push applications are identified with a unique identifier registered with [OMNA] called the ‘PUSH Application ID”. SIP Push reuses this identifier to uniquely target a specific application resources linked to the Push Receiver agent.

The feature tag value for each specific application MUST be registered with OMNA.

9.2.1.1        Push Resource Identifier
Media feature tag name: + g.oma.pusheventapppims.app.

ASN.1 Identifier: assigned by IANA.

Summary of the media feature indicated by this tag:  This feature tag indicates the presence of a terminal resource (e.g. user agent) that supports SIP Push based services.

Values appropriate for use with this feature tag: 
The Push Event Application feature tag is defined to fulfil the the for requesting or delivery resources for an application
When included in the Contact header field of a REGISTER request, an agent SHOULD include all applications that it can support. 

Security Considerations: Security considerations for this media feature tag are discussed in [RFC3840] 
The Push Recivier / Sender Agent SHALL use the following format for g.oma.pusheventappp:

In the following ABNF, quoted-string, COMMA, are defined in [RFC3261].

Values appropriate for use with this feature tag: quoted-string 

The value of the quted-string is event-app-id-list  =  event-app-id*("," event-app-id)
   Event-app-id = 1*(%x21 / %x23-2B / %x2D-7E);
9.5     Example
This example describes a possible use of Application Resource Identifier for the OMA Push 2.x Service where OMA Push 2.x service use SIP Push.

The SIP Push 2.x enabler could use Application Resource Identifier to distinguish and route between applications that use the push enabler. Push applications are identified with a unique identifier registered with [OMNA] called the ‘PUSH Application ID’. For SIP Push 2.x each push application id is mapped to an Application Resource Identifier.
The names used in WAP Push 2.x for push application reference identifiers may be coded with the pattern “+g.oma.pusheventappp ref ="xxx”, where xxx is derived from the OMNA registered push application id URN. For well known push applications xxx is the URN without the “x-wap-application:” or “x-oma-application:” prefix. For other registered applications xxx is replaced with the full registered URN. For example the MMS URN “x-wap-application:mms.ua” could map to the feature tag value “push.mms.ua” which maps to the feature parameter +g.oma.pusheventappp=" ="mms.ua”. An example with several values is +g.oma.pusheventappp="mms.ua, syncml.ua, loc.ua”.
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