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 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Kent Bogestam, Ericsson, kent.bogestam@ericsson.com 

	Replaces:
	OMA-CD-PUSH-2008-0047-CR_Push_Resource_Identifier_Update


1 Reason for Change

Correction initiated by the comments in the consistency review.
Related Review Comments:

B048
B089 (the request for definition is taken care of)
2 Impact on Backward Compatibility

non
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To be agreed
6 Detailed Change Proposal

3. Definitions

	Application
	An implementation of a related set of functions that perform useful work, often enabling one or more services. It may consist of software and/or hardware elements.

	Application-Level Addressing
	The ability to address Push Content between a particular user agent on a client and push initiator.

	Bearer Network
	A network used to carry the messages of a transport-layer protocol between physical devices.

	Capabilities
	Platform, protocol, or configuration characteristics that a system supports.

	Content
	A digital work e.g. a ringing tone, a screen saver, etc.

	Device
	Device is a network entity that is capable of sending and/or receiving packets of information and has a unique device address.  A device can act as either a client or a server within a given context or across multiple contexts.  For example, a device can service a number of clients (as a server) while being a client to another server.

	Encoding
	1: The act or method of converting a data object from one format to another. 2: a format of an object resulting from conversion.

	Pull
	A service delivery method in which a client initiates content delivery by requesting content from a server.

	Push
	A service delivery method in which a server initiates content delivery to a client.

	Push Access Protocol
	A protocol used for conveying content that should be pushed to a client, and push related control information, between a Push Initiator and a Push Proxy/Gateway.

	Push Content
	Content, metadata and application level control information that has a shared interpretation by both sender and receiver agents.

	Push Framework
	Is the entire push system. The push framework encompasses the protocols, service interfaces, and software entities that provide the means to push data to user agents on a client

	Push Initiator
	The entity that originates Push Content and submits it to the push framework for delivery to a user agent on a client 

	Push OTA Protocol
	A protocol used for conveying content between a Push Proxy/Gateway and a certain user agent on a client.

	Push Proxy Gateway
	A proxy gateway that provides push proxy services.

	Push Receiver Agent
	Push Receiver Agent is a logical entity that uses the SIP Push procedure to receive Push Content, and generate a response to the Push Sender Agent request.

	Push Resource Identifier
	The identifier of a resource, i.e. a component, function, enabler, or application that can send, receive, or process requests (see [reference to section 9.1])

	Push Sender Agent
	Push Sender Agent is a logical entity that creates a push request, and then uses the SIP Push procedure to send Push Content.

	Push Session
	A joint state shared between Push Sender and Receiver agents.

	Server
	An entity that provides resources to clients in response to requests.

	Session Identity
	SIP URI, which identifies the  Push  Session and which can be used for routing initial SIP requests. 

	User Agent
	Any software or device that acts on behalf of a user, interacting with other entities and processing resources.

	User Plane
	The User Plane includes the media (MSRP) and media control signaling between the Push Sender Agent and the Push Receiver Agent
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