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1 Reason for Change

It needs to include informative appendix about the initial filter criteria for routing PUSH related SIP messages in the 3GPP IMS/ 3GPP2 MMD SIP/IP Core. This CR suggests not only initial filter criteria for SIP message routing in SIP-PUSH service but also a new feature tag for the initial filter criteria.

2 Impact on Backward Compatibility

none
3 Impact on Other Specifications

none
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To be agreed
6 Detailed Change Proposal

Change 1:  Add a procedure of inclusion of a new feature tag to “8.2 Procedures at Push Receiver Agent” 
8.2 Procedures at Push Receiver Agent


The Push Receiver Agent SHALL register, re-register and de-register to the SIP/IP Core according to rules and procedures of [RFC3261] with the clarifications in the following subsection.

When the Push Receiver Agent registers it performs the following steps:

1. SHALL generate a SIP REGISTER request. 
2. MAY include an Application Resource Identifier of each supported push resource in the Contact header as feature tag +g.oma.pusheventapp (see Section 9.1).
3. MAY include feature tag +g.oma.sip-push in the Contact header.
4. SHALL include a require header with the option tag “pref” according to rules and procedures of [RFC3840]. 

5. If the Push Receiver Agent relies on Globally Routable User Agent URIs (GRUU), the Push Receiver Agent: 
a. SHALL request a GRUU value during the registration process by including the +sip.instance parameter “Contact header” according to rules and procedures of [draft-ietf-sip-gruu].
Note: Upon successful registration, the SIP/IP returns the GRUU values (temporary and permanent GRUU values). These GRUU values can then be used by the Push Receiver Agent in non-REGISTER requests such as the SUBSCRIBE.
6. When the Push Receiver Agent re-registers, or deregisters it perform the following steps:
a. SHALL generate a SIP REGISTER request.
b. If the client needs to remain registered the Push Receiver Agent SHALL reregisters with the SIP/IP Core without including each of the SIP Push feature-tag.
c. If the client also needs to deregister from the SIP/IP Core, the Push Receiver Agent SHALL send a SIP REGISTER request with an Expires header set to 0.
Change 2:  Add a procedure of inclusion of Accept-Contact header to “5.2.1.1 Initial subscription”
5.2.1.1 Initial subscription

The Push Receiver Agent SHALL send a SUBSCRIBE request to Push Sender Agents after initial registration, if necessary to subscribe to push events for specific services, e.g. to convey client capabilities or to subscribe to specific events.

The SUBSCRIBE request SHALL be set according to [RFC3265] and [SIP_UA_Prof], and the Push Receiver Agent:
1. SHALL include the “oma-app” Profile Type according to rules and procedures of the “Initial Profile Enrolment” as specified in Appendix B.1.1. Further, it SHALL set the Request-URI to either the user AoR (public SIP URI) identifying the current user, or a SIP URI identifying the Push Sender agent, based on local policy or configuration.
2. MAY insert a P-Preferred-Identity header according to rules and procedures of [RFC 3325].
3. If GRUU [draft-ietf-sip-gruu], is supported, and has been obtained during the registration process, it SHALL be included in the Contact header of the SIP SUBSCRIBE message. 
4. MAY insert Accept-Contact header with the value of “+g.oma.sip-push”.
Note: See Section 8.2 for more information on when GRUU is supported.

5. SHALL send the SUBSCRIBE request towards the SIP/IP Core.
6. If [UAProf] information is available for a device, the dev-cap parameter SHALL be included.

7. If [UAProf] information is not available for a device, then the model, vendor, and version parameters SHALL be included.
Change 3:  Add a informative appendix about the initial filter criteria
Appendix H. Initial Filter Criteria                                          (Informative)
H.1 General
The 3GPP IMS/ 3GPP2 MMD SIP/IP Core uses initial Filter Criteria to determine the routing of initial SIP requests between

the home network SIP/IP Core and Application Servers such as the PUSH server. The initial Filter Criteria is part of the PUSH User subscription information and represent the provisioned subscription of a PUSH User to an application(s).
If some other SIP/IP Core than 3GPP IMS/ 3GPP2 MMD that does not use initial Filter Criteria is used to deploy the PUSH

service then the logic identified here needs to be implemented by the SIP/IP Core to route the PUSH related SIP requests to the PUSH Server.
Based on filter criteria SIP/IP Core sends a 3rd party REGISTER to the PUSH Server.

Further details on initial Filter Criteria are specified in [3GPP TS 23.218] and [3GPP TS 29.228].
H.2 Original Filter Criteria
NOTE: Originating Filter Criteria is indexed on the P-Asserted-Identity header.

CASE method="SUBSCRIBE" AND header="Accept-Contact" = "+g.oma.sip-push"

THEN: ROUTE request to the specified PUSH Server Originating Port Address
H.3 Terminating Filter Criteria
NOTE: Originating Filter Criteria is indexed on the Request-URI.

CASE method="SUBSCRIBE" AND header="Accept-Contact" = "+g.oma.sip-push"

THEN: ROUTE request to the specified PUSH Server Terminating Port Address
Change 4:  etc

<insert change info here>
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