Doc# OMA-CD-PUSH-2008-0085-CR_CONRR_B113_Content_Indirection.doc[image: image1.jpg]"sOMaQa

Open Mobile Alliance




Change Request

Doc# OMA-CD-PUSH-2008-0085-CR_CONRR_B113_Content_Indirection.doc
Change Request


Change Request

	Title:
	CONRR B113 Content Indirection
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	CD-PUSH

	Doc to Change:
	OMA-TS-SIP_Push-V1_0-20080618-D.doc

	Submission Date:
	22 June 2008

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Bryan Sullivan, AT&T, bryan.sullivan@att.com

	Replaces:
	n/a


1 Reason for Change

This CR addresses CONRR #B113 by adding informative text clarifying the deployment-specific aspects of content indirection.
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The proposed text should be discussed, comments noted in the minutes. If agreed, the text should be included in the Semantics TS.
6 Detailed Change Proposal
Change 1:  Add informative text to 8.1.2 

8.1.2 Procedures at the Push Sender Agent

When generating a SIP MESSAGE request according to [RFC3428] the Push Sender Agent:

1. SHALL include the Push Resource Identifier feature tag  name and the value in the Accept-Contact header as defined in section  7.1;

2. SHALL set the Request-URI of the SIP MESSAGE request to the public user identity or the GRUU of the intended recipient as applicable;

3. SHALL use content indirection as specified in [RFC 4483] if the entire SIP MESSAGE request exceeds 1300 bytes as defined in [RFC3428] or if the implementing enabler requires use of content interaction;

NOTE:     The process for arranging the availability and creating the content reference to the content is an application or implementing-enabler specific issue. For example:

· the application may deliver Push content to the Push Sender Agent, which caches the content and uses the cached location as the indirect reference
· the application may request that the Push Sender Agent issue a Push content availability notification, but retain the content at the application server, and thus give the Push Sender Agent a URI reference to the content, which the Push Sender Agent forwards to the Push Receiver Agent in the SIP MESSAGE
· a Push Sender Agent which implements a Push service based upon SIP Push may offer either or both of the indirection approaches above to applications, and may offer the application the option of choosing the method
· an application server which directly implements the Push Sender Agent functionality may use either of the above approaches to reference the content
4. MAY insert the URI of the Push Sender Agent in the P-Asserted-Identity header according to rules and procedures of [draft-ietf-sipping-asserted-id];
5. SHALL  include the Push Content in the body of the SIP MESSAGE request;

6. MAY enforce a delivery model including a GRUU value according to rules and procedures of [draft-ietf-sip-gruu] in order to select the explicit terminal(s) to set up the communication; 
NOTE: 
The GRUU value of the Push Receiver Agent can be obtained via a SUBSCRIBE message that the Push Receiver Agent sent, or by a Push Sender Agent subscription to the registration event package [RFC 3680] from the SIP/IP Core.

7. SHALL send the SIP MESSAGE request towards the SIP/IP Core according to the procedures of the SIP/IP Core.

NOTE: May need to validate compatibility of the Push Receiver Agent with the content per the requirements of the implementing enabler.
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