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	AD section 5.2 and 5.3.1
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	CD Push

	Doc to Change:
	OMA-AD-SIP_Push-V1_0-20080731-D

	Submission Date:
	11 April 2008

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Youngae Kim, yokim@rim.com  

	Replaces:
	n/a


1 Reason for Change

The section 6.1 in TS was moved to AD. AD contains descriptions of functional entities regardless of mandatory/optional functions. Also AD should not include technical text. This CR is to fix it including unresolved comment in B072:
	B072
	2008.03.30
	T
	6.1
	Source: aallen@rim.com

Form: OMA-REL-2008-0049
Comment: 

Most of what is in this subclause really belongs in the AD

Proposed Change: 

Move most of this to the AD

But remove (e.g SIP response code) and either remove bullet 8 or rewrite to be GRUU and protocol agnostic
	Status: CLOSED
Implementation: 
Proposed Change:
[TS editor] accept. Supersede by comment A0001


2 Impact on Backward Compatibility

non
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To be agreed
6 Detailed Change Proposal

5.2   SIP Push Features

SIP Push Enabler utilises SIP for over-the-air communication between the Push Sender Agent and the Push Receiver Agent and is hence primarily to be used in conjunction with a SIP/IP Core Network, such as IMS [IMSArch].
The SIP Push Enabler supports the following features:

· Making the SIP/IP Core aware of the supported push resources at the Push Receiver Agent
· The Push Receiver Agent can provide its capability information

· The Push Sender Agent initiates push request to the Push Receiver Agent
· The Push Sender Agent and Push Receiver Agent can support large content delivery

· The Push Sender Agent and Push Receiver Agent can support Application-Level Addressing
· Exchanging push control information between the Push Sender Agent and Push Receiver Agent
· Authorizing push request at Push Receiver Agent
· Providing SIP Push delivery status  information

Change 2

5.3 SIP Push Functional Components and Interfaces

5.3.1 Push Sender Agent Functional Component

The Push Sender Agent is part of an Application Server that supports various SIP Push features as described in Section 5.2.  It creates push requests, and follows the SIP Push procedure to send them. It may receive a responses to those push requests and handle them accordingly.

Push Content delivery may be triggered by content subscription and may depend on the Push Receiver Agent’s capabilities in the [OMA-UAProf].

The Push Sender Agent supports the following functions:

1. Discovering the Push Receiver Agent through its Registration with the SIP/IP Core network.

2. Receiving, storing, and sharing the capabilities information of the Push Receiver Agent, such as application type or push characteristics.
3. Selecting the type of push mode to send Push Content to the Push Receiver Agent, depending on the supported capabilities and application push request.
4. Creating push request to deliver the Push Content to the Push Receiver Agent.
5. Requesting delivery reports from Push Receiver Agent.
6. Mapping of SIP Push delivery status to application level status information for communication to the initiator of the push. 
7. Delivering Push Content to all or subset of the terminals associated with the same user. 

When SIP Push is realized using 3GPP/3GPP2 IMS the Push Sender Agent will follow the specifications of IMS as specified in [3GPP TS 23.228] and [3GPP2 X.S0013-002-A], respectively.

End of Change
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