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1 Reason for Change

For the none SMS-capable network that the terminal and PPG do not need to support OTA-WSP. 
2 Impact on Backward Compatibility 
None.
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

None.
6 Detailed Change Proposal

Change 1:  Chapter 5
5. Protocol Variants

The Push OTA Protocol can be implemented to run on top of WSP [错误！未找到引用源。], as described in section 6, on top of HTTP 1.1 [错误！未找到引用源。], as described in section 错误！未找到引用源。, or on top of SIP as described in section 8. The WSP variant, henceforth referred to as "OTA-WSP", provides for both connection-oriented and connectionless push. 

The HTTP variant, referred to as "OTA-HTTP", only provides functionality for connection-oriented push. If TLS [错误！未找到引用源。] is implemented in conjunction with OTA-HTTP to provide transport layer hop-by-hop security, this protocol variant is referred to as "OTA-HTTP-TLS".

The SIP variant, referred to as “OTA-SIP”, provides functionality for connection-oriented push and connectionless push. Security for OTA-SIP is provided by the underlying SIP/IP Core network as described in 错误！未找到引用源。. 

A terminal MUST support one of the connection-oriented services provided by OTA-WSP, OTA‑HTTP, or OTA-SIP when connection-oriented push is implemented, and MAY support more than one. A Push Proxy Gateway SHOULD implement all variants in order to support a wide range of mobile terminals. The PPG MAY support the connectionless services provided by OTA-WSP as defined in section 错误！未找到引用源。. A terminal that supports a connectionless bearer (e.g. SMS) MUST support the connectionless services provided by OTA-WSP or OTA-SIP as defined in section 6.2.1. A terminal that does not support a connectionless bearer MAY support the connectionless services provided by OTA-WSP or OTA-SIP as defined in section 6.2.1.
Change 2:  Chapter 6
6. Push OTA Protocol over WSP (OTA-WSP)

This section describes how OTA-WSP is implemented. This variant runs on top of WSP [错误！未找到引用源。], and is suitable for use with low-bandwidth bearers that do not support TCP/IP and SIP, e.g. SMS.
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