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1 Reason for Change

OMA-CD-PUSH-2008-0167-CR_Push_Message_Encapsulation added the possibility to send arbitrary headers if push content is embedded into an own content type to the Push Message TS. This contribution adds the reference into the OTA TS and adds the details when it should be used.
2 Impact on Backward Compatibility

This adds backward compatibility if OTA-SIP is used and push message headers can’t be send as SIP headers.
3 Impact on Other Specifications

none
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Approve the CR in order to get full backward compatibility.
6 Detailed Change Proposal

Change 1:  When to use embedding into message/vnd.oma.push media type
8.4.1 Embedded Push Message
If there is any push message header which can’t be mapped to an equivalent header in the SIP MESSAGE or MSRP SEND then the push message SHOULD be embedded into a “message/vnd.oma.push” media type as described in [PushMsg]. Otherwise the message MUST be directly embedded as the entity body of the SIP MESSAGE or MSRP SEND. The MIME type of the push message MUST be indicated by the Content-Type header of the SIP MESSAGE or MSRP SEND.
Any push message headers MUST be mapped to equivalent headers of the SIP MESSAGE or MSRP SEND if direct embedding is done. Such push message headers may include those present in a related PAP request, defined by [PushMsg], or defined for use with a specific push content type. Push message headers that cannot be mapped to equivalent headers of the SIP MESSAGE or MSRP SEND include at least:

· “Last-modified”: for push messages sent via SIP MESSAGE. For push messages sent via MSRP, this header is mapped to the “file-date” SDP attribute in SIP INVITE.
· “X-Wap-Initiator-URI”: like all legacy WAP Push-OTA headers, this header is not compatible for use in SIP or MSRP directly.

Change 2:  Indirect content (Alternative do indirection first and then header embedding)
8.4.2 Indirect Push Message

Content indirection can be used with SIP MESSAGE, e.g. for content too large to be carried in the SIP MESSAGE (>1300 bytes). When using content indirection, the PPG MUST indirectly reference the Push message through use of the message/external-body Content-Type header in the SIP MESSAGE per [RFC 4483], and include the Content-Type header for the Push message included in the SIP MESSAGE body, e.g.

            Content-Type: message/external-body; access-type="URL";

                expiration="Mon, 24 June 2002 09:00:00 GMT";

                URL="http://psa.domain.com/a3cd20b8ae7f"
            <CRLF>
            Content-Type: text/vnd.wap.si
            <CRLF>
The PPG MAY include other applicable headers for the Push message in the SIP MESSAGE body, as defined by [RFC 4483]. If there are non mappable headers then the indirection SHOULD be embedded into a “message/vnd.oma.push” message, e.g.
            Content-Type: message/vnd.oma.push

            <CRLF>
            X-Wap-Initiator-URI: http://www.yourfriendlyserviceprovider.com/yourmail
            Content-Type: message/external-body; access-type="URL";

                expiration="Mon, 24 June 2002 09:00:00 GMT";

                URL="http://psa.domain.com/a3cd20b8ae7f"
            <CRLF>
            Content-Type: text/vnd.wap.si
            <CRLF>
Change 3:  etc

<insert change info here>
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