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1 Reason for Contribution

The purpose of this document is to serve as an initial SCR tables proposition to be included in the STI 1.0 specification.

2 Summary of Contribution

We propose that the SCR tables included in this document is reviewed by BAC-STI and is taken into consideration for STI 1.0 specification.

3 Detailed Proposal

Appendix F: Static Conformance Requirements
(Normative)

The notation used in this appendix is specified in [IOPPROC].

F.1
Client Conformance Requirements

The table below enumerates the client conformance requirements assuming as the Client any Application Platform able to use the features and services offered by the Transcoding Platform

	Item
	Function
	Reference
	Status
	Requirements

	STI-C-001 
	SOAP 1.1 protocol support
	5.1.2
	M
	Support of SOAP 1.1 according to [OMA MWS Guidelines] AND

STI-C-002 AND

STI-C-003 AND

STI-C-004 AND

STI-C-005 AND

STI-C-006

	STI-C-002 
	SOAP request sent over HTTP used over TCP/IP
	5.1.2
	M
	Support of [HTTP] AND

support of [TCP]

	STI-C-003 
	SOAP request sent as body of a HTTP POST
	5.1.2
	M
	

	STI-C-004 
	SOAP request containing a single SOAP envelope
	5.1.2
	M
	

	STI-C-005 
	Attachment structure conformant with the definition of SOAP with attachments [OMA MWS Guidelines]
	5.1.2
	M
	

	STI-C-006 
	Use of the "start parameter" within SOAP protocol
	5.1.2
	M
	

	STI-C-007 
	Use of the canonical lexical representation of datatypes defined within [XML Schema Par2: Datatypes]
	5.1.3
	M
	

	STI-C-008 
	SOAP Header
	5.1.4.1
	O
	

	STI-C-009 
	Content files included in the HTTP POST message but outside the SOAP message
	5.1.4.1
	O
	

	STI-C-0010 
	Support of at least one TranscodingJob within a single Transcoding Request 
	5.1.4.1
	M
	

	STI-C-0011 
	Support of multiple TranscodingJob within a single Transcoding Request 
	5.1.4.1
	O
	

	STI-C-0012 
	Transcoding parameters for the TranscodingJob
	5.1.4.1
	M
	STI-C-013 AND

STI-C-014

	STI-C-0013 
	Each TranscodingJob containing Source element
	5.1.4.1
	M
	STI-C-051

	STI-C-0014 
	Each TranscodingJob containing Target element
	5.1.4.1
	O
	STI-C-052

	STI-C-0015 
	Support of image transcoding
	5.1.4.1
	O
	

	STI-C-0016 
	Support of audio transcoding
	5.1.4.1
	O
	

	STI-C-0017 
	Support of video transcoding
	5.1.4.1
	O
	

	STI-C-0018 
	Support of text transcoding
	5.1.4.1
	O
	

	STI-C-0019 
	Support of multipart transcoding
	5.1.4.4
	O
	STI-C-020 AND

STI-C-021 

	STI-C-0020 
	Multipart transferred as a MIME-Multipart content item
	5.1.4.4
	O
	See [MIME]

	STI-C-0021 
	Multipart transferred in a MIME binary form of the MIME Multipart using appropiate MIME types
	5.1.4.4
	O
	See [WAPWSP]

	STI-C-0022 
	First content attachment contains SOAP-based Request Body (SOAP envelope) 
	5.2.1.2
	M
	

	STI-C-0023 
	Content data referenced from within the SOAP Request body
	5.1.5
	M
	STI-C-024 OR

STI-C-032

	STI-C-0024 
	Self contained content data
	5.1.5
	O
	STI-C-025 AND

STI-C-031 AND

STI-C-035

	STI-C-0025 
	Content referenced as attachment
	5.1.5.2, 5.2.1.2
	O
	STI-C-026 AND

STI-C-027 AND

STI-C-028 AND

STI-C-029 AND

STI-C-030


	STI-C-0026 
	Attachments sent along with the Request as MIME parts according to the SOAP with attachments definition in [OMA MWS Guidelines]
	5.1.5.2
	O
	

	STI-C-0027 
	Each content attachment identified by its MIME Content ID
	5.1.5.2
	O
	

	STI-C-0028 
	Content referenced by its Content ID within the SOAP Request Body
	5.1.5.2
	O
	

	STI-C-0029 
	Each content attachment contains its own header using MIME
	5.2.1.2
	O
	

	STI-C-0030 
	Each content attachment header contains the unique ID, content-type and transfer-encoding
	5.2.1.2
	O
	[RFC2392] for the content ID

	STI-C-0031 
	HTTP headers: Target host, content length (total content of the request), content type, SOAP action and boundary string
	5.2.1.2
	O
	

	STI-C-0032 
	References to external content elements
	5.1.5, 5.2.1.1
	O
	STI-C-033 AND

STI-C-034 AND

STI-C-035

	STI-C-0033 
	URI using HTTP and HTTPS
	5.1.5.1
	O
	

	STI-C-0034 
	HTTP headers: Target host, content length, content type and SOAP action
	5.2.1.1
	O
	

	STI-C-0035 
	XML character set 
	5.2.1.1
	O
	STI-C-036 AND

STI-C-039

	STI-C-0036 
	Encoding mechanisms support
	5.2.1.1
	O
	STI-C-037 OR

STI-C-038

	STI-C-0037 
	Support UTF-8
	5.2.1.1
	O
	

	STI-C-0038 
	Support UTF-16
	5.2.1.1
	O
	

	STI-C-0039 
	Charset-parameter present in the SOAP envelope's content type
	5.2.1.1
	O
	

	STI-C-0040 
	Transcoding request details specification method
	5.1.6
	M
	STI-C-041 OR

STI-C-042 

	STI-C-0041 
	Support of predefined Capability profiles
	5.1.6.1
	O
	STI-C-043

	STI-C-0042 
	Support of Transcoding parameters
	5.1.6.2
	O
	STI-C-043

	STI-C-0043 
	ProfileID and Transcoding parameters hierarchy scheme
	5.1.6.3
	O
	

	STI-C-0044 
	Support of Policy parameters
	5.1.6.4
	O
	STI-C-045 

	STI-C-0045 
	Use of predefined Policy directed by an URI (PolicyRef)
	5.1.6.4
	O
	

	STI-C-0046 
	Support of Adaptation Classes
	5.1.6.5
	O
	

	STI-C-0047 
	Transcoding Request generation
	5.2.1, 5.2.2.1
	M
	

	STI-C-0048 
	OriginatorID: Unique ID identifying the Application platform
	5.2.2.1
	M
	

	STI-C-0049 
	OperationID: Unique ID identifying the request
	5.2.2.1
	M
	

	STI-C-0050 
	JobID: Unique ID identifying the TranscodingJob within the request
	5.2.2.1
	M
	

	STI-C-0051 
	Support of Source element
	5.2.2.1
	M
	STI-C-053 OR

STI-C-054

	STI-C-0052 
	Support of Target element
	5.2.2.1
	O
	STI-C-055 AND

STI-C-056

	STI-C-0053 
	Location if contents included: Content ID (cid) of the attachment within the request as in [RFC2392]
	5.2.2.1
	O
	

	STI-C-0054 
	Location if contents referenced: Full-path (URI) to an external storage
	5.2.2.1
	O
	

	STI-C-0055 
	Support of externalLocation parameter in URI format to indicate the location of a target content
	5.2.2.1
	O
	

	STI-C-0056 
	Target element specifying desired transcoding information
	5.1.4.3, 5.2.2.1
	M
	STI-C-057 OR

STI-C-058

	STI-C-0057 
	Target element specifying Transcoding parameters
	5.1.4.3, 5.2.2.1
	O
	

	STI-C-0058 
	Target element specifying Capabilities profile
	5.1.4.3, 5.2.2.1
	O
	

	STI-C-0059 
	Support of standard Transformations
	5.2.5
	O
	

	STI-C-0060 
	Support the receiving of Transcoding Response 
	5.1.1, 5.3
	M
	

	STI-C-0061 
	
	
	
	


F.2
Server Conformance Requirements

The table below enumerates the client conformance requirements assuming as the Server any Transcoding Platform able to offer transcoding services to the Applications Platforms.

	Item
	Function
	Reference
	Status
	Requirements

	STI-S-001 
	SOAP 1.1 protocol support
	5.1.2
	M
	Support of SOAP 1.1 according to [OMA MWS Guidelines] 

STI-S-002 AND

STI-S-003 AND

STI-S-004 AND

STI-S-005 AND

STI-S-006

	STI-S-002 
	SOAP response sent over HTTP used over TCP/IP
	5.1.2
	M
	Support of [HTTP] AND

support of [TCP]

	STI-S-003 
	SOAP response sent as body of a HTTP response
	5.1.2
	M
	

	STI-S-004 
	SOAP response containing a single SOAP envelope
	5.1.2
	M
	

	STI-S-005 
	Attachment structure conformant with the definition of SOAP with attachments [OMA MWS Guidelines]
	5.1.2
	M
	

	STI-S-006 
	Use of the "start parameter" within SOAP protocol
	5.1.2
	M
	

	STI-S-007 
	Use of the canonical lexical representation of datatypes defined within [XML Schema Par2: Datatypes]
	5.1.3
	M
	

	STI-S-008 
	Support of a single Job Result within a Transcoding Response 
	5.1.4.2
	M
	

	STI-S-009 
	Support of multiple Job Results within a single Transcoding Response 
	5.1.4.2
	O
	

	STI-S-0010 
	Support of image content
	5.1.4.1
	O
	

	STI-S-0011 
	Support of audio content
	5.1.4.1
	O
	

	STI-S-0012 
	Support of video content
	5.1.4.1
	O
	

	STI-S-0013 
	Support of text content
	5.1.4.1
	O
	

	STI-S-0014 
	Support of multipart content
	5.1.4.4
	O
	STI-S-015 OR

STI-S-016 

	STI-S-0015 
	Multipart transferred as a MIME-Multipart content item
	5.1.4.4
	O
	See [MIME]

	STI-S-0016 
	Multipart transferred in a MIME binary form of the MIME Multipart using appropiate MIME types
	5.1.4.4
	O
	See [WAPWSP]

	STI-S-0017 
	Content data referenced from within the SOAP Request body
	5.1.5
	O
	STI-S-018 AND

STI-S-026

	STI-S-0018 
	Content inclusion mechanisms
	5.1.5
	O
	STI-S-019 OR

STI-S-024

	STI-S-0019 
	Self contained content data
	5.1.5
	O
	STI-S-020 

	STI-S-0020 
	Content referenced as attachment
	5.1.5.2
	O
	STI-S-021 AND

STI-S-022 AND

STI-S-023

	STI-S-0021 
	Attachments sent along with the Response as MIME parts according to the SOAP with attachments definition in [OMA MWS Guidelines]
	5.1.5.2
	O
	

	STI-S-0022 
	Each attachment identified by its MIME Content ID
	5.1.5.2
	O
	

	STI-S-0023 
	Content referenced by its Content ID within the SOAP Response Body
	5.1.5.2
	O
	

	STI-S-0024 
	References to external content elements
	5.1.5
	O
	STI-S-025 

	STI-S-0025 
	URI using HTTP and HTTPS
	5.1.5.1
	O
	

	STI-S-0026 
	Encoding mechanisms support
	5.2.1.1
	O
	STI-S-027 OR

STI-S-028

	STI-S-0027 
	Support UTF-8
	5.2.1.1
	O
	

	STI-S-0028 
	Support UTF-16
	5.2.1.1
	O
	

	STI-S-0029 
	XML encoding pseudo parameter ignored
	5.2.1.1
	O
	

	STI-S-0030 
	Support of Adaptation Classes
	5.1.6.5
	O
	

	STI-S-0031 
	Hierarchy of sizeLimits parameters:

- At media level.

- At transcodingJob level.

- At request level

- Application size limit
	5.1.6.6
	M
	

	STI-S-0032 
	Support for receiving and parsing Transcoding Request 
	5.1.1, 5.2
	M
	

	STI-S-0033 
	Transcoding details method
	5.1.6
	M
	
STI-S-034 AND

STI-S-038

	STI-S-0034 
	Transcoding details method signalling mechanism
	5.1.6
	
	STI-S-035 OR

STI-S-036

	STI-S-0035 
	Support of Capability profiles
	5.1.6.1
	O
	

	STI-S-0036 
	Support of Transcoding parameters
	5.1.6.2
	O
	

	STI-S-0037 
	Support of Policy reference
	5.1.6.4
	O
	

	STI-S-0038 
	Hierarchy of transcoding parameters:

TranscodingParams (job level)

ProfileID (job level)

TranscodingParams (request level)

Profile ID (request level)
	5.1.6.3
	M
	

	STI-S-0039 
	Support of standard Transformations
	5.2.5
	O
	

	STI-S-0040 
	Target layout precedence:

Presentation layout

Layout inside Presentation Template

Layout of the source input presentation file

Default: Portrait
	5.2.6.2
	M
	

	STI-S-0041 
	Transcoding Response generation
	5.1.1, 5.3
	M
	

	STI-S-0042 
	Successful Transcoding Response HTTP headers: Success code (2000), content length, content type and SOAP action
	5.3.1.2
	M
	

	STI-S-0043 
	Content data referenced from within the SOAP Response body
	5.1.4, 5.3.1
	M
	STI-S-044 OR

STI-S-048

	STI-S-0044 
	Self contained content data
	5.1.4, 5.3.1.2
	O
	STI-S-045 AND

STI-S-046 AND

STI-S-047

	STI-S-0045 
	Content files included in the HTTP message but outside the SOAP message
	5.1.3.1, 5.3.1.2
	O
	

	STI-S-0046 
	Content referenced as attachment
	5.1.4.2, 5.2.1.2, 5.3.1.2
	O
	MIME parts according to [SOAP WITH ATTACHMENT]

	STI-S-0047 
	HTTP headers: Target host, content length (total content of the response), content type and boundary string
	5.2.1.2, 5.3.1.2
	O
	

	STI-S-0048 
	References to external content elements
	5.1.4, 5.3.1.2
	O
	STI-S-049 AND

STI-S-050

	STI-S-0049 
	URI using HTTP and HTTPS
	5.1.4.1, 5.3.1.2
	M
	

	STI-S-0050 
	HTTP headers: Target host, content length and content type
	5.2.1.1, 5.3.1.2
	O
	

	STI-S-0051 
	Include Failure Transcoding Response element
	5.3.2
	O
	STI-S-052

	STI-S-0052 
	Locate the Failure Transcoding Response element inside the <detail> element of the special SOAP Fault body part 
	5.3.2
	O
	[OMA MWS Guidelines] 

	STI-S-0053 
	OriginatorID: Return the unique OriginatorID received in the TranscodingRequest
	5.3.3
	M
	

	STI-S-0054 
	OperationID: Return the unique OperationID received in the TranscodingRequest
	5.3.3
	M
	

	STI-S-0055 
	JobID: Return the unique ID(s) given by the Application Platform to identify the TranscodingJob(s)
	5.3.3
	M
	

	STI-S-0056 
	Result of the TranscodingRequest (mainReturnResult entity)
	5.3.3
	M
	

	STI-S-0057 
	Total time used to perform the entire transcoding request (totalDuration element)
	5.3.3
	M
	

	STI-S-0058 
	Support of the Output entity for successful transcoding job
	5.3.3
	M
	STI-S-059 AND

STI-S-060

	STI-S-0059 
	Output Location for self contained content : Content ID (cid) of the attachment within the request as in [RFC2392]
	5.3.3
	M
	

	STI-S-0060 
	Output Location for externally referenced content: Full-path (URI) to an external storage
	5.3.3
	M
	

	STI-S-0061 
	Support of Informational return codes for Transcoding Response and Transcoding Job
	5.3.4
	M
	

	STI-S-0062 
	Support of Transcoding Response return codes: Success and Warnings
	5.3.4
	M
	

	STI-S-0063 
	Support of Transcoding Job Return Codes: Success and Warnings
	5.3.4
	M
	

	STI-S-0064 
	Support of Transcoding Response Error Codes: Client Error codes
	5.3.4
	M
	

	STI-S-0065 
	Support of Transcoding Response Error Codes: Server Error codes
	5.3.4
	M
	

	STI-S-0066 
	Support of Transcoding Job Error Codes: Client Error codes
	5.3.4
	M
	

	STI-S-0067 
	Support of Transcoding Job Error Codes: Server Error codes
	5.3.4
	M
	

	STI-S-0068 
	
	
	
	


4 Intellectual Property Rights Considerations

None

5 Recommendation

We recommend that OMA BAC STI WG consider the proposed tables as a starting point for the SCR tables for the STI 1.0 specification.
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