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1 Reason for Change

This contribution proposes to update for UCD architecture.
2 Impact on Backward Compatibility

N/A
3 Impact on Other Specifications

N/A
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Discuss and agree the CR.
6 Detailed Change Proposal

Change 1:  Update UCD architecture in Section 6
7. Architectural Model

7.1 Dependencies

7.2 Architectural Diagram
The following diagram illustrates the Functional Components and Interfaces of the Unified Cloud Disk Enabler.
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 Figure 1: Unified Cloud Disk Architectural Diagram

7.3 Functional Components and Interfaces/reference points definition
7.3.1 UCD Enabler Functional Components
7.3.1.1 UCD Server

The UCD Server is an UCD Enabler component resident in the network (outside the device) and is the entry point to the enabler for all the requests coming from an UCD Client. It represents the central node of an OMA Compliant cloud storage system that federates or interacts with 3rd party cloud storage providers which are other UCD Servers or external storage servers.
The UCD Server exposes interfaces include UCD-1, UCD-2, UCD-3. 



The UCD Server supports following functions:

· Basic storage service:  the UCD Server handles the service requests and invokes the storage resource of its own to access user’s data/files. The UCD Server is responsible for managing files including uploading/downloading files on to appropriate storage services, updating and deleting files.  The UCD Server is also maintains the metadata of the files being stored on its local storage,  including (not limited to) name, size, user, storage location etc.
· Federated cloud storage service: the UCD Server interacts with other UCD Servers when requested by the user to access the data/files through UCD-2 interface. The UCD Server also handles the request from  other UCD Server to access it’s  local data of the user. This enables the user to manunipate the files cross different UCD Servers. 
· Gateway function: the gateway function is an optional functionality responsible for interacting with External Storage Servers.  It enables users to interconnect with external storage servers on which they already have an account using the proprietary interfaces of such networks. The gateway function implements the required protocol & data format translation capabilities in relation with the supported cloud storage systems.
· Management function  t
· 
· he UCD Servers provides application/service management, user account management and profile management.
Storage resource management and access: t
· he UCD Server supports storage resource management and uses different APIs or proprietary interfaces to access storage resource.

7.3.1.2 UCD Client
The UCD Client is a UCD Enabler component resident on the device, which interacts with UCD Server using UCD-1. UCD Client enables the following:
UCD Client enables the users, through UCD Server, to access other UCD Compliant Cloud storage server or External storage servers (if the gateway function is provided by the UCD Server).
The end user use the UCD services using UCD client on the devices such as PC, mobile phone, tablet, STB(Set Top Box) , or the Web browser on PC, smart phone, or other client such as UVE client, SNeW Client with UCD client embedded. 
It has the responsibility for interacting with UCD Server to exchange unified cloud storage service information such as upload or download data/files, by using UCD-1 interface exposed by the UCD Server. 

The UCD Client SHALL support authentication according to the security procedures. 
7.3.2 Entities External to the UCD Enabler (Informative)

7.3.2.1 



7.3.2.2 UCD SP’s Portal
The UCD SP’s Portal is a portal provided by the SP to allow applications, users and SP itself to manage the settings of the UCD service, e.g. accounts and policy information.

7.3.2.3 

7.3.2.4 External Storage Server
The External Storage Server is a peer entity that is not--OMA compliant and is made available through either proprietary or non-proprietary mechanism and/or interfaces.

7.3.2.5 Storage resource

Storage resources are the storage infrastructure (physical or virtualized) used by UCD Server to store the data. The storage resources can provide different mechanisms (APIs or proprietary interfaces) for other network entities to access it.
7.3.3 Interfaces Definitions
7.3.3.1 UCD-1
This interface is exposed by the UCD Server to handle requests from UCD Client. It is used by the UCD Client to interact with the OMA Compliant Cloud storage service provider for performing some core functionalities related to mobile cloud storage service, covering:
· user authentication, authorization,
· user account management and service management
· access of data or files, sharing
7.3.3.2 UCD-2
This interface is exposed by the UCD Server through Network APIs .
It supports:

· user authentication, authorization using Auth4API.
· Application management such as policy management, application log retrieval
· access of data or files of users



7.3.3.3 

· 
· 
7.3.3.4 UCD-3
This interface is exposed by the UCD Server to handle requests from UCD SP’s Portal to access and manage the settings of the UCD service, e.g. accounts and policy information.
Change 2:  Update UCD architecture deployments in Appendix E
Appendix E. Architectural deployments (Informative)

In this section are described possible architectural realizations of the UCD Enabler according to the architecture defined in section 6.

This section is informative and illustrates interactions and flows between instances of UCD functional components as well as with external entities, using both UCD interfaces and external interfaces.
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Figure 2: architecture deployment of UCD Enabler
The UCD-2 interface is used to handle requests from other peer UCD Servers which can be in remote site of same service provider or other different service provider. The UCD Server also uses UCD-2 interface exposed by other peer UCD Servers to access data/files of users. It enables the exchange of data or files between different UCD Servers.

Depending on the nature of External Storage Servers, they may rely on UCD-2 interface(s) to interact with UCD Enabler. It is up to Service Providers to define policies to control access to such interfaces from External storage servers. The UCD Server interacts with External Storage Server to access the data/files of users on it.


The UCD-2 interface is also used to handle requests from 3rd party applications enabling them to access storage services provided. Examples of UCD enabled applications are consumer applications, enterprise applications (such as OA (Office Automation), CRM (Customer Relationship Management)), OMA Enables (such as SNew, MobAR) etc. Those applications can run within user agent or server.
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