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1 Reason for Change

This contribution provides the functionality using which VM can request to execute specific Interaction/functions on the terminal to make the user experience consistent with installed applications.
This functionality is needed to fulfil the requirement below.

	UVE-USE-002
	UVE enabler SHALL ensure that the user experience shall not be degraded because of the application being used remotely (online). User experience may involve latency, interactivity, look-n-feel, etc.
	UVE V1.0


2 Impact on Backward Compatibility

N.A

3 Impact on Other Specifications

N.A

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended to the group to accept the change proposed in this contribution.

6 Detailed Change Proposal

---------------------------------------------------------------Add new operation on UVE-3----------------------------------------------------------------------
7.2.1 UVE-3

This is the interface between UC and VM. This interface includes the following operations.
7.2.1.1 VM initiated terminal functions
This operation allows VM to request for execution of a particular function/interaction on the UC on behalf of UA. The function may include vibration, flash etc. The VMInitiatedFunctionRequest and VMInitiatedFunctionResponse are used for this purpose.

[image: image1]
Figure X: Flow of VMInitiatedFunctionRequest and its response

	Message
	Requirement
	Direction

	VMInitiatedFunctionRequest
	Mandatory
	UC ( VM

	VMInitiatedFunctionResponse
	Mandatory
	UC ( VM


5.2.1..1 VMInitiatedFunctionRequest

	Name
	Cardinality
	XML Type
	Data Type
	Description

	VMInitiatedFunctionRequest
	1
	E
	
	Indicate the name of the message

	FunctionRequested
	1
	E
	ENUM
	Structure containing information about the requested functionality. VM Will selects the appropriate value by interception the related function call by UA.

	
	
	
	
	

	
	
	
	
	


5.2.1..2 VMInitiatedFunctionResponse

	Name
	Cardinality
	XML Type
	Data Type
	Description

	UASessionResponse
	1
	E
	String
	Indicate the name of the message

	Status
	1
	E
	Structure
	Structure containing reason for the failure, if any.

	
	
	
	
	

	
	
	
	
	


---------------------------------------------------------------Add new structure----------------------------------------------------------------------
7.3 Commonly Used Structures

FunctionRequested Enumeration
	Name
	Description

	VIBRATION
	Vibrations function of the device.

	FLASHLIGHT
	Flash light of the camera.

	
	


------------------------------------------ Add the following into UVE Client functionality ---------------------------------------------------------
6.1.1.2 7.2.1.5 VMInitiatedFunctionRequest  Handling

On receiving VMInitiatedFunctionRequest message UC shall follow the following steps

UC SHALL execute the function requested on the terminal. UC MAY use native device APIs for this.
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