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	Title:
	File Upload
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	CAB AHG

	Doc to Change:
	OMA-AD-CAB-V1_0-20090612-D

	Submission Date:
	16 Jun 2009

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Dong-Young Lee, LG Electronics, dongyoung.lee@lge.com

	Replaces:
	N/A


1 Reason for Change

To implement the solution discussed in OMA-MWG-CAB-2009-0103-INP_File_Import.
	A012
	2009.03.08
	T
	General
	Source: Acision

Form: ARC doc #0062

Comment: It is unclear how the following interworking requirements are realized by this architecture:

· CAB-IWG-001

· CAB-IWG-002

Proposed Change: Add information to the AD on how these requirements are realized.
	Status: closed by email from RIM on 2009-06-10

[2009.03.13 email]

Resolution assigned to RIM, (to add text in CAB Interworking Function].


	CAB-IWG-001
	The CAB Enabler SHALL allow a CAB User to import contact information via CAB standardized data structure and file type subject to service provider policy.
	CAB V1.0


2 Impact on Backward Compatibility

N/A
3 Impact on Other Specifications

N/A
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

CAB AHG is kindly recommended to review and agree with this CR.
6 Detailed Change Proposal

Change 1:  5.2 Architecture Diagram
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Change 2:  5.3.1.2 CAB Server
5.3.1.2   CAB Server

The CAB Server is a network entity, and SHALL support the following functions:

· Perform mutual authentication and synchronize the AB with CAB Client(s).  CAB Server uses the functionality exposed by OMA DS enabler [OMA DS].
· Contact Status function SHALL perform the following:

· Maintains the Contact Status information in AB XDMS 

· Contact Subscription Function performs the following:

· Generates subscription requests to the CAB User’s contacts PCC based on CAB User’s subscription list from the CAB User preferences and receives notifications of updates from subscribed contacts’ Published Contact Card;
· Filters information resulting from Contact Subscription based on CAB User’s preferences;

· Updates the information changes resulting from Contact Subscription in the CAB User’s AB;
· Updates the CAB User’s Contact Status information related to the Contact Subscriptions;
· CAB Interworking Function SHALL support the following:
· Import contact(s) information from non-CAB systems into CAB, using the CAB User’s request retrieved from the CAB User Preferences XDMS (e.g. non-CAB address book systems related data).;
· Perform Contact Search towards External Directories, by acting as an XDMS and translating a CAB standard XML based search request into external search requests;

· Format adaptation between CAB standardized data structure and Legacy Formats.

Note: CAB User interactions for conflict resolution arisen from Contact Subscriptions, Interworking and Contact Share is FFS.
· Contact Share Function SHALL support the following:

· Process the Contact Share information (e.g. determine the recipient type, retrieve the AB or PCC data from AB XDMS or PCC XDMS);
· Assemble and deliver the Contact Share requests data towards the target recipients. If the recipient is a non-CAB User, the shared data is converted into a Legacy Format by the Interworking Function and delivered through a messaging mechanism.
Note:  Subscription/notification and retrieval of the Contact Share data from User Preferences XDMS and processing of recipient side requests is FFS.
· Perform mutual authentication and receive files that include Contact information to be imported to AB.
The CAB Server MAY provide charging events to the Charging Enabler [OMA CHRG AD].
Change 3:  Add 5.3.2.9  Interface CAB-2: CAB Server
5.3.2.9   Interface CAB-2: CAB Server
The CAB Server SHALL expose CAB-2 interface to allow the CAB Client to upload files that include Contact information to be imported to AB.
The protocol used for the CAB-2 interface is HTTP [RFC2616].
Change 4:  Add RFC2616 in 2.1 Normative References
2.1   Normative References

	[CAB RD]
	“Converged Address Book Requirements”, Version 1.0, Open Mobile Alliance™, OMA-RD-CAB-V1_0,
URL:http://www.openmobilealliance.org/ 

	[OMA CHRG AD]
	“Charging Architecture”, Open Mobile Alliance™, OMA-AD-Charging-V1_0, URL:http://www.openmobilealliance.org/

	[OMA DM SO]
	“OMA Device Management Standardized Objects”, Version 1.2, Open Mobile Alliance(, 
OMA-TS-DM-StdObj-V1_2, URL: http://www.openmobilealliance.org/

	[OMA DM TND]
	“OMA Device Management Tree and Description”, Version 1.2, Open Mobile Alliance(, 
OMA-TS-DM-TND-V1_2, URL: http://www.openmobilealliance.org/

	[OMA DS]
	“SyncML Representation Protocol, Data Synchronization Usage”, Version 1.2, Open Mobile Alliance™,
OMA-TS-DS_DataSyncRep-V1_2, URL:http://www.openmobilealliance.org/

	[OMA XDM]
	"XML Document Management Architecture", Version 2.1, Open Mobile Alliance™,
OMA-AD-XDM-V2_1, URL:http://www.openmobilealliance.org/

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997,
URL:http://www.ietf.org/rfc/rfc2119.txt 

	[RFC2616]
	“Hypertext Transfer Protocol -- HTTP/1.1”, R. Fielding, J. Gettys, J. Mogul, H. Frystyk, L. Masinter, P. Leach, and T. Berners-Lee, June 1999, URL:http://www.ietf.org/rfc/rfc2616.txt
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