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1 Reason for Change

This CR proposes changes to close the following comments: 
	C061
	2010.01.23
	T
	5.1
	Source: <Alcatel-Lucent>

Form: <INP doc>

Comment:  The editor's note about the DS data representation is not needed because the DS Client of the CAB Client, and therefore the CAB Server. need a DTD for the AB as well as optional vCards. 

Proposed Change:  Delete editor's note
	Status: OPEN
[Mar 31 CC] 
NSN


2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Accept the change below into the CAB TS.
6 Detailed Change Proposal

In order to sync the AB format, DS needs to support the AB format.  The comment assumed that the <Data> element needs to have data specified via DTD; however, this is not the case.  The text below accomplishes the referencing of the CAB AB xml into DS.  In the interests of writing style, because a new level 3 section was added, the existing text was moved under a level 3 section.

A few punctuation nit errors were corrected.

Change 1:  Add new section into the AB Synchronization section
5. Procedures at CAB Server
The CAB Server SHALL support the procedures described in the following subclauses.
5.2 AB Synchronization Function
5.3 Overview
The CAB Server SHALL use OMA DS Protocol [OMA DS Pro] as specified in CAB-01 interface [CAB AD] to synchronize the AB or subsets of AB with the CAB Client.   

The CAB Server SHALL support AB CAB Format for AB synchronization with CAB Client. In addition to the AB CAB Format, the CAB Server  MAY support Legacy Formats vCard2.1, vCard 3.0, as specified in [xxx]. 

Note: The use of the Legacy Formats will result in reduced support of the contact information provided by the AB XDMS.

Editor’s Note: the reference [xxx] to the DTD specifications for the vcard 2.1 and vcard 3.0 are FFS.

The CAB Server SHALL act as a XDM Agent (see sub-clause 5.5 “XDM Agent”)  to manage (e.g. retrieve, create, modify, delete) of changes in AB XDMS. 

After successfully receiving AB changes from the CAB Client as part of the  synchronization sequence, and if there is resulting data to be updated in the AB XDMS, the CAB Server SHALL update the AB XDMS before it sends the [OMA DS Pro] message (OMA DS Pkg #6) with the map acknowledgement to the CAB Client.
The CAB Server SHALL act as a XDM Agent (see sub-clause 5.5 “XDM Agent”) to maintain awareness of changes in AB XDMS.

The CAB Server SHALL use “Server Alerted Sync” as defined in [OMA DS Pro], sub-clause 12 “Server Alerted Synch”, to alert the CAB Client to initiate synchronization, when there are data updates in the AB XDMS.

Editor’s Note: the use of [OMA DS] data representation in CAB Server is FFS.

DS Support for CAB AB
The following subsections of [OMA DS DevInf] support the CAB AB XML format, as follows:

	5.3.26 ParamName: 
	

	5.3.27 Property: 
	The elements <person-details>, <organization-details>, <location-details>, <group details> and their immediate  child elements.

The <media> element.  

	5.3.28 PropName: 
	The elements <person-details>, <organization-details>, <location-details>, <group details> and their immediate  child elements.

The <media> element.

	5.3.29 PropParam: 
	The elements <person-details>, <organization-details>, <location-details>, <group details> and their immediate  child elements
The <media> element.

	5.3.30 Rx: 
	application/vnd.oma.cab-address-book+xml

	5.3.31 Rx-Pref: 
	application/vnd.oma.cab-address-book+xml

	5.3.40 Tx: 
	application/vnd.oma.cab-address-book+xml

	5.3.41 Tx-Pref: 
	application/vnd.oma.cab-address-book+xml

	5.3.43 ValEnum: 
	tbd


Figure 1
The following subsections of [OMA SyncML Meta] support the CAB AB XML format, as follows:
	5.2.4
Format
	application/vnd.oma.cab-address-book+xml

	5.2.17
Type
	urn:oma:xml:cab:address-book

	5.2.18
Version
	CAB AB XDMS 1.0


Figure 2
The following subsection of [OMA DS] supports the CAB AB XML format, as follows: 
	6.1.13 LocURI
	“id” attribute


Add references 
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