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1 Reason for Change

R01 – online edits during CC June 21
	B010
	2010.03.24
	T
	3.3 (Abbreviations)
	Source: Suresh Chitturi, schitturi@rim.com
Form: doc #0047

Comment: Added XDCP to the list of Abbreviations

Proposed Change: 

Add “ XDCP – XDM Command Protocol”


	Status: CLOSED with CR# 2010-0261
[Mar 31 CC ] 

RIM

	B018
	2010.03.24
	T
	5.2 (AD figure)
	Source: Suresh Chitturi, schitturi@rim.com
Form: doc #0047

Comment: XDM_non-SIP should be aligned with XDM 2.1 AD/TS

Proposed Change: 

Remove XDM_non-SIP interface and represent XDCP/Push interface(s) according to XDM 2.1 AD


	Status: CLOSED with CR# 2010-0261
[Mar 31 CC ] 

RIM

	B062
	2010.03.24
	T
	5.3.2.8 (XDM-non_SIP)
	Source: Suresh Chitturi, schitturi@rim.com
Form: doc #0047

Comment: This interface should be aligned with XDM 2.1 AD/TS. 

Proposed Change: 

Rename the interface to an appropriate interface based on XDM 2.1 AD. E.g. XDCP/Push interfaces
	Status: CLOSED with CR# 2010-0261
[Mar 31 CC] 

RIM 

	B063
	2010.03.24
	T
	5.3.2.8
	Source: Gyubong Oh, maestro@samsung.com
Form: OMA-CONR-2010-0051
Comment: The “Note” is still existing

Proposed Change: Resolve it with the appropriate content if needed
	Status: CLOSED with CR# 2010-0261
[Mar 31 CC] 

RIM


2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

COM-CAB SWG is kindly requested to review and agree to this CR.
6 Detailed Change Proposal

Change 1:  Update to CAB AD diagram
5.2 Architectural Diagram
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Figure 1: CAB Architecture Diagram

Change 2:  Update to section 5.3.2.8 to remove XDM-non_SIP interface definition
5.3.2.8 


Change 3:  Update to section 5.3.2.3
5.3.2.3 Interface XDM-3i: Aggregation Proxy
CAB Client SHALL use the XDM-3i interface as defined in [OMA XDM AD] to perform the following: 

· document management operations on the documents stored in the CAB XDMS(s), except AB XML document. 
CAB Client SHOULD use the XDM-3i interface as defined in [OMA XDM AD] to perform the following: 

· XDCP-based subscription to XDM document changes to CAB User’s own XML documents, except the AB XML document
Change 4:  Update to section 5.3.2.8 to remove XDM-non_sip interface definition

5.3.2.x    Interface Push-CAI: Push Enabler
The CAB Client SHOULD use Push-CAI interface as described in [OMA Push AD] for notification of XDM document changes to CAB User’s own XML documents, except AB XML document.
Editor’s Note: The use of Push CAI vs other Push interfaces by XDM 2.1 needs to be clarified.
Change 5:  Updated section 5.3.1.1 CAB Client
5.3.1.1 CAB Client

The CAB Client SHALL perform the following:

· Synchronize modifications (e.g. add, delete, modify) of a local subset of address book information that is contained in the network-based AB repository 

· Send and receive address book related contact information.
· Send and receive address book related contact information in vCard as a Legacy Format.
· Manage PCC information.

· Receive CAB Contact Status information.

· Request import of non-CAB address book information.

· Contact Subscription interaction (e.g. requesting the subscription, reactive authorization).

· Contact Share interaction (e.g. requesting the Contact Share, resolution of received Contact Shared data).

· Search for available contact information.

· Manage CAB User preference information.

· Manage CAB User Access Permissions information.

· Receive CAB related notifications.

· Support authentication requests and responses.
Note: The mechanism to receive the Contact Status will be resolved in TS.
The CAB Client SHALL use CAB-1 to synchronize address book modifications (e.g. add, delete, modify), with the network-based AB repository.

The CAB Client SHALL use:

· XDM-3i to perform PCC, CAB User preference, and CAB User Access Permissions XML document interactions.

· XDM-5i to perform search.

· SIC-1 or XDM-3i/Push-CAI (XDCP/Push) to request to subscribe and receive change notification for CAB XML documents except AB.

Change 6:  Updated section 5.1 Dependencies
5.1 Dependencies

The CAB Enabler depends on other OMA Enablers, including the following:

· OMA XDM [OMA XDM] that provides the support for the functions of the CAB XDMS(s).
· OMA DS Enabler [OMA DS] provides support for the synchronization of the CAB User’s address book.
· OMA DM [OMA DM SO] that provides the support for remote provisioning and management of the Management Object containing necessary configuration parameters for the CAB Client.
· OMA Push [OMA Push AD] that provides support for notifications to XDM Document changes.
Change 7:  Updated section Normative references to include Push 2.2 AD

3.3 Abbreviations

	AB
	Address Book

	DM
	Device Management

	DS
	Data Synchronization

	OMA
	Open Mobile Alliance

	PCC
	Personal Contact Card

	SIP
	Session Initiation Protocol

	XDCP
	XDM Command Protocol

	XDM
	XML Document Management

	XDMS
	XML Document Management Server

	XML
	eXtensible Markup Language


Change 8:  Updated Normative references to include Push 2.2 AD
2.1 Normative References

	[CAB RD]
	“Converged Address Book Requirements”, Version 1.0, Open Mobile Alliance™, OMA-RD-CAB-V1_0,
URL:http://www.openmobilealliance.org/ 

	[OMA DM SO]
	“OMA Device Management Standardized Objects”, Version 1.2, Open Mobile Alliance(, 
OMA-TS-DM-StdObj-V1_2, URL: http://www.openmobilealliance.org/

	[OMA DM TND]
	“OMA Device Management Tree and Description”, Version 1.2, Open Mobile Alliance(, 
OMA-TS-DM-TND-V1_2, URL: http://www.openmobilealliance.org/

	[OMA DS]
	“SyncML Representation Protocol, Data Synchronization Usage”, Version 1.2, Open Mobile Alliance™,
OMA-TS-DS_DataSyncRep-V1_2, URL:http://www.openmobilealliance.org/

	[OMA XDM]
	"XML Document Management Architecture", Version 2.1, Open Mobile Alliance™,
OMA-AD-XDM-V2_1, URL:http://www.openmobilealliance.org/

	[OMA Push AD]
	“Push Architecture” Version 2.2,  Open Mobile Alliance(, OMA-AD-Push-V2_2,                                                                                                                                                           URL: http://www.openmobilealliance.org/

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997,
URL:http://www.ietf.org/rfc/rfc2119.txt 
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