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1 Reason for Change

This CR introduces a new (CAB-2) interface for CAB NNI for send ‘CAB Contact Added’ data towards remote domains using SIP:MESSAGE method.
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

COM-CAB is kindly requested to review and agree to this CR.
6 Detailed Change Proposal

Change 1:  Updated CAB AD with CAB-2 interface
5.2 Architectural Diagram
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Figure 1: CAB Architecture Diagram

Change 2:  Adds the interface definition for CAB-2 interface
5.3.2 Interfaces/definition

[……]

5.3.2.9 Interface CAB-2
: CAB Server
CAB Server SHALL expose CAB-2 interface to allow exchange of data between multiple CAB domains. The protocol used is SIP. Supported functionalities include:

· Sending of ‘CAB Contact Added’ data using SIP:MESSAGE 

· Receiving of ‘CAB Contact Added’ data using SIP:MESSAGE

Editor’s note:
Reference for SIP:MESSAGE needs to be added
Change 3:  Updates Contact Status Function in the CAB Server
5.3.1.2 CAB Server

The CAB Server is a network entity, and SHALL support the following functions:
[…..]

· Contact Status Function performs the following:

· Maintains (e.g. retrieve, create, modify, delete) the Contact Status information in AB Application Usage via XDM Agent.
· Sends and receives ‘CAB Contact Added’ data using CAB-2 interface












�Should we call it CAB-NNI interface instead?
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