Doc# OMA-COM-CAB-2010-0341-CR_CONR_resolution_CAB_MO_TS[image: image3.jpg]"sOMaQa

Open Mobile Alliance




Change Request

Doc# OMA-COM-CAB-2010-0341-CR_CONR_resolution_CAB_MO_TS
Change Request



Change Request
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	To:
	COM-CAB

	Doc to Change:
	OMA-TS-CAB_MO-V1_0-20100813-D

	Submission Date:
	13 Aug 2010

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Editorial

	Source:
	Suresh Chitturi, Research In Motion, schitturi@rim.com

	Replaces:
	n/a


1 Reason for Change

	E001
	2010.03.23
	E
	2.1
	Source: Sprint

Form: <INP doc, mtg, confcall>

Comment: unused reference:

[RFC4234]

Proposed Change: Place reference in text or delete reference
	Status: CLOSED with CR#2010-0341 
[Bangkok mtg]
RIM

	E005
	2010.03.24
	T
	5 (OMA CAB MO)
	Source: Suresh Chitturi, schitturi@rim.com
Form: doc #0047

Comment: The following editor’s note should be resolved:

Editor’s Note:
Management Object Identier needs to be officially registered with OMNA
Proposed Change: 

The CAB MO should officially registered with OMNA using the following link:

http://www.openmobilealliance.org/Tech/omna/omna-req-dm_mo.aspx

	Status: CLOSED with CR#2010-0341
[Bangkok mtg]
RIM
Removed the editors note as registration with OMNA is a procedural requirement get to Candidate Approval.

	E006
	2010.03.23
	T
	5
	Source: Jerry Shih, AT&T

Form: OMA-CONR-2010-0048-CAB_1.0_CONR_Comments_ATT

Comment: Need to resolve the Editor’s note

Proposed Change: 

Register the MO with OMNA.
	Status: CLOSED with CR#2010-0341
[Bangkok mtg]
RIM
Same as E005

	E007
	2010.01.23
	E/T/Q
	5
	Source: Ericsson
Form: INP doc

Comment: remove Editor note. 

Proposed Change: 

Editor’s Note:
Management Object Identier needs to be officially registered with OMNA

	Status: CLOSED with CR#2010-0341
[Bangkok mtg]
RIM
Same as E005

	E008
	2010.03.24
	T
	5
	Source: Gyubong Oh, maestro@samsung.com
Form: OMA-CONR-2010-0051
Comment: The “Editor’s Note” are still existing

Proposed Change: Resolve it with the appropriate content if needed
	Status: CLOSED with CR#2010-0341
[Bangkok mtg]
RIM
Same as E005

	E009
	2010.03.24
	Q
	5
	Source: Miraj Mostafa, Nokia

Form: INP doc OMA-CONR-2010-0052

Comment: Why it is MAY for initial provisioning and SHOULD for continuous provisioning? 

Proposed Change: If there is no reason, align those.
	Status: CLOSED with CR#2010-0341
[Bangkok mtg]
RIM 

	E010
	2010.03.24
	T
	5.1 (MO Tree) 
	Source: Suresh Chitturi, schitturi@rim.com
Form: doc #0047

Comment: Due to multiple notifications schemes e.g. SIP notify, and PUSH, there is need to provision the CAB client with relevant notification information.

Proposed Change: 

Specify a new MO parameter/node to carry the notification type/information.

	Status: CLOSED with CR#2010-0341
[Bangkok mtg]
RIM

	E011
	2010.03.27
	Q
	5.1
	Source: yangbo@chinamobile.com

Form: OMA-CONR-2010-0058-CAB_V1_0_CM 

Comment: About the CAB Management Object Tree: for “CAB Server” node, it referenced to “To DS Ref”, is it a reference (with no configuration data) or a copy of “DS MO” with data? 

For a Terminal that has two client, one is DS, one is CAB, each connected to different service provider, will they conflict each other?
	Status: CLOSED with CR#2010-0341
[Bangkok mtg]
RIM
It is reference. If two separate clients are supported e.g. one CAB and one DS, the associated DS MO should be provisioned by CAB MO using the ToDSRef node.

	E012
	2010.03.27
	Q
	5.1
	Source: yangbo@chinamobile.com
Form: OMA-CONR-2010-0058-CAB_V1_0_CM 
Comment: same question for CAB Management Object Tree, about “To XDM Ref”
	Status: CLOSED with CR#2010-0341
[Bangkok mtg]
RIM
It is reference. If two separate clients are supported e.g. one CAB and one XDMC, the associated XDM MO should be provisioned by CAB MO using the ToXDMRef node.

	E015
	2010.03.24
	E
	5.2.6
	Source: Miraj Mostafa, Nokia

Form: INP doc OMA-CONR-2010-0052

Comment: Typo in the last sentence. 

Proposed Change: Remove ‘is’ from the last sentence.
	Status: CLOSED with CR#2010-0341
[Bangkok mtg]
RIM

	E017
	2010.03.24
	T
	App B
	Source: Miraj Mostafa, Nokia

Form: INP doc OMA-CONR-2010-0052

Comment: SCR tables are empty. 

Proposed Change: If required, populate the SCR tables. Or, remove App B. 
	Status: CLOSED with CR#2010-0341
[Bangkok mtg]
RIM
Same as E016


2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

We kindly recommend the CAB SWG to review and agree to this CR.
6 Detailed Change Proposal

Change 1:  Changes to section 5
5.    OMA CAB Management Object

This subclause defines the Management Object (MO) for OMA CAB. The MO SHOULD be used for initial provisioning of parameters when the DM Profile is to be used, and the MO SHOULD be used for continuous provisioning, which allows the service provider to update any parameter defined in the MO tree for service configurations during service deployment  [DM_ERELD].

The OMA CAB Management Object consists of relevant parameters for configuration of CAB Client(s). It is defined using the OMA DM Device Description Framework as described in [OMA DM TND] and [OMA DM SO].


The Management Object Identifier is: urn:oma:mo:oma-cab:1.0

Protocol compatibility: This MO is compatible with OMA DM 1.2 (see [DM ERELD]).


Management object name: OMA_CAB


Change 2:  Changes to sub clause 5.1 (MO Tree)
5.1    Management Object Tree

This section describes the Management Object tree (i.e. nodes and leaf objects) for provisioning of OMA CAB Client(s).

Figure 1 shows the interior nodes and leaf objects defined under the OMA_CAB node, which is used for configuration of CAB Clients.
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Figure 1: The OMA CAB Management Object tree

Change 3:  Changes to sub clause 5.2 (MO Parameters)
5.2    Management Object Parameters

This section describes the parameters for OMA CAB MO.

5.2.1 Node: /<x>

	<x>



	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	OneOrMore
	node
	Get
	

	
	This interior node represents the unique object id of a Converged Address Book Management Object, or CAB MO. The purpose of this interior node is to group together the parameters of a single CAB MO object. The ancestor elements of this node define the position in the management tree of the CAB MO.
The Management Object Identifier is: “urn:oma:mo:oma-cab:1.0”


The interior node is mandatory if OMA CAB is supported.

5.2.2 Node: /<x>/<x>
	<x>


	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	OneOrMore
	node
	Get
	

	
	This node is a placeholder for the CAB-Rel list. There SHALL be one or more of these nodes, each containing a CAB-Rel parameter/leaf node. This allows for multiple CAB-Rel values to be associated with the CAB MO.


5.2.3 Node : /<x>/<x>/CAB-Rel

	<x>/CAB-Rel


	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get
	

	
	This parameter/leaf node specifies the version of the CAB Release information supported by the CAB Client.


5.2.4 Node: /<x>/CAB-Provider-Name
	CAB-Provider-Name


	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Optional
	ZeroOrOne
	chr
	Get
	

	
	This parameter/leaf node provides an identifier for the service provider of this CAB service, which is expected to be globally unique..


5.2.5 Node: /<x>/CABServer

	CABServer


	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	node
	Get
	

	
	This interior node represents a container for configuring CAB Server related properties.


5.2.6 Node: /<x>/CABServer/ToDSRef

	CABServer/ToDSRef


	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get
	

	
	This parameter/leaf node specifies a reference to DS MO as defined in [DS MO] that is used to configure the DS client associated with the CAB Client. The referenced DS management object is either an existing instance on the client device or an instance specific to this CAB MO. 

The value SHALL be a valid reference to a DS Management Object.


5.2.7 Node: /<x>/CABXDM

	CABXDM


	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	node
	Get
	

	
	This interior node represents a container for configuring CAB XDMS related properties.


5.2.8 Node: /<x>/CABXDM/ToXDMRef

	CABXDM/ToXDMRef


	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get
	

	
	This parameter/leaf node specifies a reference to XDM MO as defined in [XDM MO] that is used to configure the XDM Client associated with the CAB Client. The referenced XDM management object is either an existing instance on the client device or an instance specific to this CAB MO.

The value SHALL be a valid reference to a XDM Management Object.



5.2.9 Node: /<x>/CAB-Notifications
	CAB-Notifications

	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	node
	Get
	

	
	This interior node represents a container for configuring CAB Notification information.


5.2.10 Node: /<x>/CAB-Notifications/NotificationType
	CAB-Notifications/NotificationType


	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get
	

	
	This parameter/leaf node indicates the type of notification supported by the CAB Client i.e. either SIP or non-SIP notifications.
The value SHALL be a one of the following enumerations: ‘SIP’, ‘non-SIP’



5.2.11 Node: /<x>/CAB-Notifications/NotificationInfo
	CAB-Notifications/NotificationInfo


	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Optional
	One
	chr
	Get
	

	
	This parameter/leaf node provides additional notification information subject to the notification type (See 5.2.10 ‘NotificationType’). If the notification type is SIP, this parameter is not used since the information related to SIP notifications is provide in the XDM MO reference parameter (See 5.2.8 ‘ToXDMRef’). If the notification type is non-SIP, this parameter SHALL be used to configure the Push Client associated with the CAB Client, and the valie SHALL contain a reference to the OMA PUSH MO [PUSH MO]. The referenced PUSH management object is either an existing instance on the client device or an instance specific to this CAB MO.
The value SHALL be a valid reference to a OMA PUSH Management Object.



5.2.9 Node: /<x>/Ext
	Ext


	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Optional
	ZeroOrOne
	node
	Get
	

	
	This interior node designates a branch of the <x> sub-tree into which vendor extensions MAY be added, permanently or dynamically. Ext sub tree provides flexible points of extension for vendor-specific parameters. However, vendor extensions MUST NOT be defined outside of Ext sub-tree.




Change 4:  Adds reference to OMA PUSH MO
	[CAB AD]
	“Converged Address Book Architecture”, Version 1.0, Open Mobile Alliance™, 
OMA-AD-CAB-V1_0, URL:http://www.openmobilealliance.org/

	[DM ERELD]
	“Enabler Release Definition for OMA Device Management”, Version 1.2, Open Mobile Alliance(, OMA-ERELD-DM-V1_2, URL: http://www.openmobilealliance.org/

	[DS MO]
	“OMA DS Management Object”, Version 1.0, Open Mobile Alliance™, 
OMA-TS-DS_MO-V1_0, URL: http://www.openmobilealliance.org/


	[OMA DM TND]
	“OMA Device Management Tree and Description”, Version 1.2, Open Mobile Alliance(, 
OMA-TS-DM-TND-V1_2, URL: http://www.openmobilealliance.org/

	[OMA DM SO]
	“OMA Device Management Standardized Objects”, Version 1.2, Open Mobile Alliance(, 
OMA-TS-DM-StdObj-V1_2, URL: http://www.openmobilealliance.org/

	[PUSH MO]
	“OMA Push Management Object”, Version 1.0. Open Mobile Alliance™,

OMA-TS-Push_MO-V1_0, URL: http://www.openmobilealliance.org/

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, URL:http://www.ietf.org/rfc/rfc2119.txt

	[RFC4234]
	“Augmented BNF for Syntax Specifications: ABNF”. D. Crocker, Ed., P. Overell. October 2005, URL:http://www.ietf.org/rfc/rfc4234.txt

	[SCRRULES]
	“SCR Rules and Procedures”, Open Mobile Alliance™, OMA-ORG-SCR_Rules_and_Procedures, URL:http://www.openmobilealliance.org/

	
	

	[XDM MO]
	“OMA Management Object for XML Document Management”, Version 2.1, Open Mobile Alliance™, OMA-TS-XDM_MO-V2_1, URL: http://www.openmobilealliance.org/
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