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1 Reason for Change

The purpose of this CR is to address and close CONRR comments B020, B066 on CAB 1.0 AD document.
Comment B020 is closed since the latest PCC data model (applicable for the AB) includes all necessary tools to fulfill HLF-003.
	B020
	2010.01.23
	T
	5.2, 5.3.1.3.1, 5.3.2
	Source: Ericsson
Form: INP doc

Comment: Unclear how the requirement CAB-HLF-003 is fulfilled in the CAB AD. Is there:

a) any interaction with external list resources (List XDMS, Group XDMS, external directories) or,

b) the list resources are defined and maintained in CAB ? Or,

c) both the above are supported. 

The supporting data model in the Address Book for list type of Contact Entries is also incomplete; see detailed comment in CAB XDMS TS.

Proposed Change:  Add text in the CAB AD that describes how the list uri resources are handled as Contact Entries, especially how the data related to these lists is stored. Recommend to use option c) above, describe it in the normative text: diagram (5.2), AB XDMS (the fact that AB XDMS is aware that some entries are lists type of Contact Entries) and interfaces interactions of AB XDMS with external lists and group resources (e.g. List & Group XDMSs), external directories. 
	Status:  CLOSED CR324R03 
[Mar 31 CC ] 

Samsung

	B065
	2010.03.24
	T
	Appendix C – Decomposed AD
	Source: Suresh Chitturi, schitturi@rim.com
Form: doc #0047

Comment: The informative figure needs to be updated based on latest XDM 2.1 AD and any changes to the CAB AD based on other CONR comments.

Proposed Change: 
	Status: CLOSED by CR#377
[Mar 31 CC] 

Samsung

	B066
	2010.01.23
	T
	Appendix C
	Source: Ericsson

Form: INP doc

Comment:  The figure needs to be aligned with latest XDM AD. E.g. Cross Network Proxy in the Remote Network is removed. 

Proposed Change:  Update figure.
	Status:  CLOSED by CR#377
[Mar 31 CC] 

Samsung


The informative figure is updated as follows:
· non-SIP interface is now named Push-CAI, aligned with XDM 2.1 architecture

· CNP in remote network is removed

2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

COM-CAB group to agree with this proposal, incorporate it in CAB AD and close the CONRR comments as recommended above.
6 Detailed Change Proposal

Change 1:  Update informative diagram
Appendix C. Decomposed Architecture Diagram (informative)

The following architecture diagram is informative and provides additional details to the normative AD diagram as shown in Figure 1, illustrating the internal logical functions within CAB entities, interactions to and from non-CAB entities, and details of XDM Enabler.
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Figure 2: Decomposed CAB Architecture Diagram (informative)


Change 2:  Update dependencies section for consistency, to show all dependencies shown in the AD diagrams
5.1 Dependencies

The CAB Enabler depends on other OMA Enablers and external entities, including the following:

· OMA XDM [OMA XDM AD] that provides the support for the functions of the CAB XDMS(s).
· OMA DS Enabler [OMA DS] provides support for the synchronization of the CAB User’s address book.
· OMA DM [OMA DM SO] that provides the support for remote provisioning and management of the Management Object containing necessary configuration parameters for the CAB Client.
· OMA Push [OMA Push AD] that provides support for notifications to XDM Document changes.
· SIP/IP Core [OMA XDM AD] sect. 5.3.2.1 “SIP/IP Core”, which performs a variety of services in support of the XDM Service, such as routing, authentication, compression, etc.
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