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1 Reason for Change

Edit to Section 5.3.2
2 Impact on Backward Compatibility

None identified
3 Impact on Other Specifications

None identified 
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation
Accept edit below
6 Detailed Change Proposal

5.3.2 Interfaces/definition

5.3.1.1 Interface SIC-1: SIP/IP Core
The S-CAB Client SHALL use at least one of the following interfaces for S-CAB XDM document subscription and notifications: SIC-1 or Push-CAI , as specified in [OMA XDM AD].
5.3.1.2 Interface SIC-2: SIP/IP Core
The S-CAB Server SHALL use the SIC-2 interface, as defined in [OMA XDM AD], for S-CAB XDM document subscription and notifications.
5.3.1.3 Interface XDM-3i: Aggregation Proxy
The S-CAB Client SHALL use the XDM-3i interface as defined in [OMA XDM AD] to perform the following: 
· XDM-3i to perform S-PCC and S-CAB User Preference document management, subscription, and notification;
· XDM-3i to perform S-PCC document forwarding;
· XDM-3i to perform History and Access Permissions document management, subscription, and notification for the S-PCC and S-CAB User Preference documents;
· XDM-3i to receive catch-up XDM document changes relative to the current XDM Document version the S-CAB Client possesses.
· XDM3i to receive validation correction hints in XDM document change form from the S-PCC XDMS.
Editor’s Note: Addition of the above bullet  is subject to the XDM 2.2 release; 
· Authentication between XDMC and Aggregation Proxy, as required;

· Compression according to the Service Provider’s local policy, as required; and, 
· XDCP-based subscription to XDM document changes, if the S-CAB UE supports non-SIP XDM document change mechanism. 
. 
5.3.1.4 Interface XDM-4i: S-CAB XDMS
The S-CAB Server SHALL use the XDM-4i interface as defined in [OMA XDM AD] to perform the following:

· Management, subscription, and notification of S-CAB S-PCC and S-CAB User Preference documents; 
· Forwarding of XDM resources; 
· Access permissions management;
· History function and related preferences management;, 
· History and Restore of S-CAB documents;
· Reception of XDCP document forwarding requests from the S-PCC Application Usage applicable for recipients in non S-CAB Systems;
· Receive catch-up document changes relative to the current XDM Document version the S-CAB Server possesses; and,
· Receive validation correction hints in XDM document change form from the S-PCC XDMS.
Editor’s Note: Addition of the above bullet is subject to the XDM 2.2 release; 
5.3.1.5 Interface XDM-5i: Aggregation Proxy

The S-CAB Client SHALL use the XDM-5i interface as defined in [OMA XDM AD] to perform the following:
· Search information stored in S-CAB XDM documents, including History documents;
· Search for contact related information in (external) non S-CAB systems; and, 
· S-Optional mutual authentication of search requests between S-CAB Client and Aggregation Proxy as defined in [OMA XDM AD]; and,
· Optional compression according to the Service Provider’s local policy, as defined in [OMA XDM AD].
5.3.1.6 Interface XDM-8.2i: Aggregation Proxy
The S-CAB Server uses the XDM-8.2i interface as defined in [OMA XDM AD] to perform the following operations via the Aggregation Proxy:
· Management, subscription, and notification of S-CAB S-PCC and S-CAB User Preference documents; 
· Management, subscription, and notification of Access Permissions documents ;
· Management, subscription, and notification of S-CAB History documents and related User Preference documents;
· Restoral of S-CAB documents;
· Receive catch-up XDM document changes relative to the current XDM Document version the S-CAB Server possesses;
· Receive validation correction hints in XDM document change form from the S-PCC XDMS; and, 
Editor’s Note: Addition of the above bullet is subject to the XDM 2.2 release; 
· Reception of XDCP document forwarding requests from the S-PCC Application Usage applicable for S-CAB recipients in non S-CAB Systems. 

5.3.1.7 Direct Interface: S-CAB UE - S-CAB Server  

The S-CAB Server SHALL expose a "Direct Interface" to allow the S-CAB Client to import and export S-PCC information to and from non S-CAB Systems. Supported functionalities include:
· Import and Export requests and responses; and, 
· 
· Request and receive credentials to be used with non S-CAB systems.
Editor's Note: The protocol used for the Direct Interface is [tbd].
5.3.1.8 Interface Push-CAI: Push Enabler

The S-CAB Client SHALL either use the SIC-1 or the Push-CAI interface, as defined in [OMA XDM AD] to authenticate, request subscription to, and receive notification of, the modifications of   subscribed XDM documents.
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