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1 Reason for Change

This change request adds a new Architecture Diagram depicting the S-CAB Capability population based on the Presence Enabler. It includes the Presence Source and the Presence Watcher entities within the S-CAB Server, as well as the correspondent Reference Points with the Presence Enabler. 
This is a parallel CR to the already agreed OMA-COM-CAB-2011-0217R01 which introduced an equivalent diagram in CAB 1.0 AD.

2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications
n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Apply the proposed change to the CAB 1.0 AD
6 Detailed Change Proposal
Appendix C. S-CAB Architecture Showing XDM Components (Informative)

The following architecture diagram is informative and provides additional details to the normative AD diagram of Figure 1, illustrating the internal logical functions within S-CAB entities, interactions to and from non-S-CAB entities, and subcomponents of the XDM Enabler.
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Figure 2: S-CAB Architecture Showing XDM Components (informative)
The following architecture diagram is informative and provides additional architecture details for the case that the publication and discovery of contact’s S-CAB capability (S-CAB / non-S-CAB) is implemented based on the Presence Enabler. The interfaces from Fig. 2 are not shown in Fig. 3 for simplification.

[image: image3.emf]Remote

Network

S-CAB XDMS(s)

S-CAB Client

S_CAB Server

External 

Directories

SIP/IP Core

Non-CAB Systems

IP-1

XDMC

External 

Enablers

XDM Agent

Contact 

Subscription 

Function

Interworking 

Function

Contact Share 

Function

S

-

C

A

B

 

P

C

C

 

A

p

p

 

U

s

a

g

e

S

-

C

A

B

 

U

s

e

r

 

P

r

e

f

 

A

p

p

 

U

s

a

g

e

Push Enabler

L

I

S

T

 

X

D

M

S

DM Client

Presence 

Source

Presence 

Watcher

PRS-1

PRS-2

PresenceEnabler

PRS-7

PRS-3

XDM-4i







[image: image4.emf]Components specified by this enabler

Components not specified by this enabler

Interfaces specified or normatively used by this enabler

Interfaces not specified by this enabler

Reference Points specified by this enabler

Reference Points not specified by this enabler


Figure 3: S-CAB Architecture Diagram depicting S-CAB Capability population based on the Presence Enabler (informative)
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