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1 Reason for Change

This CR changes the interworking TS.

It adds information about the SMTP to CPM interworking.

2 Impact on Backward Compatibility

n/a

3 Impact on Other Specifications

n/a

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The Group is recommended to agree on the proposed changes.

6 Detailed Change Proposal
2.1 Normative References

	[3GPP TS23.140]
	“Multimedia Messaging Service (MMS); Stage 2”, TS23.140, 
URL: http://www.3gpp.org/

	[OMA-CPM-AD]
	“Con verged IP Messaging Architecture”, Open Mobile Alliance™, OMA-AD-CPM-V1_0, 

URL: http://www.openmobilealliance.org/

	[OMA-CPM-RD]
	“Converged IP Messaging Requirements”, Open Mobile Alliance™, OMA-RD-CPM-V1_0, 

URL: http://www.openmobilealliance.org/

	[RFC2045]
	IETF RFC 2045: ‘Multipurpose Internet Mail Extensions (MIME) Part One: Format of Internet Message Bodies’

URL: http://www.ietf.org/rfc/rfc2045.txt 

	[RFC2821]
	IETF RFC 2812: ‘Simple Mail Transfer Protocol’

URL: http://www.ietf.org/rfc/rfc2821.txt

	[RFC2822]
	IETF RFC 2822: ‘Internet Message Format’

URL: http://www.ietf.org/rfc/rfc2822.txt

	[RFC2852]
	IETF RFC 2852: ‘Deliver By SMTP Service Extension’

URL: http://www.ietf.org/rfc/rfc2852.txt

	[RFC3261]
	IETF RFC 3261: ‘SIP: Session Initiation Protocol’

URL: http://www.ietf.org/rfc/rfc3261.txt

	[RFC3424]
	IETF RFC 3424: ‘Session Initiation Protocol (SIP) Extension for Instant Messaging’

URL: http://www.ietf.org/rfc/rfc3428.txt

	[RFC3325]
	IETF RFC 3325: “Private Extensions to the Session Initiation Protocol (SIP) for  Asserted Identity within Trusted Networks”’

URL: http://www.ietf.org/rfc/rfc3325.txt

	[RFC3798]
	IETF RFC 3798: “Message Disposition Notification”

URL: http://www.ietf.org/rfc/rfc3798.txt

	[RFC4975]
	IETF RFC 4975: ‘The Message Session Relay Protocol (MSRP)’

URL: http://www.ietf.org/rfc/rfc4975.txt

	[RFC5365]
	IETF RFC 5365: “Multiple-Recipient MESSAGE Requests in the Session Initiation Protocol (SIP)”
URL: http://www.ietf.org/rfc/rfc5365.txt

	[RFC5366]
	IETF RFC 5366: “Conference Establishment Using Request-Contained Lists in the Session Initiation Protocol (SIP)”

URL: http://www.ietf.org/rfc/rfc5366.txt

	RFC 5438]
	IETF RFC 5438:  “Instant Message Disposition Notification (IMDN)”
URL: http://www.ietf.org/rfc/rfc5438.txt


2.1.3 Interworking with e-mail

In the use case shown below, the ISF selects the e-mail Interworking Function.

The e-mail interworking function (IWF/SMTP) is seen as an SMTP server node in the non-CPM System.
2.1.3.1 CPM to e-mail
<New text added>
2.1.3.2 E-mail to CPM

When the e-mail Interworking Function receives an SMTP message that is to be sent to a CPM User, it translates the message into either a Pager Mode CPM Message (MESSAGE message [RFC3428]) as described in the sections below or a Large Message Mode CPM Message.
Note: The tables in the following sections contain a description of the parameters that are necessary for CPM to/from e-mail interworking. Not all of the CPM or e-mail parameters are needed for interworking.
Figure SMTP_A shows the architecture and protocols used for interworking between CPM and e-mail.
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Figure email_A e-mail to CPM interworking architecture
The SMTP interface consists of three main commands:

· Mail From
· RCPT To

· Data

The IWF shall be able translate CPM messages to SMTP messages and the SMTP messages to CPM messages as described in the following sections. 

2.1.3.2.1.2. E-mail to Pager Mode CPM message mapping, 
When the IWF receives an e-mail message, it performs the following

1. it accepts & acknowledges the EHLO, performs MX lookup verification & subsequent SMTP commands (e.g., MAIL FROM, RCPT TO). Once the DATA receipt is completed, if the  message is short (e.g., less than 1300 bytes), the IWF builds a Pager Mode CPM Message  request as described in Table 1 and Table 2 below, by mapping the relevant headers and body from the SMTP message to the Pager Mode CPM Message 

2. It sends the Pager Mode CPM Message
3. If it receives a positive response to the Pager Mode CPM Message (e.g., 200 OK or 2XX), it sends a 250 OK in response of the DATA, otherwise it sends a corresponding error message.
Editor’s Note: Mapping for the negative response is FFS.

Editor’s Note: The IWF should not be used as a relaying MTA.

	SMTP

[headers from RFC 2821 unless otherwise noted]
	CPM MESSAGE header

[headers from RFC 3261 unless otherwise noted]
	Comment

	 RCPT TO:
	Request-URI and 

To


	Interworked by the e-mail IWF (map to a SIP URI following a lookup).
FFS: other interworking of SMTP to CPM.


Table 1 e-mail parameter to Pager Mode CPM Message mapping, SMTP level
	DATA part of the SMTP Information element 

[headers from RFC 2822  unless otherwise noted]
	CPM MESSAGE header

[headers from RFC 3428 or RFC 3261 unless otherwise noted]
	CPM MESSAGE Parameter status
	Comment

	MIME - To:, Cc:, Bcc:
	Not used if there is only one recipient. If there is more than one recipient, all recipients are added in the CPM Message body as part of a recipient-list-history body as per [RFC 5365]
	Optional
	

	SMTP - MAIL FROM:
	From, 

P-Asserted-Identity [RFC 3325]


	Mandatory
	

	MIME orig-date
	Date
	Optional
	Set to date provided by SMTP, otherwise set to current date and time at the IWF.

	Either SMTP – DELIVERBY
or MAIL FROM BY

 [RFC2852]
	Expires


	Optional
	Set to received value in either SMTP DELIVERBY or the MAIL FROM BY, otherwise set according to service provider policy.

	MIME - X-Priority
	Priority
	Optional
	Set to corresponding value of  X-Priority (i.e., 5 = CPM "non-urgent"; 3 = "normal"; 1 = "urgent"

	Disposition-Notification-To and disposition-type
[RFC3798]
	imdn.Disposition-Notification [RFC 5438]
	Conditional
	When RFC3798 "Disposition-Notification-To is "required", include "positive-delivery, negative-delivery" in the imdn.Disposition-Notification header.

When RFC3798 "disposition-type" is set to "displayed", include "display" in the imdn.Disposition-Notification.

	MIME - Subject:
	Subject


	Optional
	Set only if “Subject” header is set in the SMTP message.

	Not Applicable
	Max-Forwards
	Mandatory
	Set per the service provider policy

	MIME - Content-Type:
	Body
	Conditional
	Set to corresponding body types received in SMTP

	Not Applicable
	Via
	Mandatory
	Set to the address of the IWF.

	Not Applicable
	CSeq
	Mandatory
	Set by the IWF.

	Not Applicable
	Call-ID
	Mandatory
	Set by the IWF.


Table 2 e-mail parameter to Pager Mode CPM Message mapping
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