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1 Reason for Change

This CR proposes text for interworking of Pager Mode CPM Message with e-mail message.
Scope of change:
· clause “5.2.x
Interworking with e-mail”

2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended that the proposed changes are discussed and agreed.
6 Detailed Change Proposal

5.2.x       Interworking with e-mail
In the use case shown below, the ISF selects the e-mail Interworking Function.
The e-mail interworking function (IWF) is seen as an SMTP client node in the CPM System according to [RFC2821]. 
5.2.x.1     CPM to e-mail
5.2.x.1.1.
General

When the e-mail Interworking Function receives a CPM Message that is to be sent as an e-mail message to a user, it determines the address of the recipient’s SMTP server, (e.g., via DNS query).

The IWF receives from the ISF a Pager Mode CPM Message, or a Large Message Mode CPM Message.

· When the IWF receives a Pager Mode CPM Message (SIP MESSAGE) [RFC3428] it translates it into an SMTP [RFC2821] whose DATA carries the e-mail message [RFC2822] as specified in the sections below.

· When the IWF receives a Large Message Mode CPM Message, it will first receive a SIP INVITE, followed by one or more MSRP SEND [RFC4975] messages. The IWF buffers the content received in the MSRP SEND message and then translates it into an SMTP [RFC2821] whose DATA carries the e-mail message [RFC2822] as specified in the sections below.

Note: The tables in the following sections contain a description of the parameters that are necessary for CPM to/from e-mail interworking. Not all of the CPM or e-mail related parameters are needed for interworking.
Figure 1 shows the architecture and protocols used for interworking between CPM and e-mail.
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Figure 1 CPM to e-mail interworking architecture

IWF SHALL support the commands and replies specified in SMTP [2821].

The IWF SHALL: 

· translate CPM Messages to SMTP [RFC2821] commands and Internet Message Format [RFC2821], and 

· translate SMTP [RFC2821] commands and Internet Message Format [RFC2822] to CPM Messages 

as specified in the following sections. 

5.2.x.1.2

Pager Mode CPM Message to e-mail message mapping

When the IWF receives a Pager Mode CPM Message, carried as a SIP MESSAGE message, it performs the following:

1. It initiates a DNS query to find the address of the recipient’s SMTP server. 

2. It establishes a two-way transmission channel to SMTP server as specified in [RFC2821] and Table 1 by mapping the relevant headers from the CPM Message to the SMTP command.

3. It builds e-mail message as specified in [RFC2822] and Table 2 by mapping the relevant headers and body from the CPM Message to the e-mail message.

4. It initiates e-mail transaction to send the message to the recipient and keeps the transaction open to wait for the SMTP reply on the last data transmitted.
5. If it receives a positive response, it composes a SIP 202 Accepted message as described in Table 3, otherwise it composes the corresponding SIP error message.

Editor’s Note: Mapping for the negative response is, FFS.

	CPM MESSAGE header
	SMTP Commands [RFC2821]
	Comment

	P-Asserted-Identity [RFC 3325], if present, otherwise, 

From
	MAIL FROM
	Editor’s note: How to construct MAIL FROM is FFS.

	Request_URI


	 RCPT TO
	Editor’s note: How to construct RCPT TO is FFS.



Table 1 CPM to e-mail message parameter mapping, SMTP level
	CPM MESSAGE header

[headers from RFC 3428 unless otherwise noted]
	Internet Message Format (RFC 2822) header and body
	Internet Message Format parameter status
	Comment

	P-Asserted-Identity [RFC 3325], if present, otherwise, 

From

	From
	Mandatory
	Editor’s note: How to construct From is FFS.
Interworked by the e-mail IWF.Address not revealed if CPM sender requested Anonymity

	Date 

or 

imdn.DateTime [RFC 5438]
	orig-date
	Mandatory
	Set to date provided in SIP MESSAGE message otherwise set to current date and time at the IWF


	Request-URI 


	To
	Optional
	Interworked by the e-mail IWF.

	Not Applicable
	msg-id
	Optional
	Unique ID for the message. 
FFS how msg-id can be mapped to Contribution ID.

	Not Applicable
	Sender
	Optional
	

	Subject


	Subject
	Optional
	Set only if “Subject” header is set in CPM Message.

	Priority
	X-Priority
	Optional
	Set to corresponding value of  Priority (i.e., 5 = CPM "non-urgent"; 3 = "normal"; 1 = "urgent"

	Expires


	Either SMTP – DELIVER BY

or MAIL FROM BY

 [RFC2852]
	Optional
	Editor’s note: to decide which of the two fields in Email should be mapped to.
Set according to received value in Expires, otherwise set according to service provider policy.

	imdn.Disposition-Notification [RFC 5438]
	Disposition-Notification-To and disposition-type

[RFC3798]
	Conditional
	When RFC5438 “imdn.Disposition-Notification” is set to “positive-delivery” or “ negative-delivery” or both 
Set "Disposition-Notification-To is "required" according to RFC3798.

When RFC5438  “imdn.Disposition-Notification” is set to "display", set "disposition-type" to "displayed" according to RFC3798.

	MIME body
	Message body
	Optional
	Set to corresponding body types received in SIP MESSAGE body


Table 2 Pager Mode CPM Message to e-mail message parameter mapping
Editor’s Note: How to correlate e-mail disposition notification with the corresponding CPM Message IMDN, is FFS.

	SMTP [RFC2821] Reply header
	CPM MESSAGE response header [headers from RFC 3428 unless otherwise noted]
	CPM parameter status
	Comment

	250 OK 
	Response code[RFC 3261] set to 202, 

reason phrase [RFC 3261] set to Accepted
	Mandatory
	

	Not Applicable
	Call-ID
	Mandatory
	Set by the e-mail IWF per the Call-ID header field received in the CPM Message.

	Not Applicable
	To
	Mandatory
	Set by the e-mail IWF, per the To header field received in the CPM Message.

	Not Applicable
	Via
	Mandatory
	Set by the e-mail IWF, per the Via header field received in the CPM Message.

	Not Applicable
	From
	Mandatory
	Set by the e-mail IWF, per the From header field received in the CPM Message.

	Not Applicable
	CSeq
	Mandatory
	Set by the e-mail IWF, per the CSeq header field received in the CPM Message.

	Not Applicable
	Content-Length 
	Mandatory
	Set to 0 by the e-mail IWF.


Table 3 SMTP 250 OK to CPM mapping of a SIP 202 Accepted, parameter level
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