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1 Reason for Change

This CR changes the interworking TS.

It provides text about doing SMS interwork using 3GPP’s IP SM Gateway.
2 Impact on Backward Compatibility

n/a

3 Impact on Other Specifications

n/a

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The Group is recommended to agree on the proposed changes.

6 Detailed Change Proposal
2. References

2.3 Normative References

	[3GPP TS23.140]
	“Multimedia Messaging Service (MMS); Stage 2”, TS23.140, 
URL: http://www.3gpp.org/

	[3GPP TS23.204]
	“Support of Short Message Service (SMS) over generic 3GPP Internet Protocol (IP) access; Stage 2”, TS23.204, 
URL: http://www.3gpp.org/

	[3GPP TS29.311]
	“Service Level Interworking for Messaging Services; TS29.311, 
URL: http://www.3gpp.org/

	[OMA-CPM-AD]
	“Con verged IP Messaging Architecture”, Open Mobile Alliance™, OMA-AD-CPM-V1_0, 

URL: http://www.openmobilealliance.org/

	[OMA-CPM-RD]
	“Converged IP Messaging Requirements”, Open Mobile Alliance™, OMA-RD-CPM-V1_0, 

URL: http://www.openmobilealliance.org/

	[RFC2045]
	IETF RFC 2045: ‘Multipurpose Internet Mail Extensions (MIME) Part One: Format of Internet Message Bodies’

URL: http://www.ietf.org/rfc/rfc2045.txt 

	[RFC2821]
	IETF RFC 2812: ‘Simple Mail Transfer Protocol’

URL: http://www.ietf.org/rfc/rfc2821.txt

	[RFC3261]
	IETF RFC 3261: ‘SIP: Session Initiation Protocol’

URL: http://www.ietf.org/rfc/rfc3261.txt

	[RFC2822]
	IETF RFC 2822: ‘Internet Message Format’

URL: http://www.ietf.org/rfc/rfc2822.txt

	[RFC2852]
	IETF RFC 2852: ‘Deliver By SMTP Service Extension’

URL: http://www.ietf.org/rfc/rfc2852.txt

	[RFC3424]
	IETF RFC 3424: ‘Session Initiation Protocol (SIP) Extension for Instant Messaging’

URL: http://www.ietf.org/rfc/rfc3428.txt

	[RFC3325]
	IETF RFC 3325: “Private Extensions to the Session Initiation Protocol (SIP) for  Asserted Identity within Trusted Networks”’

URL: http://www.ietf.org/rfc/rfc3325.txt

	[RFC3798]
	IETF RFC 3798: “Message Disposition Notification”

URL: http://www.ietf.org/rfc/rfc3798.txt

	[RFC4975]
	IETF RFC 4975: ‘The Message Session Relay Protocol (MSRP)’

URL: http://www.ietf.org/rfc/rfc4975.txt

	[RFC5365]
	IETF RFC 5365: “Multiple-Recipient MESSAGE Requests in the Session Initiation Protocol (SIP)”
URL: http://www.ietf.org/rfc/rfc5365.txt

	[RFC5366]
	IETF RFC 5366: “Conference Establishment Using Request-Contained Lists in the Session Initiation Protocol (SIP)”

URL: http://www.ietf.org/rfc/rfc5366.txt

	[RFC 5438]
	IETF RFC 5438: “Instant Message Disposition Notification (IMDN)”
URL: http://www.ietf.org/rfc/rfc5438.txt

	[SMPP]
	SMPP v3.4: ‘Short Message Peer-to-Peer Protocol Specification’
URL: http://www.smsforum.net


3.3
Abbreviations

	ESME
	External Short Message Entity

	IP-SM-GW
	IP Short Message Gateway

	OMA
	Open Mobile Alliance

	SM
	Short Messages

	SMPP
	Short Message Peer to Peer protocol

	SMS-C
	Short Message Service Center

	
	

	
	


5.2.2 Interworking with SMS

Interworking between CPM and SMS consists of translating CPM Messages (both outside and within a CPM Session) to SMS messages as well as translating SMS messages to Pager Mode or Large Message Mode CPM Messages.

Two interworking realizations are described in this TS:

· An IP Short Message Gateway (IP-SM-GW) realization, and

· An External Short Message Entity (ESME) realization
They are functionally equivalent, and are described below.
5.2.2.1 IP Short Message Gateway Realization


The following documents describe the interworking between CPM and SMS using the IP-SM-GW:
· [3GPP TS23.204], which provides information on the flows for message delivery, delivery notifications and read reports, and session interworking

·  [3GPP TS29.311], which provides detailed message & parameters mapping.
Editor’s note: the 3GPP specifications are being updated as part of 3GPP release 10.
2.3.4.1.1 
2.3.4.1.2 
5.2.2.2 External Short Message Entity  Realization
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