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1 Reason for Change

To detail Video Share Service as defined in IR 74 and IR 84, as example of CPM-based Services in appendix D.
Both IR74 and IR84 GSMA specifications are public.
2 Impact on Backward Compatibility

none
3 Impact on Other Specifications

none
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

We recommend to discuss and approve this proposal 
6 Detailed Change Proposal

Change 1:  Add reference
2.1 Normative References
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	IETF RFC 3428: “Session Initiation Protocol (SIP) Extension for Instant Messaging”,

URL: http://www.ietf.org/rfc/rfc3428.txt

	[RFC3680]
	IETF RFC 3680: “A Session Initiation Protocol (SIP) Event Package for Registrations”,

URL: http://www.ietf.org/rfc/rfc3680.txt
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Change 2:  Add Appendix
Appendix D: Examples of CPM-based Services
This appendix lists several examples of CPM-based Services. This list is not exhaustive and not intended to limit the development of further CPM-based Services.
D.1 Video Share Service along with a pre-existing voice call
The video share service along with pre-existing voice call allows a User to share a video continuous media stream with another user, along with a pre-existing voice-call (CS-voice or VOIP).

The CPM User can decide to share pre-recorded or live video with his contact.

The video share CPM-based Service uses the +g.3gpp.cs-voice feature tag to identify itself and the service is defined in [GSMA IR.74] and, with some extensions to  [GSMA IR.74], in [GSMA IR.84]..
The video share CPM-based Service uses the following facilities offered by CPM:

· Registration services as described in sections 7.1 and 8.1. 
· CPM Session services as described in sections 7.3, 7.5, and 8.4, with the following restrictions:
· The CPM Client sends a SIP INVITE and establishes a half duplex RTP session as described in IR74 including CPM Conversation Identity as describe in 7.3.1
· Only uni-directional video streams are supported.
D.2 Video Share Service without a pre-existing voice call

The video share service without a pre-existing voice call allows a User to share a video continuous media stream with another user without a pre-existing voice-call.

The CPM User can decide to share pre-recorded or live video with his contact.

The video share CPM-based Service uses the ICSI(s) and IARI(s) defined in [GSMA IR 84] to identify itself and the service is defined in [GSMA IR.84].

The video share CPM-based Service uses the following facilities offered by CPM:

· Registration services as described in sections 7.1 and 8.1. 
· CPM Session services as described in sections 7.3, 7.5, and 8.4, with the following restrictions:

· The CPM Client sends a SIP INVITE and establishes a half duplex RTP session as described in IR84 including CPM Conversation Identity as describe in 7.3.1

· Only uni-directional video streams are supported.
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