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1 Reason for Change

This contribution proposes adding dependency-related description to EVC architecture, and new relevant references and abbreviations. 
R01: removes the dependency on the PUSH enabler.
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The group is recommended to agree the proposal and incorporate it into the corresponding document.
6 Detailed Change Proposal

Change 1:  Add new description to the dependency for EVC Architecture
6.1 Dependencies







The EVC Enabler utilizes several existing technologies specified in OMA Enablers and other non-OMA specifications (IETF, 3GPP, 3GPP2). 
The EVC Enabler depends on technologies provided by other OMA Enablers, including the following:

· Communication technology: CPM Enabler as described in [OMA-CPM-AD]
· XML document management technology: XDM Enabler as described in  [OMA-XDM-AD]

· Device provisioning technology : Device Management Enabler as described in [OMA-DM-PRO]

· 
· Presence technology: Presence Enabler as described in [OMA-PRS-AD]
Furthermore, the EVC Enabler is dependent on an underlying SIP/IP core infrastructure to transport SIP messages between the EVC functional components. A particular instantiation of the SIP/IP core infrastructure is the IP Multimedia Subsystem as specified in either [3GPP TS23.228] or [3GPP2 X.S0013-002].
Change 2:  Add new references about dependencies
2.1 Normative References

	[3GPP TS23.228]
	“IP Multimedia Subsystem (IMS); Stage 2”, 3GPP, TS23.228, URL:http://www.3gpp.org/

	[3GPP2 X.S0013-002]
	“All-IP Core Network Multimedia Domain - IP Multimedia Subsystem (IMS) - Stage-2”, 3GPP2, X.S0013-002-A, URL:http://www.3gpp2.org/

	[OMA-CPM-AD]
	“Converged IP Messaging Architecture”, Open Mobile Alliance™, OMA-AD-CPM-V2_0, URL: http://www.openmobilealliance.org

	[OMA-DM-PRO]
	“Device Management Protocol”, Open Mobile Alliance™, OMA-TS-DM_Protocol-V1_2, URL:http://www.openmobilealliance.org/

	[OMA-PRS-AD]
	“Presence SIMPLE Architecture”, Open Mobile Alliance™, OMA-AD-Presence_SIMPLE-V2_0, URL:http://www.openmobilealliance.org/

	
	

	[OMA-XDM-AD]
	“XML Document Management Architecture”, Open Mobile Alliance™, OMA-AD-XDM-V2_2, URL: http://www.openmobilealliance.org/

	[OSE]
	“OMA Service Environment”, Open Mobile Alliance™,
URL:http://www.openmobilealliance.org/

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, URL:http://www.ietf.org/rfc/rfc2119.txt

	[RFC4234]
	“Augmented BNF for Syntax Specifications: ABNF”. D. Crocker, Ed., P. Overell. October 2005, URL:http://www.ietf.org/rfc/rfc4234.txt

	
	

	[SCRRULES]
	“SCR Rules and Procedures”, Open Mobile Alliance™, OMA-ORG-SCR_Rules_and_Procedures, URL:http://www.openmobilealliance.org/


Change 3:  Add new abbreviations about dependencies
3.3
Abbreviations



	3GPP
	3rd Generation Partnership Project

	3GPP2
	3rd Generation Partnership Project 2

	CPM
	Converged IP Messaging

	DM
	Device Management

	EVC
	Enhanced Visual Call

	OMA
	Open Mobile Alliance

	PRS
	Presence

	RFC
	Request For Comments

	SIP
	Session Initiation Protocol

	XDM
	XML Document Management

	XML
	eXtensible Markup Language
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