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Change Request

	Title:
	EVC architecture diagram and conventions
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	COM-EVC

	Doc to Change:
	OMA-ER-EVC-V1_0-20140613-D

	Submission Date:
	29 Oct 2014

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Editorial

	Source:
	Jia Xiongwei, China Unicom, jiaxw9@chinaunicom.cn
Hao Dong, ZTE, dong.hao1@zte.com.cn 
Qian He, RITT, heqian@mail.ritt.com.cn
Basavaraj Pattan, Samsung Electronics, basavarajjp@samsung.com


	Replaces:
	OMA-COM-EVC-2014-0053R04-CR_AD_Architecture_Diagram


1 Reason for Change

This contribution proposes adding EVC architecture diagram and relevant conventions based on the discussion for INP#51.
R01: updates the architecture diagram according to the discussions on the Montreal meeting. 
R02: suggests merging the proposals from INP#70 and CR#60R01 and this CR.
R03: keeps original section 3.1 and moves the legend to the proposed architecture diagram figure, and makes some changes according to offline discussions. 
R04: cleaner representation and co-signed by Samsung.
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The group is recommended to agree the proposal and incorporate it into the corresponding document.
6 Detailed Change Proposal
Change 1:  Add EVC Architecture diagram conventions








Note to Editor: not any change on section 3.1.
Change 2:  Add EVC Architecture diagram
6.2 Architectural Diagram
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Figure 1: EVC Architectural Diagram 
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