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1 Reason for Change

The contribution is proposed to address EVC CONRR comments A0119, A0120, A0121, and A0122:
	ID
	Open Date
	Type
	Section
	Description
	Status

	A0119
	2015.03.09
	E
	Appendix C.7
	Source: Samsung Electronics

Form: #CONR-2015-0013 

Comment: Scenario 6: Real-time Message(RTM) to Call Invitation
Proposed Change: Scenario 7: Real-time Message(RTM) to Call Invitation
	Status: OPEN

	A0120
	2015.03.09
	Q
	Appendix C.7
	Source: Samsung Electronics

Form: #CONR-2015-0013 

Comment: No details are provided about the RTM Client and RTM Server? 
Proposed Change: RTM Client should be modified as EVC Client and RTM Server as EVC Server to align with the architecture and flows.
	Status: OPEN

	A0121
	2015.03.09
	T
	C.7.2.1

C.7.2.2
	Source: ZTE Corporation
Form: #CONR-2015-0012
Comment: Two editor’s notes should be addressed about RTM function; and the RTM channel setup procedures are different between C.7.2.1 and C.7.2.2.
Proposed Change:  Revise the figure and procedure description of RTM Channel Setup in C.7.2.1 to align with C.7.2.2.
	Status: OPEN

	A0122
	2015.03.09
	Q
	Appendix C.7.2.1
	Source: Samsung Electronics

Form: #CONR-2015-0013 

Comment: Note 2: EVC User A can also speak to EVC User B after sharing tentative real-time message e.g., hang-on a second.

Audio will be established already.

Proposed Change: 
	Status: OPEN


2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The group is recommended to agree the proposal and incorporate it into the specification.
6 Detailed Change Proposal

Change 1:  Revise Section C.7 of ER document to resolve CONRR comments A0119, A0120, A0121, and A0122
C.1 Scenario 7: Real-time Message(RTM) to Call Invitation
Example for “RTM to Call Invitation” is – EVC User receives a call invitation from another EVC User, and EVC User (callee) responds with real-time messages (RTM) to the call invitation while accepting or rejecting the call.
C.1.1 Scenario Flow:

1. EVC User B selects to place a call with EVC User A.

2. EVC User A selects to accept/reject the call and respond with RTM.
3. EVC User A types and shares his/her real-time message(s) towards EVC User B.

4. EVC User B views the real-time message(s) received with the accepted/rejected call.
C.1.2 High Level Flow:

C.1.2.1 RTM to Call Invitation – Accept:
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 Figure 14: High Level Flow –RTM to Call Invitation – Accept 
The above figure shows the EVC User B (Person) placing a call request to EVC User A (Person) and EVC User A responds with real-time messages (RTM) to the call invite while accepting the call. The major steps include the following:
1. EVC User B selects to place a call with EVC User A.

2. Call Handling client on User B’s device initiates call setup towards User A.
3. EVC Client A displays incoming call alert providing option for EVC User A to respond with RTM.

4. EVC User A selects to accept the call and respond with RTM.
5. Call between EVC User A and EVC User B is established. At the same time EVC Client A initiates RTM channel setup towards EVC Client B via EVC Server.

6. EVC Client B auto-accepts RTM channel setup from EVC Client A. 

7. EVC User A types and shares his/her real-time message(s) towards EVC User B.

8. EVC Client B correlates the real-time message(s) received, with the accepted outgoing call from EVC User B and displays them together.
Note 1: EVC User B can also share his/her real-time message(s), depending on the scenario e.g., sharing address during the call.

Note 2: EVC User B can continue to talk over the established call while he/she is receiving real-time message(s) from the EVC User A.

C.1.2.2 RTM to Call Invitation – Reject:
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 Figure 15: High Level Flow –RTM to Call Invitation – Reject 
The above figure shows the EVC User B (Person) placing a call request to EVC User A (Person) and EVC User A responds with real-time messages (RTM) to the call invite while rejecting the call. EVC User B can share his/her real-time message(s), depending on the scenario e.g., sharing reason for rejection of the call. The major steps include the following:
1. EVC User B selects to place a call with EVC User A.

2. Call Handling client on User B’s device initiates call setup towards User A.
3. EVC Client A displays incoming call alert providing option for EVC User A to respond with RTM.

4. EVC User A selects to reject the call and respond with RTM.
5. EVC Client A initiates RTM setup towards EVC Client B via EVC Server.

6. EVC Client B auto-accepts RTM setup from EVC Client A.

7. EVC User A types and shares his/her real-time message(s) towards EVC User B.

8. EVC Client B correlates the real-time message received, with the rejected outgoing call from EVC User B and displays them together.
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