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1 Reason for Change

1) EVVM client can communicate with the EVVM server directly via IP-CAN, e.g. Wi-Fi,. However it is quite common that the Wi-Fi connection can be unreliable, so it is suggested that EVVM enabler should take this situation into account.
2) Multi-mode handsets are popular today. Thus, it is necessary to guarantee the consistent service behaviour for the users during the ‘mode’ switching.
2 Impact on Backward Compatibility

n/a 

3 Impact on Other Specifications

n/a 

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended to discuss and agree this CR, and to implement in the EVVM RD.

6 Detailed Change Proposal

Change 1:  Add the following requirement items to Section 6.1. 
	EVVM-HLF-003
	The EVVM Enabler SHALL provide the EVVM User with the service continuity in the intermittent-connectivity situations, such as loss of coverage, unreliable connections etc.
	EVVM V1.0

	EVVM-HLF-004
	The EVVM Enabler SHALL provide the EVVM User with the service continuity in the mode switching situations of multi-mode terminal devices, such as the switching from WLAN  to GPRS, etc. 
	EVVM V1.0
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