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1 Reason for Change
As agreed in the Tel Aviv interim meeting in October, OMA EVVM should include all features of OMTP VVM V1.3, and all VVM1.3 requirements (interpreted from OMTP documents) will need to be listed in an informative annex of the EVVM RD.
In Seoul meeting, Alcatel-Lucent together with ZTE and Huawei accepted action A006 as shown below:

	Actions
	Responsible 
	Details 
	Due date
	Status

	EVVM-2010-A006
	Moh Torabi
	to coordinate the extraction of VV1.3 requirements with ZTE and Huawei, deadline January F2F meeting (see OMA-COM-EVVM-2010-0051).
	2011-01-15
	OPEN


According to the “INP_VVM1.3_Reqs_Assignment”, this CR lists the requirements extracted by ZTE from OMTP VVM V1.3 specifications and proposes to add them into OMA EVVM RD.
2 Impact on Backward Compatibility

n/a 

3 Impact on Other Specifications

n/a 

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

This Change Request is proposed for agreement by EVVM SWG.

6 Detailed Change Proposal

Change 1:  Add the following requirement items to Appendix D
D.x1 Message Retrieval
To address requirements related to  message retreval.
	Label
	Description
	Release

	VVM-MR-001
	The VVM client communicates with the VVM server for message retrieval.
	VVM V1.3, Section 2.1

	VVM-MR-002
	The VVM specifications support the retrieval of the following message types:

·   Voice 

·   Video 

·   Fax 

·   ECC (Empty Call Capture): An empty voice message. 

·   NM (Number Message):  An empty voice message including the number to which the reply is sent. 

·   MDN (Message Disposition Notification):  A system message advising the subscriber whether the message has been displayed, deleted, dispatched, or denied 

·   DSN (Delivery Status Notification):  A system message notifying the subscriber of the message delivery status (Delivered, Failed, or Delayed). 

·   Infotainment:  A voice message deposited directly to the subscriber mailbox by an external application. 
	VVM V1.3, Section 2.1

	VVM-MR-003
	The VVM server supports transcoding the message attachment to a format supported by the client as follows:

Attachment Type
File Formats
MIME Types
Voice and 

Greeting 

attachments  

AMR 12200
audio/amr
WAV g711a
WAV g711u
audio/wav; codec=“g711a” 

audio/wav; codec=“g711u”
QCELP 13300
EVRC, 13000
audio/qcelp 

audio/evrc
Video 

attachments
3gpp h263_amr
video/3gpp; codec=“h263_amr”
Fax attachments
PDF
application/pdf 
Scripted Text
Text  
plain/text

	VVM V1.3, Section 2.1


D.x2 TUI Password Changes

To address requirements related to  TUI password changes.
	Label
	Description
	Release

	VVM-TPC-001
	The VVM service enables the client to change the subscriber’s TUI password.
	VVM V1.3, Section 2.3


D.x3 TUI Language Changes

To address requirements related to  TUI language changes.
	Label
	Description
	Release

	VVM-TLC-001
	The VVM service enables the client to change the  subscriber’s  voice  mail 

language.
	VVM V1.3, Section 2.4


6 NUT Closing

To address requirements related to  NUT Closing.
	Label
	Description
	Release

	VVM-NTC-001
	The VVM specifications support the implementation of a New User Tutorial (NUT) in an VVM client.
	VVM V1.3, Section 2.5


6 Audio Message Transcription

To address requirements related to  audio message transcription.
	Label
	Description
	Release

	VVM-TRN-001
	The VVM specifications support the transcription of an audio message.
	VVM V1.3, Section 2.6


6 Interaction between VVM and SMS

To address requirements related to interaction between VVM and SMS.
	Label
	Description
	Release

	VVM-SMS-001
	The VVM specifications support the system-originated SMS messages sent to the VVM client to notify the client about a specific event in the subscriber’s mailbox or profile.
	VVM V1.3, Section 2.9

	VVM-SMS-002
	The VVM specifications support the Mobile (Client) -originated SMS messages that enable the client to query the system about the subscriber’s status, as well as to turn the service notifications on or off.
	VVM V1.3, 

Section 2.9  

	VVM-SMS-003
	The VVM service is able to send legacy notifications in addition to the VVM notifications.
	VVM V1.3, 

Section 2.9  

	VVM-SMS-004
	The VVM Client is able to filter out the regular notifications if regular notifications are received in addition to VVM notifications.
	VVM V1.3, 

Section 2.9  

	VVM-SMS-005
	The VVM service may support sending the following SMS messages to the client:
· SYNC SMS: Notifies the client that the status of a message or greeting in the mailbox may have been changed;

· STATUS SMS: Notifies the client that the VVM subscriber’s provisioning status was changed.
	VVM V1.3,
Section 2.9  

	VVM-SMS-006
	The VVM specifications support the configuration of an outgoing SMS on the server according to the client type.
	VVM V1.3, 

Section 2.9  

	VVM-SMS-007
	The VVM Client is able to send SMS messages to the server to do the following:
· Query the provisioning status of the subscriber, using a STATUS SMS message;

· Activate the service;

· Deactivate the service.
	VVM V1.3, 

Section 2.9  
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