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1 Reason for Change

Per the EVVM Group decision to reformat all OMTP/GSMA VVM1.3 requirements into OMA Requirements Document format and compile them in Appendix X of the EVVM RD document, this CR addresses Section 2.2 of the VVM 1.3 on the subject of Message Deposit  Interface.

2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Section 2.2 of the VVM 1.3 Specs the interaction  between VVM Client and VVM Server to  support  voice message deposit  as follows:
	
	Section 2.2 relative   in OMTP 1.3 , 1st Paragraph
	OMA format RD Item

	1
	The VVM service supports voice message deposit via the Simple Mail Transfer Protocol (SMTP) protocol as described in RFC2821.
	The VVM enabler supports users to deposit their voice message.



	2
	SMTP authentication uses the AUTH mechanism command as described inRFC 2554….. In the SMTP AUTH (Digest MD5) command, the client is authenticated with a predefined username and password, supplied as part of the STATUS SMS.
	The VVM enabler supports authentication of the VM deposit request from a user(e.g., predefined username and password).



	3
	The client may optionally use STARTTLS from RFC2595, RFC3207, RFC4642 for session encryption.
	The VVM Client supports encryption of session for depositing VM.

	4
	Delivery Status Notification (DSN) messages are deposited in the sender’s mailbox if one of the message recipients was not located.
	The VVM enabler supports storing of delivery notifications in sender’s mailbox if  the VM recipient cannot belocated.

	5
	When forwarding or replying, the original should be attached as a message [RFC822] mime component. Putting the original as a message [RFC822] component in the reply/forward preserves all the header information of the original message.
	The VVM enabler supports inclusion of the original  VM when it is forwarded or replied to. 

 


These RD Items  are  recommended to be agreed for inclusion in   Appendix D.X7 in the EVVM RD document. 
6  Detailed Change Proposal ALL requirements are new and needed to be added
Change 1:  EVVM RD Document Appendix D.X7  VVM1.3 Message  Deposit  

D.X7
Message  Deposit
	Label
	Description
	Release

	VVM-MED-001
	The VVM specification supports users to deposit their voice message.


	VVM1.3, Sections 2.2 Message Deposit  Interface

	VVM-MED-002
	The VVM specification supports authentication of the VM deposit request from a user(e.g., predefined username and password).


	VVM1.3, Sections 2.2 Message Deposit  Interface

	VVM-MED-003
	The VVM client supports encryption of session for depositing VM.
	VVM1.3, Sections 2.2 Message Deposit  Interface

	VVM-MED-004
	The VVM specification supports storing of delivery notifications in sender’s mailbox if  the VM recipient cannot be located.
	VVM1.3, Sections 2.2 Message Deposit  Interface

	VVM-MED-005
	The VVM specification supports inclusion of the original  VM when it is forwarded or replied to. 

 
	VVM1.3, Sections 2.2 Message Deposit  Interface


Table X-7 : VVM 1.3 Message  Deposit Requirements
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