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1 Reason for Change

This change addresses the following RDRR comments.
	
	
	
	
	



	


	
	
	
	
	



	


	A117
	14-02-2011
	T
	6.1

HLF-015
	Source: RIM

Form: INP doc

Comment: EVVM must be compliant with OMTP VVM 1.3.

Proposed Change: Reduce requirement level from SHOULD to MAY.
	Status: CLOSED
No action; “SHOULD” leaves room to be compliant without wideband speech support.

	A119
	14-02-2011
	T
	6.1

HLF-016
	Source: RIM

Form: INP doc

Comment: The requirement needs to be refined, indicating that it is the server that maintains the ‘Sent VM’ mailbox, if requested by the user.

Also, some service provides may have policies that forbid storing outgoing VMs.

Proposed Change: “allow an EVVM user to manage (e.g., list, retrieve, delete) the voice messages previously sent by him/her and stored by the server in a separate folder”

Add this new requirement: “The EVVM Enabler SHALL store copies of sent VMs in a separate mailbox according to user preferences and service provider policies.”
	Status: CLOSED


	A120
	14-02-2011
	T
	6.1 EVVM-HLF-016
	Source: Alcatel-Lucent

Form: INP doc

Comment: Either the VM folder (Box) must be user’s own, or he/she has the authorization to access it, and manage its content. Otherwise, this does not make sense from security/privacy perspective!

  Proposed Change: This requirement must be revised to incorporate considerations for security and privacy.
	Status: CLOSED


	A121
	2011.02.21
	T
	6.1

EVVM-HLF-016
	Source: ZTE

Form: INP doc

Comment: We suggest that the EVVM Enabler also allow a user to resend to other recipients the voice messages previously sent by him/her, which will enhance the user experience.
Proposed Change: The EVVM Enabler MAY allow an EVVM user to manage (e.g., list, retrieve, delete, resend to other recipients) the voice messages previously sent by him/her in a separate folder.
	Status: CLOSED
No action; 

	A122
	19-02-2011
	T
	HLF-16
	Source: Comverse

Form: INP doc

Comment: it is not clear whose mailbox is to be managed (e.g. an EVVM Sender X sends to EVVM User Y – whose folder is to be managed?).

Proposed Change:.clarify
	Status: CLOSED


	A123
	14-02-2011
	T
	6.1

HLF-017
	Source: RIM

Form: INP doc

Comment: It is not clear what this indication is. Is it a flag that applies to the entire message, or, more like a “smiley” that applies to specific portions (well-defined intervals) within the VM? Based on the discussions in Nanjing, it is the former, applying to the VM as a whole. We recommend narrowing the scope of the requirement accordingly.

Proposed Change: “allow an EVVM user to include an overall emotion indication (happy, sad, angry etc) along with the VM while depositing the voice message”
	Status: CLOSED
Dropped the word ‘overall’, and clarified the issue slightly differently.

	A124
	14-02-2011
	E
	6.1

HLF-017
	Source: RIM

Form: INP doc

Comment: Wording improvement.

Proposed Change: “while depositing the VM for delivery”
	Status: CLOSED


	A125
	14-02-2011
	E
	6.1 EVVM-HLF-017
	Source: Alcatel-Lucent

Form: INP doc

Comment: This requirement should be modified as proposed below.

  Proposed Change: The EVVM Enabler MAY allow an EVVM user to include support inclusion of emotion indications (e.g., happy, sad, angry etc) by the sending user while depositing a voice message to the recipient via the EVVM service. 

NOTE: The number of the emotion indications is finite and will be decided in the TS phase.
	Status: CLOSED
The e.g. list has been removed during offline discussions.

	A126
	2011.02.21
	E
	6.1

EVVM-HLF-017
	Source: ZTE

Form: INP doc

Comment: Typos.
Proposed Change: The EVVM Enabler MAY allow an EVVM user to include emotion indication (happy, sad, angry, etc.) while depositing a voice message to the recipient via the EVVM service.
	Status: CLOSED
No action; see A125.

	A127
	14-02-2011
	T
	6.1

HLF-018
	Source: RIM

Form: INP doc

Comment: I think that it is not about delivering the actual indications to the user as is, rather, convey the meaning of the indication, turning an enumerated value into a graphic, audio, text, etc representation.

Proposed Change: “The EVVM Enabler SHALL convey the meaning of the emotion indication information, if present, to the recipient”
	Status: CLOSED


	A128
	14-02-2011
	E
	6.1 EVVM-HLF-018
	Source: Alcatel-Lucent

Form: INP doc

Comment: The sentence for the NOTE is convoluted and should be fixed unless we change it as “Editor’s Note” to be removed later! 

Proposed Change: Editorially fix the NOTE as follows:

NOTE: when tThe delivery time of the emotion indication to the EVVM User takes place will be resolved in the AD/TS development.
	Status: CLOSED



Note: A118 has been removed from the range.

R01 changes (offline discussion between ALU, Comverse, RIM, Samsung):

Updated HLF-017

Updated the description of A123


Updated the description of A125

2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Review and agree the proposed changes.
6 Detailed Change Proposal

Change 1:  Update section 6.1 as follows.

<intro text for High Level requirements here>

	Label
	Description
	Release

	EVVM-HLF-001
	The EVVM Enabler SHALL support features and functions as specified in OMTP/GSMA VVM 1.3.
	EVVM V1.0

	EVVM-HLF-002
	The EVVM Enabler MAY support forwarding a voice mail to a 3rd party as a MMS message, including meta data, according to the operator’s policy.
	EVVM  V1.0

	EVVM-HLF-003
	The EVVM Enabler MAY support forwarding a voice mail to a 3rd party as a EMAIL message according the operator’s policy. 
	EVVM  V1.0

	EVVM-HLF-004
	The EVVM Enabler MAY support forwarding a voice mail transcript to a 3rd party as a SMS message according to the operator’s policy. 
	EVVM  V1.0

	EVVM-HLF-005
	The EVVM Enabler MAY allow the user to request a delivery and/or read report when forwarding a voice message as MMS or EMAIL, according to the operator’s policy.
	EVVM V1.0

	EVVM-HLF-006
	The EVVM Enabler MAY allow the user to request a delivery report when forwarding a voice message as SMS, according to the operator’s policy.
	EVVM V1.0

	EVVM-HLF-007
	The EVVM Enabler SHALL allow an EVVM user to deposit a voice message (new, existing or edited one) to the recipient via the EVVM service.
	EVVM V1.0

	EVVM-HLF-008
	The EVVM Enabler MAY allow an EVVM subscriber to block or accept callers for leaving voice mails. 
	EVVM V1.0

	EVVM-HLF-009
	The EVVM Enabler SHALL ensure that the protocol version and client type are exchanged between the EVVM client and the EVVM server.
	EVVM V1.0

	EVVM-HLF-010
	The EVVM Enabler MAY maintain the EVVM based service without interruption in the following challenged environment:

· Intermittent connectivity situation (such as unreliable connections, temporary lost of client server connection etc.)

· Switching between multi-mode connections (such as WiFi, GPRS, UMTS, LTE etc.).
	EVVM V1.0

	EVVM-HLF-011
	The EVVM Enabler MAY support multiple identifier types (such as phone number, email address, SIP URI etc.) to deposit a voice mail.
	EVVM V1.0

	EVVM-HLF-012
	The EVVM Enabler MAY support association of multiple identifiers (such as phone number, email address, SIP URI etc.) with one and only one voice mail box.
	EVVM V1.0

	EVVM-HLF-013
	The EVVM enabler MAY support creating and managing groups (e.g. a predetermined list of colleagues stored in an address book, a white list etc) for greetings and associate greetings with groups.
	EVVM V1.0

	EVVM-HLF-014
	An EVVM user MAY be able to add a background audio item and send it together with his/her voice message. The EVVM Enabler MAY support playing a voice message and its associated background media simultaneously at the recipient’s EVVM client.
	EVVM V1.0

	EVVM-HLF-015
	The EVVM Enabler SHOULD support the handling of wide band speech (e.g. G.722, AMR-WB).
	EVVM V1.0

	
	
	

	EVVM-HLF-016b
	The EVVM Enabler MAY support storing copies of sent VMs in a storage separated from the inbox according to user preferences and service provider policy.
	EVVM V1.0

	EVVM-HLF-016
	The EVVM Enabler MAY allow an EVVM user to manage (e.g., list, retrieve, delete) the voice messages previously sent by him/her in a separate folder (i.e. in a sentbox).
	EVVM V1.0

	EVVM-HLF-017
	The EVVM Enabler MAY support inclusion of an emotion indication by the sending user, along with the VM, while depositing the VM for delivery. 
NOTE: The number of the emotions (which could include combinations of emotions) is finite and will be decided during the TS phase.
	EVVM V1.0

	EVVM-HLF-018
	The EVVM Enabler SHALL deliver the emotion indication information, if present, to the recipient.

	EVVM V1.0

	EVVM-HLF-019
	The EVVM Enabler SHOULD provide support for multi-device environment. 
	EVVM V1.0

	EVVM-HLF-020
	The EVVM Enabler SHALL allow an EVVM User to recall his/her previously deposited voice message.
	EVVM V1.0

	EVVM-HLF-021
	The EVVM Enabler SHALL send notification to recalling EVVM User including status (success, failure) of the voice message recall attempt made by himself.
	EVVM V1.0

	EVVM-HLF-022
	The EVVM Enabler SHALL send notification to recipient EVVM User including the information and status of the voice message recall attempt made by another EVVM User; based on the recalling EVVM User’s preference.
	EVVM V1.0

	EVVM-HLF-023
	The EVVM Enabler SHOULD support interworking between various codecs (e.g. narrowband with G.711, GSM, AMR and wideband with G.722 and AMR-WB).
	EVVM V1.0


Table 1: High-Level EVVM Functional Requirements

Editor’s Note: The requirement grouping in sections 6.1.x below is not final. New groups can be created if new requirements are not fit into the proposed grouping below. A group from the grouping below will be removed if there are no requirements fit into it.

6.1.6.2
Authorization

<intro text for Authentication requirements here>

	Label
	Description
	Release

	
	
	

	EVVM-AUT-002
	
	EVVM V1.0

	
	
	


Table 9: High-Level Functional Requirements – Authorization Items
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