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1 Reason for Change

Reverse-engineer the VVM 1.3 Specification and capture the responsibilities of the functional components.
R01 updates the TUI section:

There was a copy-paste leftover (EVVM Server instead of TUI)


Added bullet for voice mapping.

R02:

We include online comments and some text from CR144 which may cover features beyond VVM 1.3
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Review and agree the proposed changes.
6 Detailed Change Proposal

Change 1:  Update sections as follows
Functional Components

6.3.1.1 EVVM Client

The EVVM Client resides in a Device. It is used to access network-based EVVM functional components and to manage voicemail messages, greetings and user preferences.
The EVVM Client is responsible for:
· 
· 
· Establishing connections as necessary, authenticating the user, maintaining and closing established connections as necessary.

· Folder management:
· Selecting the current folder.

· Voice mail handing

· Sending voicemail 
· Requesting to forward a voice mail or part(s) of it
· Requestingt to forward a transcription of the voice mail or parts of it

· Requesting to forward voice mail to SMS, MMS and/or Email
· Voicemail management:
· .

· Obtaining list of voicemail.
· 
· Deleting voicemail.
· Retrieving voice mails as 

· voice mail only

· transcribed text only

· voice mail and transcribed text
· Greeting and voice signature management:
· Creating greetings and voice signatures

· Uploading greetings and voice signatures.

· Obtaining list of greetings and voice signatures.
· Retrieving greetings and voice signatures.

· Deleting greetings and voice signatures.

· Updating greetings and voice signatures.

· Content adaptation:
· Request on-demand message transcription.

· Start/stop automatic message transcription.
· Notifications:

· Query subscriber provisioning status.

· Service activation/deactivation.

· Turn notifications on/off.

· Receive and consume notifications.
6.3.1.2 EVVM Server

The EVVM Server resides in a Server Domain. It stores resources and provides access to these resources to other EVVM functional components.
The EVVM Server is responsible for:
· 
· 
· Serving connection requests, authenticating the user, maintaining and closing established connections as requested.

· Providing storage for voice mails, greetings, voice signatures and user preferences.
Editorial Notes: providing storage is for VVM 1.3, where and how to provide storage for EVVM 1.0 is FFS
· Processing and validation of requests originating from the EVVM Client and the TUI.

· Apply the service provider policies to requests from the EVVM Client and the TUI, as applicable.

· Performing requested operations, if permitted:

· Voicemail handling:
· Sending voicemail.

· Storing incoming voicemail.

· Greeting and voice signature management:
· Storing greetings and voice signatures.
· Content adaptation:

· Perform voice mail transcription.

· Notifications:

· Deliver subscriber status.

· Dispatch event notifications.

· Reporting the result of the requested operation to the EVVM Client and the TUI, as applicable.
6.3.1.3 TUI

The TUI resides in a Server Domain. It provides a voice-based interface to the resources residing on the EVVM Server.

The TUI is responsible for:
· Providing mapping between the user’s voice communications and the EVVM Server and vice versa.

· 
· Serving voice call requests, authenticating the user, maintaining and closing established voice calls.

· TUI-specific features:
· Password changes.
· Language changes.
· NUT
· Voicemail management:
· Obtaining list of voicemail.
· Listening to voicemail.

· Deleting voicemail.

· Greeting and voice signature management:
· Recording greetings and voice signatures.

· Obtaining list of greetings and voice signatures.
· Listening greetings and voice signatures.

· Deleting greetings and voice signatures.

· Voice call handing:
· Playing the appropriate greeting and voice signature.

· Recording voicemail.

6.3.1.4 Interworking Gateway

6.3.1.5 Forwarding Gateway

6.3.1.6 Remote EVVM Server

6.3.1.7 Device



· 
· 
· 
· 
· 
6.3.1.8 Other Clients



· 
· 

· 
6.3.1.9 Server Domain



· 
· 
· 
6.3.1.10 Supporting Enablers

6.3.1.11 Standard non-OMA VM Service

6.3.1.12 Email

6.3.1.13 MMS

6.3.1.14 SMS

6.3.1.15 Underlying Infrastructure

Interfaces

6.3.1.16 EVVM-1

The EVVM Server is exposing the EVVM-1 interface to the EVVM Client, allowing it to access the resources on the EVVM Server.

Supported functionalities include:

· User authentication.

· Send, request forwarding, list, retrieve, and delete voicemails.

· Upload, list, retrieve, and delete greetings and voice signatures.
· Manage preferred greeting selection
· Request voice mail transcription.
· User preference updates.

· Query subscriber provisioning status.

6.3.1.17 EVVM-2

The EVVM Client is exposing the EVVM-2 interface to the EVVM Server, allowing it to send notifications to the EVVM Client.
Supported functionalities include:

· Send subscriber provisioning status.

· Send notifications.

6.3.1.18 EVVM-3

6.3.1.19 EVVM-4

6.3.1.20 EVVM-5

6.3.1.21 EVVM-6

6.3.1.22 EVVM-7

6.3.1.23 EVVM-8
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