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1 Reason for Change

This CR addresses the EVVM requirement USA 001 and describes some specific aspects (Authentication, New message retrieval), when supporting also Non SMS capable devices.
	EVVM-USA-001
	The EVVM Enabler SHALL support  EVVM clients without SMS capability, such as personal computers relying solely on IP connectivity.


2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The functional impacts and implications of fulfilling this requirement travels end-to-end through a number of components of the EVVM architecture and their interfaces. They are shown in Section 6 below, and the EVVM group is recommended to review and agree the proposed changes.
6 Detailed Change Proposal

Change 1:  Update Section 7.
Technical Specification
The following table list relevant scenarios, describes the functional flows for EVVM systems with SMS capable clients and proposes the flows for EVVM systems with clients which have no SMS capability.

Scenario 1: Initial start of visual voicemail application
	EVVM client with SMS capability
	EVVM client without SMS capability 
(IP based client)

	According to OMTP 1.3. an Activate SMS will be send


	*  SIP message will be send to predefined server address – parameters which will be transmitted from client to server

** device type

** client version


Initial start or Service activation - Flow for EVVM systems with SMS capable clients 
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Initial start or Service activation - Flow for EVVM systems without SMS capable clients 
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Scenario 2: New messages
	Server sends a message to the client informing that new messages have arrived
SYNC SMS 

Client ask the server to transfer the messages

OPEN IMAP session

	Server sends a message to the client informing that new messages have arrived
SIP message
Client ask the server to transfer the messages

OPEN IMAP session




New messages - Flow for EVVM systems with SMS capable clients 
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New messages - Flow for EVVM systems without SMS capable clients 
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Additions for OMA-ER-EVVM-V1_0-20110724-D
This CR proposes to add the following flows for OMA-ER-EVVM-V1_0-20110724-D to chapter 7 – Technical specification.
Client-Server procedures
This section describes procedures that involve the EVVM Client and the EVVM Server and requires interactions via the EVVM-1 and/or EVVM-2 interfaces.

Minimum conformance requirements:

· The EVVM Server MUST expose the EVVM-1 interface.
· The EVVM Client MUST expose the EVVM-2 interface.
· The EVVM Server and the EVVM Client MUST support:

· The EVVM Server and the EVVM Client SHOULD support:

· ...

· The EVVM Server and the EVVM Client MAY support:

· .

7.4.3.2 Authentication
Authentication procedure is seen at the initial start phase. It must be supported for SMS and non SMS capable devices. The following flows describe the principle procedure for authentication if EVVM client is initial started.

7.4.3.2.1 Authentication for SMS capable devices
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7.4.3.2.2 Authentication for Non SMS capable devices
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7.4.3.3 Capability exchange

7.4.3.4 Folder management

7.4.3.5 Voicemail management

The voice mail management must support SMS as well as non SMS capable devices. The following flows describe the principle procedure for receiving messages from the server.

7.4.3.5.1 Getting New messages for SMS capable devices


[image: image7.emf]VVM 

client

VVM 

server

IMAP4 session initiated (IMAP4 username/passwo

rd)

3

SYNC SMS

2

New message arrived or mailbox was updated via TUI

1

Synch

onization (fetch messages, greetings..)

4

IMAP4 session closed

5


7.4.3.5.2 Getting New messages for Non SMS capable devices
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Additionaly there is a need to specify the procedure for 

· Delivering voice mails from EVVM VM SS to EVVM client via EVVM server

· Forwarding voice mails from EVVM server to EVVM VM SS for storage purposes 
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