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1 Reason for Change

This CR is a first attempt to specify the EVVM 1.0 Server to Server procedures and it fills the blank in Section 7.4.4 of the EVVM ER document, OMA-ER-EVVM-V1_0-20110808-D. It adds a few new sections to accommodate for all componenets that fall under the generic name of “server”
There are sections with missing flows and detailed  texts and references yet TBS (to be specified.)
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

All proposed changes are presented in Section 6 below. It is recommended that the EVVM group reviews and agrees to the proposed changes.
6 Detailed Change Proposal

Change 1. Update Sections 7.4.4 Specifying EVVM Server-Server Procedures
7.4.4     Server-Server procedures
This section describes procedures that are employed to provide the EVVM base services. These procedures are supported by the interfaces exposed by the EVVM Server and other servers and entities as follows:

EVVM Server and the “Remote EVVM Server” via their respective EVVM-5 interfaces [editor to insert cross-reference to 7.4.4.1],

EVVM Server and the Forwarding Gateway via the EVVM-3 interfaces [editor to insert cross-reference to 7.4.4.2],

EVVM Server and the Message Storage Server via the MSG interface[editor to insert cross-reference to 7.4.4.3],

EVVM Server and the Transcoding Server via the EVVM-6 interface[editor to insert cross-reference to 7.4.4.4],

EVVM Server and XDM Server via I0 interface [editor to insert cross-reference to 7.4.4.5]and

EVVM Server and Push Server via I0 interface[editor to insert cross-reference to 7.4.4.6].
7.4.4.1
EVVM Server to Remote EVVM Server 

 Throughout this section, the primary or home EVVM Server is referred to as the “EVVM Server” and the secondary EVVM Server is referred to as the “Remote EVVM Server”. 
The minimum conformance requirements for the interactions between the EVVM Server and the Remote EVVM Server are as follows:

· The EVVM Server MAY expose the EVVM-5 interface.
· The EVVM Server exposing the EVVM-5 interface MUST support:

· Mutual Authentication with Remote EVVM Server [editor to insert cross-reference to 7.4.4.1.1]
· Voice mail Transferring (Originating)[editor to insert cross-reference to 7.4.4.1.2]  

· Voice mail Receiving (Terminating)[editor to insert cross-reference to 7.4.4.1.3]
· 
· 
· 
· 

7.4.4.1.1
Authentication 
Prior to the establishment of connection between the EVVM Server and the Remote EVVM Server, they MUST mutually authenticate each other as follows:
· Providing information for mutual authentication,
· [TBS]
7.4.4.1.2
Voicemail Handling (Originating Server) 

The EVVM Server in the originating side of a voicemail MUST support:  

· Fetching, from the EVVM Voice Mail Storage Server, the referenced media and replacing the references included in the voicemail.
· Forwarding the voicemail to the intended destination,

· Communicating with remote EVVM Servers in remote Server Domain, to transfer:

· Voicemails.
· Reports (delivery reports, read reports).
· Recalling voicemail that was previously sent

· Handling Delivery and/or Read report:

· Receiving a read report, indicating when the corresponding voicemail forwarded as MMS/Email was read by the recipient.

· Receiving a delivery report, indicating when  the corresponding voicemail forwarded as SMS/MMS/Email was properly delivered to its destination.

· Notifications:

· Delivering subscriber status.

· Dispatching event notifications (types according to user preferences) 

· If roaming, respect notify while roaming preference and preferred roaming notification type.

· Providing authentication information in the notifications.
1.2.1.1.1 Voicemail Handling (Terminating Server) 

· Receiving  voice mail

· Delivering voicemail including emotion indication, if present.

· Sending Delivery/Read Status information according to user preference..

· Greeting and voice signature management:
· Playing the appropriate greetings based on EVVM user’s preference.

· Based on caller identifier

· Based on group

· Based on language

· Based on time-of-day, days of the week or calendar dates
· Forwarding transcribed text to the recipient(s).

· Interworking with Standard non-OMA VM Service according to service provider’s policies:
· Receiving voice mails from Standard non-OMA VM Service;
· Receiving reports (delivery reports, read reports) from Standard non-OMA VM Service;
7.4.4.2
EVVM Server to Message Storage Server
The minimum conformance requirements for the interactions between the EVVM Server and the Message Storage Server are as follows:

· The Message Storage Server MAY expose the MSG interface.
· The Message Storage Server exposing the MSG interface MUST support:
· [TBS]….
· The Message Storage Server exposing the MSG interface SHOULD support:
· [TBS]….
· The Message Storage Server exposing the MSG interface MAY support:
· [TBS]….
Authentication
· Providing User credential prior to using resources and managing user’s data.
· Storing the recorded voice mail to the Voice Mail Storage Server

· Storing incoming voicemail(s).

· Storing greetings (voice or text) and voice signatures including contact information attachment, if present.

7.4.4.3
EVVM Server to Forwarding Gateway
The minimum conformance requirements for the interactions between the EVVM Server and the Forwarding Gateway are as follows:
· The Forwarding Gateway MAY expose the EVVM-4 interface.
· The Forwarding Gateway exposing the EVVM-4  interface MUST support:

· [TBS]
· The Forwarding Gateway exposing the EVVM-4  interface SHOULD support:

· [TBS]
· The Forwarding Gateway exposing the EVVM-4  interface MAY support:

· [TBS]
7.4.4.4
EVVM Server to Transcoding Server 
The minimum conformance requirements for the interactions between the EVVM Server and the Transcoding Server are as follows:
· The Transcoding Server MAY expose the EVVM-6 interface.
· The Transcoding Server exposing the EVVM-6  interface MUST support:

· [TBS]
· The Transcoding Server exposing the EVVM-6 interface SHOULD support:

· [TBS]
· The Transcoding Server exposing the EVVM-6 interface MAY support:

· [TBS]
7.4.4.5
EVVM Server to XDM Server
The minimum conformance requirements for the interactions between the EVVM Server and the XDM Server are as follows:
· The XDM Server MAY expose the I0 (XDM-xi, for i from 2 to 17 TBS) interface.

· The XDM Server exposing the XDM-xi  interface MUST support:

· [TBS]
· The XDM Server exposing the XDM-xi  interface SHOULD support:

· [TBS]
· The XDM Server exposing the XDM-xi  interface MAY support:

· [TBS]
7.4.4.5.1

Authentication

· Providing User credential prior to using resources and managing user’s data.
7.4.4.5.2

Handling User Preferences
· Performing requested operations, if permitted:

· User preference management:
· Sending preferences including:

· Message archiving (sending and receiving)

· Preferred media format

· Black list(s)

· White list(s)

· Notification while roaming

· Preferred notification type 

· While roaming

· While not roaming

· Notification security settings

· Delivery status information (sending and receiving)

· Text To Speech(TTS)/ Speech To Text (STT)   

· on demand, start, stop

· TUI password
· TUI language
· Storing preference updates
7.4.4.6
EVVM Server to Push Server 

The minimum conformance requirements for the interactions between the EVVM Server and the Push Server are as follows:
· The Push Server MAY expose the I0 (Push-PAP) interface.
· The Push Server exposing the I0 (Push-PAP) interface MUST support:

· [TBS]
· The Push Server exposing the I0 (Push-PAP)   interface SHOULD support:

· [TBS]
· The Push Server exposing the I0 (Push-PAP) interface MAY support:

· [TBS]
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