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1 Reason for Change

OMA-COM-EVVM-2011-0290-CR_User_preferences___initial_text  proposed the initial layout for the Preferences section, but it did not include details about the individual sub-sections.

This CR contains our initial proposal with the detailed service preferences.
R01:
Added RFC reference.

SDOs are not literals.
Split the section into two.
Updated Maximum VM Size.
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Review and agree the proposed changes.
6 Detailed Change Proposal

Change 1:  Add references

2.1 Normative References

	[OMA-EVVM-RD]
	“Enhanced Visual Voice Mail Requirements”, Open Mobile Alliance™, OMA-RD-EVVM-V1_0,
URL: http://www.openmobilealliance.org

	[OMTP VVM]
	“Visual Voice Mail Interface Specifications”, Version 1.3, Open Mobile Terminal Platform, OMTP
URL: http://www.gsmworld.com/documents/OMTP_VVM_Specification_v1_3_Final.pdf

	[OMA-Push-OTA]
	“Push over the Air”, Open Mobile Alliance™, OMA-TS-PushOTA-V2_3,
URL: http://www.openmobilealliance.org

	[RFC2045]
	“Multipurpose Internet Mail Extensions (MIME) Part One: Format of Internet Message Bodies”, N. Freed et al, November 1996, URL: http://tools.ietf.org/html/rfc2045

	[RFC2046]
	“Multipurpose Internet Mail Extensions (MIME) Part Two: Media Types”, N. Freed et al, November 1996, URL: http://tools.ietf.org/html/rfc2046

	[RFC2047]
	“MIME (Multipurpose Internet Mail Extensions) Part Three: Message Header Extensions for Non-ASCII Text”, K. Moore, November 1996, URL: http://tools.ietf.org/html/rfc2047

	[RFC2049]
	“Multipurpose Internet Mail Extensions (MIME) Part Five: Conformance Criteria and Examples”, N. Freed et al, November 1996, URL: http://tools.ietf.org/html/rfc2049

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997,
URL: http://www.ietf.org/rfc/rfc2119.txt

	[RFC2141]
	"URN Syntax", R. Moats, May 1997, URL: http://tools.ietf.org/html/rfc2141

	[RFC2387]
	“The MIME Multipart/Related Content-type”, E. Levinson, August 1998,
URL: http://tools.ietf.org/html/rfc2387

	[RFC2821]
	“Simple Mail Transfer Protocol”, J. Klensin, April 2001, URL:http://www.ietf.org/rfc/rfc2821.txt

	[RFC3261]
	"SIP: Session Initiation Protocol", U. Rosenberg et al, June 2002, URL: http://tools.ietf.org/html/rfc3261

	[RFC3501]
	“Internet Message Access Protocol - Version 4rev1”, M. Crispin, March 2003,
URL: http://tools.ietf.org/html/rfc3501

	[RFC3966]
	"The tel URI for Telephone Numbers", H. Schulzrinne, December 2004,
URL: http://tools.ietf.org/html/rfc3966

	[RFC4021]
	“Registration of Mail and MIME Header Fields”, G. Klyne et al, March 2005,
URL: http://tools.ietf.org/html/rfc4021

	[RFC4122]
	"A Universally Unique IDentifier (UUID) URN Namespace", P. Leach et al, July 2005,
URL: http://tools.ietf.org/html/rfc4122

	[RFC4288]
	“Media Type Specifications and Registration Procedures”, N. Freed et al, December 2005,
URL: http://tools.ietf.org/html/rfc4288

	[RFC4289]
	“Multipurpose Internet Mail Extensions (MIME) Part Four: Registration Procedures”, N. Freed et al, December 2005, URL: http://tools.ietf.org/html/rfc4289

	[RFC4536]
	“The application/smil and application/smil+xml Media Types”, P. Hoschka, May 2006,
URL: http://tools.ietf.org/html/rfc4536

	[RFC4483]
	“A Mechanism for Content Indirection in Session Initiation Protocol (SIP) Messages”, E. Burger, Ed., May 2006, URL: http://tools.ietf.org/html/rfc4483

	[RFC4865]
	“SMTP Submission Service Extension for Future Message Release”, G. White, May 2007,
URL: http://tools.ietf.org/html/rfc4865

	[RFC5234]
	“Augmented BNF for Syntax Specifications: ABNF”, D. Crocker & P. Overell, January 2008,
URL: http://tools.ietf.org/html/rfc5234

	[RFC5321]
	“Simple Mail Transfer Protocol”, J. Klensin, October 2008, URL: http://tools.ietf.org/html/rfc5321

	[SCRRULES]
	“SCR Rules and Procedures”, Open Mobile Alliance™, OMA-ORG-SCR_Rules_and_Procedures,
URL: http://www.openmobilealliance.org

	[W3C SMIL 1.0]
	“Synchronized Multimedia Integration Language (SMIL) 1.0 Specification”, W3C Recommendation REC-smil-19980615, July 1998, URL: http://www.w3.org/TR/1998/REC-smil/

	[W3C SMIL 2.0]
	“Synchronized Multimedia Integration Language (SMIL 2.0) - [Second Edition]”, W3C Recommendation, January 2005, URL: http://www.w3.org/TR/2005/REC-SMIL2-20050107/

	[W3C SMIL 2.1]
	“Synchronized Multimedia Integration Language (SMIL 2.1)”, W3C Recommendation, December 2005, URL: http://www.w3.org/TR/2005/REC-SMIL2-20051213/


Change 2:  Update global service preferences section
7.3.2.1 Global service preferences
This section contains the details and intended use of the global service preferences.

Preferences defined in [editor to add cross-reference to 7.3.2.1.1] are used in capability negotiation, see [TBD].
Preferences defined in [editor to add cross-reference to 7.3.2.1.2] are limitations imposed by the server on users without user-specific service preferences [editor to add cross-reference to 7.3.2.2].

7.3.2.1.1 Server capabilities



7.3.2.1.1.1 Supported media formats
The supported media formats is the list of media formats that the EVVM Server is capable to transcode. The minimum set of media types is REQUIRED, and as such, it is omitted from the list. The support for supplementary and optional media types is indicated either as a whole by setting the appropriate flag(s) to true, or, partially by setting the appropriate flag(s) to false and including the individual media types. The minimum, supplementary and optional media type sets are defined in [editor to insert cross-reference to section 7.3.4].
The following ABNF notation [RFC5234] defines the data formats:

supplementary-media-flag
= boolean
optional-media-flag
= boolean

boolean
= "true" / "false"
media-type
= discrete-type "/" subtype *(";" parameter)

; See discrete-type, subtype


; and parameter in [RFC2045]
Example:

<mediatypes supplementary="true" optional="false">

<mediatype>image/tiff<mediatype/>


<mediatype>audio/mpeg<mediatype/>

<mediatypes/>

7.3.2.1.1.2 Supported character sets

The supported character sets is a list of character sets that the EVVM Server is capable to transcode. The minimum set of character sets is not included in the list. The support for the supplementary set is indicated either as a whole by setting the appropriate Boolean XML attribute to true, or, partially by setting the appropriate XML attribute to false and including the individual character sets. The minimum and supplementary character sets are defined in [editor to insert cross-reference to section 7.3.4.1].

The following ABNF notation [RFC5234] defines the data formats:

supplementary-charset-flag
= boolean

charset
= <A character set token registered with IANA.>
Example:

<charsets supplementary="false"/>

<charset>ISO-8859-2<charset/>

<charsets>
7.3.2.1.1.3 Supported encryption methods
TBD: Before we can specify this, we need to come up with the intended list of encryption methods.
7.3.2.1.1.4 Supported protocol versions
The supported protocol versions are a list of supported protocols that the EVVM Server is capable to communicate with. Each protocol is represented by and empty element with two attributes. The first attribute is a string, containing the abbreviated name of the SDO, followed by a dash (‘-‘) and the abbreviated name of the standard. The second attribute is a string, containing a comma-separated list of version number, indicates support for revisions of OMA EVVM.
The following ABNF notation [RFC5234] defines the data formats:
id
= sdo-name "-" standard-name

sdo-name
= "OMTP-VVM" / "OMA-EVVM"
standard-name
= (ALPHA / DIGIT) *(ALPHA / DIGIT)
version
= revision-number *("," revision-number)

revision-number
= DIGIT *(ALPHA / DIGIT / ".")
Example:

<protocols>

<protocol id="OMTP-VVM" version="1.3"/>

<protocol id="OMA-EVVM" version="1.0,1.0.1,1.1"/>
<protocols/>
7.3.2.1.1.5 Supported notification types
TBD: Before we can specify this, we need to come up with the intended list of notification types.

7.3.2.1.1.6 Supported forwarding capabilities
TBD.

7.3.2.1.1.7 Content adaptation
TBD.
7.3.2.1.2 Service limitations

7.3.2.1.2.1 Maximum VM size
The maximum VM size indicates the maximum total size of any voicemail message that the EVVM Server accepts for delivery. The total size includes any and all overhead, such as those imposed by transfer encoding, encryption, etc. The maximum VM size is an attribute of a generic element specifically designed to represent limitations. The size is an integer values, representing the number of bytes. The value MUST be higher than 0.
The following ABNF notation [RFC5234] defines the data formats:

maximum-vm-size
= integer

integer
= DIGIT *DIGIT
Example:

<bounds maxvmsize="20971520"/>
7.3.2.1.2.2 Message Storage quota

The Message Storage quota indicates the maximum available amount of storage size per user. There are two quotas defined, one for the internal storage and another for the external storage. If the value of a quota is zero (0), it implies that the appropriate storage is not available. The values are attributes of a generic element specifically designed to represent limitations. Both values are integer values, representing the number of bytes. Both values MUST be 0 or higher.
The following ABNF notation [RFC5234] defines the data formats:

quota-internal
= integer
quota-external
= integer
Example:

<bounds qinternal="262144000" qexternal="1073741824"/>

TBD: Schema
TBD: Constraints
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